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Philips 98BDL3650Q Skaitmeninis informacinis plokscias ekranas
2,49 m (98") LCD ,,Wi-Fi“ 400 cd/m?2 4K Ultra HD Juoda Integruotas
procesorius Android 10 18/7

Gamintojas: PHILIPS - Modelis: 98BDL3650Q/00 - EAN: 8712581799359 - Prekés kodas: 103952

4 229,91 €

Kaina su PVM

Be PVM: 3 495,79 €

Neturime

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v Vidaus Skaitmeninis informacinis ploksc¢ias ekranas Juoda v Ethernet LAN jungtis ,Wi-Fi“
v 2,49 m (98") 3840 x 2160 pikseliai LCD 400 cd/m? v |montuoti garsiakalbiai 20 W

v ,Direct-LED” 60 Hz 8 ms

Aprasymas

Stand out from the crowd

Inform and enthral with a Philips Q-Line 4K Ultra HD digital display. This reliable, easy-to-install, Android powered signage solution is Wave-ready for

remote management, putting you in full control, any time, anywhere.

Connect and control your content via the cloud

Connect and control your content via the cloud with the integrated HTML5 browser. Using the Chromium based browser, design your content online
and connect a single display, or your complete network. Show content in both landscape and portrait mode, with fullHD resolution. Simply connect

the display to the internet using WiFi or with an RJ45 cable, and enjoy your own created playlists.

FailOver. Ensure your display never goes blank

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 1
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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Critical for demanding commercial applications, FailOver is a revolutionary technology that automatically plays back-up content on screen in the
unlikely event of an input source or application failure. Simply select a primary input connection and a FailOver connection and you are ready for

instant content protection.

Easily schedule content from USB or internal memory

Easily schedule content to play from USB or from internal memory. Your Philips Professional Display will wake from standby to play the content you

want, and then return to standby once playback is done.

Optional Interact for wireless screen share

Wirelessly screen share using your existing Wi-Fi network to instantly and securely connect devices, or use our optional HDMI Interact dongle to cast

directly onto the screen without connecting into the secured network.

Android SoC processor. Native and web apps

Powered by our Android 10 SoC platform, these hard-working Philips professional displays are optimised for native Android apps, and you can install

web apps directly onto the display too. Flexible and secure, ensuring display specs stay up to the moment for longer.

Catch the Wave for revolutionary results

Unlock the power, versatility and intelligence inside your Philips Q-Line displays remotely with Wave. This evolutionary cloud platform puts you fully
in control, with simplified installation and set-up, monitoring and controlling displays, upgrading firmware, managing playlists and setting power

schedules. Saving you time, energy and environmental impact.

Techniné specifikacija

Ekranas

Ekrano jstrizaine 2,49 m (98")
Ekrano technologija LCD

Ekrano rezoliucija 3840 x 2160 pikseliai
Ekrano rySkumas 400 cd/m?
HD tipas 4K Ultra HD
Lietimui jautrus ekranas Ne

Skydo tipas IPS

LED galinis apsvietimas Taip

LED galinio apsvietimo tipas ,Direct-LED"
Natdralus krastiniy santykis 16:9
Reakcijos laikas 8 ms
Kontrasto santykis (tipinis) 1200:1
Kontrasto santykis (dinaminis) 500000:1
Matymo kampas, horizontalus 178°
Matymo kampas, vertikalus 178°

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
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Ekrano spalvy skaicius

Pikseliy zingsnis

Ekrano strizainés dydis (metriné)
Bldingas atnaujinimo daznis
Miglotumo koeficientas

RysSys

HDMI porty kiekis

DVI prievadas

,DisplayPort” kiekis

USB prievadas

HDMI versija

DVI-I prievady skaicius

USB prievady skaicius

USB versija

Ethernet LAN (RJ-45) porty kiekis
RS-232C

Infrared duomeny portas
Integruotas korteliy skaitytuvas
Suderinamos atminties kortelés

OPS modulio lizdas

Garsas
|montuoti garsiakalbiai
Imontuoty garsakalbiy skaicius

RMS galingumas

Konstrukcija

Gaminio konstrukcija

Produkto spalva

Talpinimas palaikomas

VESA tvirtinimo pagrindas

Orientacija

Suderinama su VESA sienos tvirtinimo sistema
Rémeliy plotis (apacia)

Rémeliy plotis (Sonas)

Rémeliy plotis (virsus)

1,07 milijardo spalvy
0,56 x 0,56 mm
247,7 cm

60 Hz

25%

Taip

Taip

2.0

2.0/3.2Gen1(3.1Gen1)

Taip
Taip
Taip
MicroSD (TransFlash)

Taip

Taip

20 W

Skaitmeninis informacinis plokscias ekranas
Juoda

Vidaus

Taip

Horizontalus / vertikalus

1000 x 400 mm

2,0l cm

1,59 cm

1,59 cm
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Veikimo charakteristikos
Paskirtis

Virtualusis ekranas (OSD)

Darbo valandos (valandos / dienos)

Vidutinis laikas tarp trik¢iy (MTBF)

Energijos valdymas

Energijos suvartojimas (laukimo rezimu)
Energijos vartojimo efektyvumo klasé (SDR)
AC jéjimo jtampa

AC {éjimo daznis

Energijos efektyvumo skalé
Kompiuteriné sistema

Kompiuterio sistema

Integruotas procesorius

Kompiuterio sistemos tipas
Procesoriaus Seima

Procesoriaus architekttra

Procesoriaus branduoliai

Vidiné atmintis

Vidinés saugyklos talpa

Numatyta operaciné sistema

Svoris ir matmenys
Ekrano plotis

Ekrano gylis

Ekrano aukstis

Ekrano svoris

Pakuotés turinys

Pridedamas nuotolinio valdymo pultelis
Pridétos baterijos

Prideéti kabeliai

Aplinkos salygos

Darbo temperaturos diapazonas (TT)
Darbo santykinés dregmes diapazonas

Sandéliavimo temperatlros norma (T-T)

Universalus
Taip
18/7

50000 h

05w

G
100-240 V
50-60 Hz

Nuo A iki G

Taip

Taip

Sistema luste (SoC)
ARM Cortex

ARM Cortex-A55

4

3GB

16 GB

Android 10

2193,4 mm
90 mm
1255,3 mm

65,2 kg

Taip
Taip

AC, IR jutiklis, RS-232

0-40-°C
20 - 80%

-20-60 °C
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Sandéliavimo santykinis dregmés diapazonas 5-95%

Tinklas

Ethernet LAN jungtis Taip

L Wi-Fi" Taip

Kitos savybés

Greitos pradzios vadovas Taip
Audio jéjimas 1
Audio iSeiga 1

Matmenys ir svoris
Matmenys (I x P x A) 238,00cm x 170,00cm x 28,00cm

Svoris 86,00kg
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