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BenQ ST6504 Skaitmeninis informacinis plokscias ekranas 165,1
cm (65") LCD 350 cd/m? 4K Ultra HD Juoda Integruotas
procesorius Android 18/7

Gamintojas: BENQ - Modelis: 9H.S46TB.RE2 - EAN: 4718755096150 - Prekés kodas: 106868

2 031,90 €

Kaina su PVM

Be PVM: 1 679,26 €

Neturime

I ﬁﬂd-jogn the
simple things 7
Far ‘!

GACY

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v Vidaus Skaitmeninis informacinis ploksc¢ias ekranas Juoda v Ethernet LAN jungtis

v 165,1 cm (65") 3840 x 2160 pikseliai LCD 350 cd/m? v |montuoti garsiakalbiai 24 W
v 60 Hz

Aprasymas

Your essential signage solution

Boost school communication with the ST04 4K Smart Signage series. Its advanced hardware, intuitive tools, Android OS, and security features help

you deliver clear, effective information to support your educational goals and streamline operations.
Reliable performance
Experience vivid visuals, 18/7 operation, and both portrait and landscape display modes.

Easy control

Enjoy quick and easy content management and remote device control.

Robust security

Ensure your displays stay safe with the ST04's hardware and software security features.
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Digital signage done right
Your message made clear
The ST04 series features a 350-nit, 4K display, 10-bit color depth, and 18/7 operation, ensuring bright, vibrant visuals for cafeterias, hallways,

libraries, and more.

Portrait and landscape ready

Effortlessly mount the VESA-compatible ST04 in either portrait or landscape orientation, making it ideal for different types of content and
applications.

Designed for eye comfort

Enjoy enhanced viewing comfort and clearer visuals with an anti-glare screen featuring a 25% haze value that eliminates reflections to minimize eye

strain.

Truly immersive sound

The ST04's powerful, two 12W speakers deliver captivating audio, bringing your content to life.

Always at the ready

With the easy-to-enable Wake on HDMI and Wake on LAN, the ST04 is always ready when you need it.

Sleek from every angle

The slim, uniform bezels on the ST04 ensure a seamless installation that blends into any environment.

Deliver your messages anywhere

Create, manage, and deliver engaging signage content across school with the powerful X-Sign content management platform.

Easy content creation

With X-Sign, you can remotely create content for diverse scenarios. Whether it's for announcements, school maps, menus, team scores, and more,

X-Sign offers ready-made, editable templates.

Effortless scheduling

Use X-Sign’s advanced features to broadcast real-time or scheduled announcements to all your ST04 displays, individually or in customizable groups,

ensuring timely and effective communication.

Your content, uninterrupted

With X-Sign, your content is never interrupted by message windows or system alerts, making for a seamless viewing experience.

Streamlined management
Manage devices remotely
With the BenQ Device Management Solution (DMS), IT admins can remotely manage device settings and power schedules, update firmware, view

device analytics, install and block apps, and more on every ST04.

Seamless provisioning

Easily provision multiple new ST04 displays by scanning the barcode on the box or device to automatically bind them to DMS.

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
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Firmware updates, always

Schedule firmware updates from DMS so your ST04 displays always have the latest features and security patches.

Made for easy sharing

Get everyone involved

Effortlessly share content on the ST04 with InstaShare 2, compatible with Google, Apple, and Microsoft devices. Enjoy seamless wireless screen
sharing across laptops, tablets, and smartphones, and take control with the powerful Smart Controller function for an elevated interactive

experience.

Keep lessons safe with Al

The built-in Al Guardian feature in InstaShare 2 automatically prevents participants from sharing inappropriate images or videos on the ST04.

Secure your displays
Block unauthorized remote control

Secure your signage with the IR sensor lock on the ST04, blocking unauthorized access from universal remotes.

Security at the hardware level

Dedicated Wi-Fi and USB covers provide an extra layer of hardware-level protection in common spaces for all your ST04 signage.

Built-in sustainability
Certified energy saving

The ST04 series is ENERGY STAR® 8.0 certified, helping you reduce emissions and save on energy costs.

Smaller footprint

We’ve reduced the display packaging size by up to 30% across ST04 models, boosting transport efficiency and lowering emissions.

Remote energy control

Effortlessly manage sleep modes, schedule remote power, and monitor real-time energy usage with DMS.

Techniné specifikacija

Ekranas

Ekrano strizainé 165,1 cm (65")
Ekrano technologija LCD

Ekrano rezoliucija 3840 x 2160 pikseliai
Ekrano rySkumas 350 cd/m?

HD tipas 4K Ultra HD

Skydo tipas ADS

Natlralus krastiniy santykis 16:9

Kontrasto santykis (tipinis) 1200:1

Aktyvus ekrano plotas (plotis x aukstis) 1428,5 x 803,5 mm
Ekrano strizainés dydis (metriné) 109 cm

Badingas atnaujinimo daznis 60 Hz

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3
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Rysys

HDMI porty kiekis

USB prievadas

HDMI versija

HDMI jejimo prievady kiekis
USB prievady skaicius
Ethernet LAN (RJ-45) porty kiekis
Garso (kairé, desiné) iSvestis
RS-232 sasaja

Garsas

|montuoti garsiakalbiai
Imontuoty garsakalbiy skaicius

RMS galingumas

Konstrukcija

Gaminio konstrukcija
Produkto spalva
Talpinimas palaikomas
VESA tvirtinimo pagrindas
Orientacija

Ekrano forma

Suderinama su VESA sienos tvirtinimo sistema

Veikimo charakteristikos
Paskirtis
Darbo valandos (valandos / dienos)

Vidutinis laikas tarp trikciy (MTBF)

Energijos valdymas

Energijos suvartojimas

Energijos suvartojimas (laukimo rezimu)
Energijos vartojimo efektyvumo klasé (SDR)
Energijos sanaudos (SDR) per 1000 valandy
AC jéjimo jtampa

AC jéjimo daznis

Energijos efektyvumo skalé

Energijos vartojimo efektyvumo klasé (HDR)

Taip

2.0

Taip

Taip

24 W

Skaitmeninis informacinis plokscias ekranas
Juoda

Vidaus

Taip

Horizontalus / vertikalus

Plokscias

400 x 400 mm

Universalus
18/7

30000 h

132 kWh
100 - 240V
50/60 Hz
Nuo A iki G

Nepasiekiama
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Kompiuteriné sistema
Integruotas procesorius

Procesoriaus modelis

Procesoriaus architekttra
Procesoriaus branduoliai

Vidiné atmintis

Integruoto grafikos adapterio modelis
Vidinés saugyklos talpa

Numatyta operaciné sistema

Operacineés sistemos versija

Svoris ir matmenys
Ekrano plotis

Ekrano gylis

Ekrano aukstis

Ekrano svoris

Pakuotés duomenys
Pakuoteés plotis
Pakuotes gylis
Pakuotés aukstis

Paketo svoris

Pakuotés turinys

Pridedamas nuotolinio valdymo pultelis
Pridéti kabeliai

Aplinkos salygos

Darbo temperaturos diapazonas (TT)
Darbo santykinés drégmés diapazonas
Sandéliavimo temperatiros norma (T-T)
Sandéliavimo santykinis drégmés diapazonas
Sertifikatai

Sertifikavimas

Logistikos duomenys

Kilmeés Salis

Tinklas

Ethernet LAN jungtis

Taip

A73

ARM Cortex-A73
4

4 GB

Mali-G52 MC1
32 GB

Android

14

1452,9 mm
59,7 mm
829,2 mm

16,5 kg

1635 mm
159 mm
987 mm

21,8 kg

Taip

HDMI, RS-232

0-40°C

10 - 80%

-10-60 °C

10 - 80%

ENERGY STAR®

Kinija

Taip

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 5

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903



PREKES KORTELE

§ m MB Kompiuteriy guru - Sugeneruota 2026-10-18 03:32

Eterneto LAN duomeny perdavimo norma 10,100 Mbit/ai

Kitos savybés

Maitinimo tipas Vidinis

Matmenys ir svoris

Matmenys (I x P x A) 165,00cm x 100,00cm x 16,00cm

Svoris 25,50kg
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