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StarTech.com IES81GPOEW tinklo komutatorius Valdomas L2
Gigabit Ethernet (10/100/1000) Maitinimas per Eterneta (PoE)
Juoda

Gamintojas: STARTECH - Modelis: IES81GPOEW - EAN: 065030871112 - Prekes kodas: 107869

353,90 €

Kaina su PVM

Be PVM: 292,48 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v Valdomas L2 v Prieigos kontrolés sgrasas (ACL)

v Pagrindiniy perjungimo RJ-45 eterneto prievady skaicius: 8 v/ Maitinimas per Eterneta (PoE)

Aprasymas

Connect up to 8 different GbE (4 PoE+) devices, using this IP30 industrial Ethernet switch with intelligent Layer 2 management

Easily deploy or scale your network with this Gigabit Ethernet switch, by adding eight copper Gigabit Ethernet (GbE) connections, including four
PoE+ ports. This IP30 industrial network switch provides intelligent Layer 2 management. Its rugged, compact design and wall-mount option with

front access make it ideal for demanding applications, even where space is limited.

Expand your network

This Gigabit Ethernet switch lets you expand your network by connecting up to eight RJ45 devices (four PoE+). The 8-port switch enables up to eight

users to share files and devices, such as printers and scanners, over a LAN connection, by enhancing your existing network capacity with additional
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ports.

Supports PoE+ for flexible use

The switch gives you the freedom to place your equipment in locations where power outlets are not available, with support for Power over Ethernet

Plus. The network switch provides abundant PoE power, with up to 30 watts for each PoE port (120W budget).

Wall-mountable with front access

With its compact design, you can wall-mount the Gigabit switch to provide convenient front access to ports and indicators. It's ideal for a wide range
of applications, including tight installation areas with significant electromagnetic interference, such as control cabinets and panels. The network

switch is also DIN-rail mountable.

Efficient Layer 2 management

The switch delivers efficient and stable performance, with Layer 2 management capabilities. This lets you control packet traffic on a busy network,

and customize your settings to achieve optimal network performance, offering improved efficiency and reliability.

Rugged industrial design

This rugged network switch features an IP30-rated metal housing and extended operating temperature range of -40°C to 75°C, which makes it ideal

for a wide range of conditions. The sturdy metal enclosure offers durability, even in harsh industrial environments.

Reliable connection for seamless network performance

With support for 10/100/1000Mbps transfer speeds, this managed switch supports full/half-duplex auto-negotiation, jumbo frames, and auto

MDI/MDIX operation. This lets you connect your network devices quickly and easily, with little to no configuration required.

To help prevent any unnecessary downtime, the switch features redundant 12-58V DC terminal block power inputs, which ensures seamless

operation in the event of power dips or failures.

The IES81GPOEW is backed by a StarTech.com 2-year warranty and free lifetime technical support.

Techniné specifikacija

Valdymo funkcijos

Perjungimo tipas Valdomas

Perjungimo sluoksnis L2

Rysys

Pagrindiniy perjungimo RJ-45 eterneto prievady skaicius 8

Pagrindiniy perjungimo RJ-45 eterneto prievady tipas Gigabit Ethernet (10/100/1000)

|diegty SFP moduliy kiekis 0

|diegty SFP+ moduliy kiekis 0

Maitinimo jungtis DC lizdas

Tinklas

Tinklo standartai IEEE 802.1ab, IEEE 802.1p, IEEE 802.1s, IEEE 802.1w, IEEE 802.1x, IEEE 802.3, IEEE

802.3ab, IEEE 802.3ad, IEEE 802.3u, IEEE 802.3z

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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10G parama

Pilnai abipusis (duplex)
Srauto kontrolés palaikymas
Nuorody agregacija

Auto MDI/MDI-X

Aprépties medzio protokolas

Virtualaus vietinio tinklo ypatybés

Duomenuy perdavimas
,Store-and-forward” funkcija
Jumbo Frames palaikymas

»Jumbo* kadrai

Saugumas

Prieigos kontrolés sgrasas (ACL)

Konstrukcija

Stovo montavimas

Produkto spalva

Korpuso medziaga

LED indikatoriai

Tarptautinés apsaugos (IP) kodas

Montuojamas ant sienos

Veikimo charakteristikos
Buferio dydis
Didziausias duomeny perdavimo greitis

Vidutinis laikas tarp trik¢iy (MTBF)

Energijos valdymas

|vesties srové

|éjimo jtampa

Kistuko tipas

»Power over Ethernet” (PoE)

Maitinimas per Eterneta (PoE)

Maitinimo per Eterneta plius (PoE+) prievady skaicius
Maitinimo per Eterneta (PoE) galia prievadui

Bendrosios galios per Eterneta (PoE) charakteriskos

Kitos savybés

Ne

Taip
Taip
Taip
Taip
Taip

Tagged VLAN

Taip
Taip

9000

Taip

Ne

Juoda

Plienas

Aktyvumas, Jungtis, Energija
IP30

Taip

512 KB
2000 Mbit/ai

100000 h

1A
12 -48V

M tipas

Taip

30w

120 W

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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Gnybty kaladeélés prievadas

Aplinkos salygos

Darbo temperaturos diapazonas (TT)
Sandéliavimo temperattros norma (T-T)

Darbo santykinés drégmés diapazonas

Svoris ir matmenys
Plotis

llgis

Aukstis

Svoris

Pakuotés turinys

Greitos pradzios vadovas

Pakuotés duomenys
Pridéta gnybty kaladéle
Pakuoteés plotis
Pakuotes gylis
Pakuotés aukstis

Paketo svoris

Sertifikatai

Sertifikavimas

Logistikos duomenys

Pagrindinés (iSorinés) dézés plotis

Pagrindinés (iSorinés) dézés ilgis

Pagrindinés (iSorinés) dézés aukstis

Darniosios sistemos (DS) kodas

Gaminiy skaicius pagrindinéje (iSorinéje) dézéje
Matmenys ir svoris

Matmenys (I x P x A)

Svoris

Dokumentai ir vaizdo jrasai

> Naudojimo instrukcija

> Gaminio lankstinukas

Taip

-40 - 75 °C
-40-90 °C

5-95%

148 mm
134 mm
25 mm

650 g

Taip

Taip
308 mm
176 mm
92 mm

930 ¢

CE, FCC, RoHS

335 mm
363 mm
475 mm
85176990

10 vnt

30,00cm x 17,00cm x 9,00cm

0,99kg
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https://objects.icecat.biz/objects/mmo_36615082_1655392769_9578_30013.pdf
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Gamintojo ir saugos informacija

ATSAKINGAS ASMUO ES PLATINTOJAS
MB KOMPIUTERIY GURU
V. Nageviciaus g. 3, LT-08237 Vilnius

GAMINTOJAS
StarTech.com Ltd. StarTech.com Limited

Artisans Crescent 45, N5V 5E9 Ontario, London, Laarderhoogtweg 25, 1101 EB Amsterdam, NL

CA startech.com info@shopro.lt

startech.com
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https://www.startech.com/en-us/contact

