
Sony α 6100 MILC 24.2 MP CMOS 6000 x 40000 pixels Black
Gamintojas: SONY  ·  Modelis: ILCE6100AKB.CEC  ·  EAN: 4548736166349  ·  Prekės kodas: 346736

843,90 €
Kaina su PVM

Be PVM: 697,44 €

Neturime

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

MILC 24.2 MP CMOS Touchscreen Black✓

ISO sensitivity (min): 100 ISO sensitivity (max): 32000 Fastest
camera shutter speed: 1/4000 s Slowest camera shutter speed: 30 s
± 5EV (1/2EV; 1/3EV step)

✓

Video recording 3840 x 2160 pixels 4K Ultra HD✓

Built-in microphone Voice recording Micro-USB HDMI Bluetooth Wi-Fi
Near Field Communication (NFC)

✓

Aprašymas

With incredible AF speed, impressive subject tracking, high-resolution 4K movie recording and other high-level features, the α6100 takes care of the
details so you can concentrate on creative still photography and dynamic movie-making.

Capture your world, share your vision

Capture special moments and portraits to remember and share. Thanks to stunning image quality and speed based on technology developed for our
full-frame models, you can leave the hard work to the camera. The α6100 ensures you'll never miss an instant.

Real-time Tracking
Follow your subject with reliable precision
Keeping active subjects in constant, steady focus is absolutely vital to capturing every important moment, whether you're covering a sporting event
or documenting everyday life. Sony's sophisticated AI-based subject-tracking algorithms won't let you down, processing massive volumes of spatial
data at high speed and in real time.

Real-time Eye AF for human

Real-time Eye AF provides continuous eye tracking when shooting portraits in motion. You can prioritise either the left or the right eye, and it works
even when the face is partially hidden, backlit or facing downwards.
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Real-time Eye AF for animal

Sony's innovative eye-detection algorithms have been adapted to animal as well as human, to give you sharply focused pet portraits and beautiful
wildlife shots.

Autofocus you can rely on
Wide AF area, super-fast acquisition speed and persistent tracking
The camera's wide AF coverage is based on dense arrays of 425 phase-detection points and 425 contrast-detection points, for greatly increased
detection accuracy. Fast performance from the latest-generation processing engine helps achieve a remarkable 0.02-second AF acquisition speed,
while advanced algorithms work to predict your subject's future location.

Fast continuous shooting at up to 11 frames per second, with AF/AE

Impressively speedy internal processing and the high-capacity buffer memory mean you can fire off continuous shots at up to 11fps with after-view
or 8fps for real-time preview, with minimal display lag. You can take around 77 shots in JPEG (Standard) format in one continuous burst.

Silent continuous shooting at up to 8fps

Silent shooting is helpful in situations where noise would be distracting, such as at live performances or when taking animal portraits. The α6100 can
shoot continuously without shutter noise at up to 8fps with AF/AE tracking, even in AF-C mode, and with Real-time Eye AF or with Real-time Tracking.

Superior image resolution and natural-looking textures

The APS-C sensor uses copper wiring for better conductivity and enhanced circuit processing to help optimise light-collection efficiency. In
conjunction with the latest-generation image processing engine, this enables better image resolution and natural-looking textures.

Cleaner images in dimly lit settings

Improved noise suppression produces cleaner images in dark settings where high-sensitivity shooting is required. The native ISO sensitivity reaches
a maximum ISO 32000, with expanded ISO sensitivity up to ISO 51200 for stills. Noise reduction is particularly effective in the frequently used
medium-to-high sensitivity range.

Lifelike skin tones

The skin tone feature inherited from our latest, highly acclaimed full-frame cameras captures the natural beauty of human skin tones, helping you
take portraits that look their best.

Realistic colour reproduction

Natural-looking images with improved colour reproduction better match what you see in real life, with more vibrant colours of flowers and similar
objects as well as suppression of jaggies and false colours.

Fast Hybrid AF for movies
Phase-detection AF and contrast-detection AF working together

Fast Hybrid AF brings high speed, accuracy and tracking performance to meet the stringent autofocus demands of 4K movies. More
effective use of the focal plane phase-detection system enables more stable AF, while the contrast-detection AF system contributes to overall
accuracy. Smooth, steady focus is maintained even when an object crosses in front of your subject.

High-resolution 4K movie recording

Full pixel readout, with no pixel binning, processes approximately 2.4 times as much information as is required for 4K (QFHD: 3840 x 2160)
recording8, to produce movies with extraordinary detail, depth and realism.
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Touch tracking for movies

The camera's Touch Tracking feature provides smooth, continuous focus tracking of your subject, and it can be activated with a simple touch of the
display screen.

Expand your movie-making options

The camera can directly record movies in slow motion (up to 5x) and quick motion (up to 60x), without the need for PC post-processing.

External mic input for high-quality audio

The α6100 is equipped with an external microphone jack, giving you greater options for audio, to suit serious movie shooting and high-quality
vlogging.

Self-framing made easy

It's easy to frame yourself for vlog recording and selfie shots thanks to the camera's LCD monitor, which tilts upward through a full 180 degrees.

Flexible low-angle shooting

The monitor tilts upward by 180° and downward by 74°, letting you more easily frame up your subject when shooting from low or high angles.

Convenient Touch Tracking and Touch Focus features

Once you have set Touch Tracking in the menu you can select your subject simply by touching the monitor. Whether you're taking stills or movies,
the camera will begin auto-tracking. The Touch Focus feature is also simple to use – just touch the appropriate point on the monitor to set the focus.

Customisable controls for your convenience

You can set up your α6100 for maximum convenience by assigning up to eight of its keys and controls to any of 89 different shooting and playback
operations.

My Menu feature for quick access

The camera's My Menu feature lets you register up to 30 different menu items for quick access to operations that you use often.

User-interface customisation

The custom settings screen illustrates the position of camera control keys and buttons, so you can confirm function assignments at a glance. Also,
you can view function menu options while you're customising the function menu, for easier setup.

Imaging EdgeTM desktop applications

Elevate your photography with the Imaging Edge desktop applications. Use "Remote" to control and monitor live shooting from your PC; "Viewer" to
quickly preview, rate, and select photos from large image libraries; and "Edit" to develop RAW data into high-quality photos for delivery. Get the best
from Sony RAW files, and manage your productions more efficiently.

Imaging Edge™ Webcam

The Imaging Edge Webcam application makes it easy to use your Sony camera as a high-quality webcam, with wide compatibility, for impressive live
streaming and conferencing.
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Techninė specifikacija

Picture quality

Camera type MILC

Megapixel (approx.) 24.2 MP

Sensor type CMOS

Maximum image resolution 6000 x 40000 pixels

Still image resolution(s) L: 6000 x 4000 (24M), M: 4240 x 2832 (12M), S: 3008 x 2000 (6.0M) L: 6000 x 3376
(20M), M: 4240 x 2400 (10M), S: 3008 x 1688 (5.1M) L: 4000 x 4000 (16M), M: 2832 x
2832 (8.0M), S: 2000 x 2000 (4.0M)

Image formats supported JPEG, Raw

Supported aspect ratios 1:1, 3:2, 16:9

Total megapixels 25 MP

Image sensor size (W x H) 23.5 x 15.6 mm

Lens system

Lens mount interface E mount

Focusing

Focus adjustment Auto/Manual

Auto focusing (AF) modes Centre weighted Auto Focus, Multi Point Auto Focus, Spot Auto Focus

Exposure

ISO sensitivity (min) 100

ISO sensitivity (max) 32000

Light exposure modes Aperture priority AE, Auto, Manual, Shutter priority AE

Light exposure correction ± 5EV (1/2EV; 1/3EV step)

Light metering Centre-weighted, Evaluative (Multi-pattern), Matrix, Partial, Spot

ISO sensitivity 100, 32000

Light exposure control Program AE

Shutter

Fastest camera shutter speed 1/4000 s

Slowest camera shutter speed 30 s

Camera shutter type Electronic

Flash

Flash modes Auto, Flash off, Flash on, High-speed synchronization, Red-eye reduction, Slow
synchronization

Flash recharging time 4 s

Flash exposure compensation Yes
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Flash exposure correction ±3EV (1/2; 1/3 EV step)

Video

Video recording Yes

Maximum video resolution 3840 x 2160 pixels

HD type 4K Ultra HD

Motion JPEG frame rate 30 fps

Resolution at capture speed 1920x1080@24fps, 1920x1080@30fps, 1920x1080@60fps, 3840x2160@24fps,
3840x2160@30fps

Analog signal format system NTSC, PAL

Video formats supported AVC, AVCHD, H.264, MPEG4, XAVC S

Audio

Built-in microphone Yes

Voice recording Yes

Audio system stereo

Memory

Compatible memory cards MS Micro (M2), MS PRO Duo, MS Pro-HG Duo, SD, SDHC, SDXC

Display

Display TFT

Touchscreen Yes

Display diagonal 7.62 cm (3")

Display diagonal (metric) 7.5 cm

Viewfinder

Viewfinder type Electronic

Viewfinder screen size 0.39"

Ports & interfaces

HDMI Yes

USB connector Micro-USB

HDMI connector type Micro

Microphone in Yes

Headphone connectivity 3.5 mm

Network

Bluetooth Yes

Wi-Fi Yes

Near Field Communication (NFC) Yes
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Bluetooth version 4.1

Wi-Fi standards 802.11b, 802.11g, Wi-Fi 4 (802.11n)

Camera

White balance Auto, Cloudy, Daylight, Fluorescent, Incandescent, Manual, Shade, Underwater

Scene modes Night, Portrait, Sports, Twilight

Shooting modes Aperture priority, Auto, Manual, Program

Photo effects Black&White, Neutral, Sepia

Self-timer delay 2,5,10 s

Contrast adjustment Yes

Brightness adjustment Yes

Saturation adjustment Yes

Dioptre correction Yes

Diopter adjustment (D-D) -4 - 3

Histogram Yes

Design

Product colour Black

Battery

Battery life (CIPA standard) 420 shots

Power

USB Type-C charging port No

USB Power Delivery (USB PD) No

Weight & dimensions

Width 120 mm

Depth 59.4 mm

Height 66.9 mm

Packaging content

AC adapter included No

Shoulder strap Yes

Cables included USB

Batteries included Yes

Lens cap included Yes

Matmenys ir svoris

Matmenys (I × P × A) 16,00cm × 14,00cm × 11,00cm

Svoris 0,99kg
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