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Cudy WR3000
wireless router
Gigabit Ethernet
Dual-band (2.4
GHz 5 GHz)
Black

Modelis: WR3000

Gamintojas: CUDY
EAN: 6971690792831
Prekés kodas: 363340

46.98€

Reset button: Yes | Package depth: 230 mm | Security algorithms: WPA | MIMO: Yes | Storage
temperature (T-T): -40 - 70 °C | Wi-Fi standards: 802.11g | Wi-Fi standards: 802.11a | Wi-Fi
standards: Wi-Fi 6 (802.11ax) | Weight: 295 g | Package width: 240 mm | AC adapter included: Yes |
Wi-Fi standards: Wi-Fi 5 (802.11ac) | Product colour: Black | Quick installation guide: Yes | Bluetooth:
No | Wi-Fi standards: Wi-Fi 4 (802.11n) | Operating temperature (T-T): O - 40 °C | Power consumption
(typical): 4.2 W | DC-in jack: Yes | Windows operating systems supported: Windows 8 | Windows
operating systems supported: Windows 8.1 | Windows operating systems supported: Windows Vista |
Windows operating systems supported: Windows 98SE | Windows operating systems supported:
Windows NT | Package weight: 614 g | Cables included: LAN (RJ-45) | LED indicators: LAN, Power,
Status, WPS | Top Wi-Fi standard: Wi-Fi 6 (802.11ax) | Windows operating systems supported:
o L o Syt Sppoted: Windows XP L FEhemet WAN. Yes | indows
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operating systems supported: Windows 10 | WLAN data transfer rate (max): 2402 Mbit/s | Power
source type: DC | DHCP client: Yes | Operating relative humidity (H-H): 10 - 90% | Ethernet LAN (RJ-
45) ports: 3 | Ethernet LAN data rates: 100 Mbit/s | Wi-Fi standards: 802.11b | Security algorithms:
WPA?2 | Ethernet LAN data rates: 1000 | Mac operating systems supported: MacOS | Web-based
management: Yes | MAC address filtering: Yes | Windows operating systems supported: Windows
2000 | Mac compatibility: Yes | Storage relative humidity (H-H): 5 - 95% | Security algorithms: WPA3 |
Package type: Box | Ethernet LAN data rates: 10 | Antenna direction type: Omni-directional | Package
height: 60 mm | Ethernet LAN: Yes | SIM card slot: No | Depth: 109 mm | IP address filtering: Yes |
Port triggering: Yes | Port forwarding: Yes | Guest access: Yes | Wi-Fi band: Dual-band (2.4 GHz / 5
GHz) | URL filtering: Yes | Firewall: Yes | WLAN data transfer rate (first band): 574 Mbit/s | System
event log: Yes | WAN connection type: RJ-45 | External power adapter: Yes | Product type: Tabletop
router | Number of products included: 1 pc(s) | DSL WAN: No | Output current: 1 A | DMZ support: Yes
| WLAN data transfer rate (second band): 2402 Mbit/s | Height: 35 mm | Parental control: Yes |
Antenna included: Yes | Antennas quantity: 4 | Output voltage: 12 V | Ethernet LAN interface type:
Gigabit Ethernet | Dynamic DNS (DDNS): Yes | 3G/4G USB modem compatibility: No | Wi-Fi
Multimedia (WMM)/(WME): Yes | Width: 183.3 mm | IGMP snooping: Yes | WPS push button: Yes |
Warnings: Do not expose the device to extreme temperatures. | MU-MIMO technology: Yes | Number
of guest networks (5 GHz): 1 | Warnings: Do not expose the device to water or moisture. | Antenna
design: External | Number of guest networks (2.4 GHz): 1 | Bandwidth control: Yes | Warnings: Do not

dismantle the unit yourself, there is a risk of electric shock. | PPPOE/PPTP/L2TP pass-through: Yes
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