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Modelis: Tapo D235
Gamintojas: TP-LINK
EAN: 4895252501254
Prekės kodas: 365532

131.99€

TP-Link Tapo
Smart Battery
Video Doorbell

Certification: CE, RoHS, RCM,R-NZ,FCC, EAC, Triman, UKCA | Packaging content: Tapo Video Doorbell
× 1Tapo Chime × 1Mounting Template × 1Mounting Bracket × 1Vertical Mounting Wedge×
1Horizontal Mounting Wedge × 1USB Adapter Cable × 1Jumper for Existing Chime × 1Extension
Wires × 2Mounting Screws and Anchors × 3Hardwire Installation Screws × 2Doorbell Detaching Pin
× 1Mounting Wedge Screws × 53M Adhesive × 1Foam Pad × 1Wire Nuts × 2Quick Start Guide |
International Protection (IP) code: IP66 | Width: 73 mm | Wi-Fi standards: 802.11b | Operating
temperature (T-T): -20 - 45 °C | Networking standards: IEEE 802.11g | Networking standards: IEEE
802.11n | Bell width: 15 cm | Product colour: White | Storage temperature (T-T): -40 - 60 °C |
Mounting type: Wall | Frequency: 2400 MHz | Built-in camera: Yes | Image sensor size: 1/2.7" |
Product colour: Black | Depth: 48 mm | Wi-Fi standards: 802.11g | LED type: IR | Networking
standards: IEEE 802.11b | Mobile operating systems supported: Android 8.0 | Rechargeable battery:
Yes | Bell height: 5 cm | Mobile operating systems supported: Android 7.0 | Mobile operating systems
supported: Android 12.0 | Diagonal field of view: 170.6° | Easy to install: Yes | Sensor type: CMOS |
Wi-Fi standards: Wi-Fi 4 (802.11n) | Mobile operating systems supported: Android 6.0 | Mobile
operating systems supported: Android 9.0 | Mobile operating systems supported: Android 11.0 |

Pateikta prekės informacija yra orientacinio pobūdžio. Techninės savybės, nuotraukos, aprašymai ir kaina gali keistis be
išankstinio perspėjimo. Gamintojas ir pardavėjas neatsako už galimus duomenų neatitikimus ar tipografines klaidas. Prieš
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Mobile operating systems supported: Android 10.0 | Supported network protocols: TCP/IP, DHCP,
ICMP, DNS, NTP, HTTPS, TCP, UDP | Maximum frame rate: 15 fps | Mobile operating systems
supported: iOS 16 | Input voltage: 100 - 240 V | Mobile operating systems supported: Android 5.0 |
Wi-Fi: Yes | Night-light: Yes | Mobile operating systems supported: iOS 12 | AC input frequency: 50 -
60 Hz | Battery type: Lithium-Ion (Li-Ion) | Operating relative humidity (H-H): 10 - 90% | Security
algorithms: WPA | Reset button: Yes | Megapixel (approx.): 5 MP | Maximum video resolution: 2560 x
1920 pixels | Battery capacity: 10000 mAh | Fixed focal length: 1.18 mm | Night vision distance: 10
m | Night vision: Yes | Detection angle: 130° | Height: 54.6 mm | Bell depth: 3.84 cm | Mobile
operating systems supported: iOS 14 | Security algorithms: WPA2-PSK | Mobile operating systems
supported: iOS 13 | Mobile operating systems supported: iOS 15 | Mobile operating systems
supported: Android 13.0 | Maximum aperture number: 1.8 | Storage relative humidity (H-H): 0 - 90%
| Power source type: Battery, DC | Motion detection supported: Yes | Connectivity technology:
Wireless | Human detection: Yes | Warnings: Do not expose to moisture or extreme temperatures as
this may damage the unit. | Warnings: The product contains electronic parts which may be
hazardous if dismantled. | Warnings: Electrical equipment can be a source of electric shock. Do not
open the housing without disconnecting the power supply. | Built-in spotlight: Yes | Package
detection: Yes
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įsigyjant rekomenduojame pasitikrinti aktualią informaciją.
www.shopro.lt | info@shopro.lt | +370 693 39903


