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Samsung PM9A3 960 GB U.2 PCI Express 4.0

Gamintojas: SAMSUNG - Modelis: MZQL2960HCJR-00A07 - EAN: 4251538817066 - Prekes kodas: 451856

775,90 €

Kaina su PVM

Be PVM: 641,24 €

Neturime

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Pagrindinés savybés

v 960 GB U.2 PCI Express 4.0 v Rasymo laikas: 4000 MB/s 180000 IOPS
v Skaitymo laikas: 6800 MB/s 1000000 IOPS v Taikoma: Serveriui / darbo stociai
Aprasymas

Top solution for diverse applications

PM9A3 offers tremendous performance for Read-Intensive data centers by applying PCle Gen 4, achieving 1000K IOPS in Random Read and 6800
MB/s in sequential read speed. Using impressively low power in small form factors (E1.S, U.2, M.2), PM9A3 delivers an efficient SSD solution for

mixed data workloads.

Gen4 Speed for Powerful Data Centers

The new generation of performance. Gen4 SSD reaches soaring speeds and handles extreme traffic for smooth data center operations.

The New Height of Dynamic Speed

Rely on random write speeds of up to 190,000 IOPS and sequential read speeds up to 6,950 MB/s for unparalleled data center performance.

Hardware Automation Enabled

Instant data processing eliminates overheads for more efficient operations

Various Form Factors
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Engineered to suit a range of data centers. The PM9A3 is available in E1.S, U.2, and M.2 form factors.

Choose the high-performance model that fits.

Samsung PM9A3 - The Power Behind High Performing Data Centers

The beating heart of any data center are the storage systems that deliver consistent I/0 performance. We need them to deliver round the clock
great and reliable performance to the tenant virtual machines and containers. Solid-state drives (SSD) are the preferred technology for high

performance in cloud applications, of course, but not just any solution will do.

Samsung is now unleashing next generation data center performance with its PM9A3 NVMe PCle SSD. A specialist data center product, this cutting-
edge solution offers up to 190,000 IOPS random write time and 6950 MB/S sequential read, as well as up to 50% faster restart times compared to its
predecessor. It's also available in a range of form factors, including M.2, U.2 and E1.S. Providing significant improvements for those needing high

end storage, there’s plenty to attract growing data centers that want to create value.

Enterprise functionality

Data center architects strive to deliver reliable computing and storage resources, but enterprise budgets are not limitless, so they must deliver
performance at the lowest total cost. Over-index in either direction and the solution becomes less compelling. Samsung has found the sweet spot.
Already a leader in delivering NVMe SSDs, the company is well-versed in providing performance in public cloud applications. Compared to SATA
SSDs, top-performing NVMe SSDs can provide more than ten times the read performance and lower latency, while still providing the cost benefits of

SATA and low-power consumption per |OP.

With the Samsung PM9A3 specifically, users benefit from a combination of high performance and enterprise functionality built especially for data
centers. It takes advantage of PCle Gen 4, which unlocks new levels of speed. Samsung is one of the first movers with Gen 4 technology, launching
innovative PCle Gen4-supporting SSD, the PM1733. With the PM9A3, the company is now taking the lead in the data center space by creating a

solution that offers performance where it’s needed most.

Samsung’s PM9A3 is quick and efficient. It breaks through the bottlenecks experienced by SSDs that support PCle Gen 3, delivering random read
times that are almost twice as fast and a sequential read speed more than twice as fast as its predecessor. The solution races through the I/O

workload while offering stability and high-end enterprise security.

Agile and effective

The PM9A3 is as versatile as it is powerful. Samsung understands that not all server deployments are created equal and has designed the PM9A3
accordingly. Available in various form factors to suit multiple system types, all are built using the same Samsung SSD controllers and V-NAND for

high availability and simplified SSD qualification. And when using 8TB, it can apply a high capacity 256TB configuration in a 1U server.

With the development of the PM9A3, Samsung has proven that it is possible to provide specialist data center SSDs that are both power efficient and
cost effective, even when it comes to large-scale deployments. High-end enterprise NVMe SSD is now available for everyone, with features to match
- and it's not just for those with the deepest pockets. The PM9A3 is faster, performs better and offers security that gives peace of mind. Welcome to

the new and improved data center.

Techniné specifikacija

Savybés

SSD disko talpa 960 GB

SSD formos koeficientas u.2

Sasaja PCI Express 4.0

NVMe Ne

Taikoma Serveriui / darbo stociai
Skaitymo laikas 6800 MB/s

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Rasymo laikas 4000 MB/s
Atsitiktinis skaitymas (4 KB) 1000000 I0PS
Atsitiktinis raSymas (4 KB) 180000 IOPS

Logistikos duomenys

Darniosios sistemos (DS) kodas 84717070

Matmenys ir svoris

Svoris 0,07kg

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903



