-

PREKES KORTELE
S[llﬂ@@ MB Kompiuteriy guru - Sugeneruota 2026-10-18 03:01

StarTech.com PEXUSB3S7 sasajos ploksté / adapteris Vidinis
SATA, USB 3.2 Gen 1 (3.1 Gen 1)

Gamintojas: STARTECH - Modelis: PEXUSB3S7 - EAN: 065030860345 - Prekes kodas: 456089

87,89 €

Kaina su PVM

Be PVM: 72,64 €

Sandélyje

Prekeé internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v Vidinis v 5 Gbit/s
v Priimancioji sasaja: PCle v Zalia, Metalinis

v |3vesties sgsaja: SATA, USB 3.2 Gen 1 (3.1 Gen 1)

Aprasymas

Get the scalability you need by adding 7 USB 3.0 (USB 3.2 Gen 1) ports with SATA power to your computer

Handle your workload more efficiently. This USB 3.2 Gen 1 card expands your computer’s capabilities by giving you seven extra USB 3.2 Gen 1

ports. It's engineered with an innovative stacked port layout to fit easily into both low-profile and standard desktop computers.
Greater port count. Greater scalability.

More ports means you can add USB devices as you need them. This robust USB 3.2 Gen 1 card gives you seven USB 3.2 Gen 1 ports - six external
and one internal - so you can plug in your tablets, smartphones, external hard drives, CD/DVD drives, printer and other devices at the same time.
With so many extra ports, you can leave your devices plugged in, so they’'re ready to use when you need them. It's also economical - by being able

to connect so many devices, you save the cost of extra hubs or cards.

The internal USB 3.2 Gen 1 port lets you connect a USB device inside your computer for added convenience and security.

Unique dual-profile design

This versatile USB 3.2 Gen 1 card features a dual-profile design with a stacked port layout. The innovative port configuration allows a high number of
external ports in a compact design, allowing it to fit both low-profile and full desktop computer systems. A bracket is included for installation into

low-profile computers.

Pateikta prekeés informacija yra orientacinio pobudzio. Techninés savybes, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 1
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija
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Easy driver installation

You'll be up and running in no time. The card automatically installs in Windows® 8.1 or later, with native operating system support. It’s also

backward compatible with USB 2.0 and 1.x devices to help you get the most out of your existing peripherals.

Effective USB 3.2 Gen 1 performance enhanced by UASP

This high-performance SuperSpeed USB 3.2 Gen 1 card supports data transfer rates up to 5 Gbps and is enhanced with UASP support, which can

perform ~70% faster read speed and 40% faster write speed over traditional USB 3.2 Gen 1, when paired with a UASP-enabled enclosure.

The rugged build quality of the card delivers long-lasting performance, and gives you peace of mind when connecting multiple devices. The

PEXUSB3S7 is backed by a StarTech.com 2-year warranty and free lifetime technical support.

Note: UASP (USB Attached SCSI Protocol) is supported in Windows 8.1 or later, and Linux kernel 2.6.37 or later. Test results were obtained using an
Intel® Ivy Bridge system, StarTech.com add-on USB 3.2 Gen 1 cards, a UASP-enabled StarTech.com enclosure, and a SATA Il solid state drive.

Techniné specifikacija

RySys

Priimancioji sasaja PCle

ISvesties sgsaja SATA, USB 3.2 Gen 1 (3.1 Gen 1)
ISplétimo kortelés formos faktorius Viso aukscio / zemo profilio

USB 3.2 (3.1 1 kart.) A tipo prievady skaicius 6

Vidiniy SATA prievady skaicius 1

Vidiniy USB 3.2 Gen 1 (3.1 Gen 1) prievady skaicius 1

Konstrukcija

Vidinis Taip

Produkto spalva Zalia, Metalinis

Didziausias laido ilgis 3m

Vidutinis laikas tarp trikciy (MTBF) 1920042 h

Sertifikavimas CE, FCC, TAA

Savybés

Lusty rinkinys Renesas/NEC - upD720201, uPD720210
Duomeny perdavimo sparta (maks.) 5 Gbit/s

UASP palaikymas Taip

Aplinkos salygos

Darbo temperaturos diapazonas (TT) 5-50°C
Sandéliavimo temperatiros norma (T-T) -25-70 °C
Darbo santykinés drégmeés diapazonas 20 - 80%

Sistemos reikalavimai

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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Palaikomos ,Windows*“ operacinés sistemos Windows 10 Education, Windows 10 Education x64, Windows 10 Enterprise, Windows
10 Enterprise x64, Windows 10 Home, Windows 10 Home x64, Windows 10 IOT Core,
Windows 10 Pro, Windows 10 Pro x64, Windows 7, Windows 7 Enterprise, Windows 7
Enterprise x64, Windows 7 Home Basic, Windows 7 Home Basic x64, Windows 7 Home
Premium, Windows 7 Home Premium x64, Windows 7 Professional, Windows 7
Professional x64, Windows 7 Starter, Windows 7 Starter x64, Windows 7 Ultimate,
Windows 7 Ultimate x64, Windows 7 x64, Windows 8, Windows 8 Enterprise, Windows 8
Enterprise x64, Windows 8 Pro, Windows 8 Pro x64, Windows 8 x64, Windows 8.1,
Windows 8.1 Enterprise, Windows 8.1 Enterprise x64, Windows 8.1 Pro, Windows 8.1
Pro x64, Windows 8.1 x64, Windows Vista Business, Windows Vista Business x64,
Windows Vista Enterprise, Windows Vista Enterprise x64, Windows Vista Home Basic,
Windows Vista Home Basic x64, Windows Vista Home Premium, Windows Vista Home
Premium x64, Windows Vista Ultimate, Windows Vista Ultimate x64, Windows Vista
x64, Windows XP, Windows XP Home, Windows XP Home x64, Windows XP Professional,
Windows XP Professional x64

Palaikoma operaciné sistema ,Linux* Taip

Palaikomos serverio valdymo sistemos Windows Server 2008 R2, Windows Server 2012, Windows Server 2012 R2, Windows
Server 2016, Windows Server 2019

Techniné informacija

Atitikties sertifikatai RoHS

Svoris ir matmenys

Plotis 15 mm
llgis 105 mm
Aukstis 120 mm
Svoris 729

Pakuotés duomenys

Pridéti montavimo kronsteinai Taip
Tvarkyklés jskaitytos Taip
Instrukcija Taip
Pakuoteés plotis 144 mm
Pakuotes gylis 174 mm
Pakuotés aukstis 32 mm
Paketo svoris 150 g

Logistikos duomenys

Darniosios sistemos (DS) kodas 84733020
Gaminiy skaicius pagrindinéje (iSorinéje) dézéje 60 vnt
Pagrindinés (iSorinés) dézés plotis 378 mm
Pagrindinés (iSorinés) dézés ilgis 496 mm
Pagrindinés (iSorinés) dézeés aukstis 322 mm
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