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Canon EOS 2000D + EF-S 18-55mm f/3.5-5.6 11l SLR Camera Kit
24.1 MP CMOS 6000 x 4000 pixels Black

Gamintojas: CANON - Modelis: 2728C002 - EAN: 4549292111842 - Prekes kodas: 46525

436,89 €

Kaina su PVM

Be PVM: 361,07 €

Sandélyje

Prekeé internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v SLR Camera Kit 24.1 MP CMOS Black v Built-in microphone PictBridge HDMI Wi-Fi Near Field

v 1S0 sensitivity (min): 100 ISO sensitivity (max): 6400 Fastest Communication (NFC)

camera shutter speed: 1/4000 s Slowest camera shutter speed: 30 s v Lithium-lon (Li-lon)
+ 5EV (1/2EV; 1/3EV step)

v Video recording 1920 x 1080 pixels Full HD

Aprasymas

Warranty: 12 | Gross weight: 1.42 | Net weight: 0.633 | Display diagonal: 3.0 | Memory slots: SD card, SDHC card or SDXC card | Colour of product:
Black | Display: TFT LCD | Scene modes: Scene Intelligent Auto, No Flash, Creative Auto, Portrait, Landscape, Close-up, Sports, Food, Night Portrait,
Movie, Program AE , Shutter priority AE, Aperture priority AE, Manual | Battery technology: LP-E10 | USB version: Hi-Speed USB only | Lens mount
interface: Canon EF/EF-S | Sensor type: APS-C | ISO sensitivity (max): 12800 | White balance: AWB (Ambience priority, White priority), Daylight,
Shade, Cloudy, Tungsten, White Fluorescent light, Flash, Custom (Approx. 2000 K - 10000 K). White balance compensation: Blue/Amber +/-9
Magenta/ Green +/-9. | Battery type: Rechargeable Li-ion | Camera type: SLR Camera Kit | HDMI: HDMI mini (Type-C) output | Producer product
name: 2000D 18-55 Il EU26 | Producer product family: EOS | Maximum video resolution: 1920 x 1080 | Video resolutions: 1920 x 1080, 1280 x 720,
640 x 480 | Self-timer: 2, 10 | Megapixel: 24.1 | Built-in processor: Yes | Wi-Fi: Yes | Video recording: Yes | Full HD: Yes | Viewfinder: Yes | Near Field
Communication (NFC): Yes | Width: 10.13 | Height: 12.90 | Depth: 7.76 | Focal length range (f-f): 18-55 | Filter size: 5.8 | WEEE tax: Yes | Packing
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quantity: 1.00 | Volume (m3): 0.0051513 | Tare weight (kg): 0.787 | Tl weight (kg): 0.17 | WEE classification: CL109:5:2017-04-01 | Composition of
battery: CL127:KT:2016-12-09 | Classification of battery: CL126:NE:2016-12-09 | Type of battery: Accumulator | Gross depth (mm): 223 | Gross width
(mm): 165 | Gross height (mm): 140 | Plastic (No PET): 19.00 | Paper/Pasteboard: 768 | Embeeded battery: Yes | Palette Qty: 335 | Producer: Canon

Techniné specifikacija

Specifications

Sandélio grupé Photo, Video > Photo cameras > DSLR [+3][-1]

Picture quality

Camera type SLR Camera Kit

Megapixel (approx.) 24.1 MP

Sensor type CMOS

Maximum image resolution 6000 x 4000 pixels

Still image resolution(s) JPEG 3:2: (L) 6000 x 4000, (M) 3984 x 2656, (S1) 2976 x 1984, (S2) 1920 x 1280, (S3)

720 x 480 JPEG 4:3: (L) 5328 x 4000, (M) 3552 x 2664, (S1) 2656 x 1992, (52) 1696 x
1280, (S3) 640 x 480 JPEG 16:9: (L) 6000 x 3368, (M) 3984 x 2240, (S1) 2976 x 1680
(52) 1920 x 1080, (S3) 720 x 408 JPEG 1:1: (L) 4000 x 4000, (M) 2656 x 2656, (S1)
1984 x 1984, (S2) 1280 x 1280, (S3) 480 x 480 RAW: (RAW) 6000 x 4000

Image stabilizer No

Image formats supported JPEG

Total megapixels 24.7 MP

Sensor format Advanced Photo System type-C (APS-C)

Lens system

Focal length range 18 - 55 mm
Minimum aperture number 3.5
Maximum aperture number 36

Lens structure (elements/groups) 11/9

Lens type Standard zoom
Filter size 58 mm
Number of diaphragm blades 6

Lens mount interface Canon EF-S
Focusing

Focus adjustment Auto/Manual
Closest focusing distance 0.25m
Exposure

ISO sensitivity (min) 100

ISO sensitivity (max) 6400

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
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Light exposure modes
Light exposure correction
ISO sensitivity

Light exposure control

Auto Exposure (AE) lock

Shutter
Fastest camera shutter speed
Slowest camera shutter speed

Camera shutter type

Flash

Flash modes

Flash exposure lock

Flash guide number

Flash recharging time
Flash sync-speed

Flash exposure compensation
Flash exposure correction
Shoe mounting point
Shoe mounting point type
Video

Video recording

Maximum video resolution
HD type

Video resolutions

Resolution at capture speed

Video formats supported
Audio

Built-in microphone

Audio formats supported
Memory

Compatible memory cards
Memory slots

Display

Display

Auto, Manual

+ 5EV (1/2EV; 1/3EV step)
100, 6400, Auto

Program AE

Yes

1/4000 s
30s

Electronic

Auto, Flash off, Flash on, Manual, Red-eye reduction, Second curtain synchro

Yes

9.2m

2s

1/200 s

Yes

+2EV (1/2, 1/3 EV step)
Yes

Hot shoe

Yes
1920 x 1080 pixels
Full HD

640 x 480,1280 x 720,1920 x 1080

640x480@25fps, 640x480@30fps, 1280x720@50fps, 1280x720@60fps,
1920x1080@24fps, 1920x1080@25fps, 1920x1080@30fps

H.264, MOV

Yes

PCM

SD, SDHC, SDXC

TFT

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3
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Display diagonal 7.62 cm (3")
Display diagonal (metric) 7.5cm
Display resolution (numeric) 920000 pixels
Viewfinder

Viewfinder type Optical
Magnification 0.8x

Ports & interfaces

PictBridge Yes

USB version 2

HDMI Yes

HDMI connector type Mini

USB port Yes

Network

Bluetooth No

Wi-Fi Yes

Near Field Communication (NFC) Yes

Wi-Fi standards 802.11b, 802.11g, Wi-Fi 4 (802.11n)

Camera

White balance Auto, Cloudy, Custom modes, Daylight, Flash, Fluorescent, Shade, Tungsten
Scene modes Close-up (macro), Food, Night, Portrait, Sports, Landscape
Shooting modes Aperture priority, Auto, Manual, Shutter priority
Photo effects Black&White

Self-timer delay 2,10s

Brightness adjustment Yes

Camera playback Movie, Slide show

Dioptre correction Yes

Playback zoom (max) 10x

Histogram Yes

Live view Yes

Orientation sensor Yes

Camera file system DPOF 1.1, Raw

Playback modes Slideshow

Slideshow Yes

Built-in processor Yes

Pateikta prekés informacija yra orientacinio pobldzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardaveéjas neatsako uz Ps|, 4
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Image processor
Windows operating systems supported

Mac operating systems supported

Design

Product colour

Battery

Battery technology

Battery type

Number of batteries supported

Battery level indicator

Operational conditions

Operating temperature (T-T)

Weight & dimensions
Width

Depth

Height

Lens diameter

Lens length

Lens weight
Packaging content
AC adapter included
Other features
Power source type
Technical details
Self-timer
Matmenys ir svoris

Matmenys (I x P x A)

Svoris

DIGIC 4+
Windows 10, Windows 7, Windows 8.1

Yes

Black

Lithium-lon (Li-lon)

LP-E10

Yes

0-40°C

129 mm
77.6 mm
101.3 mm
6.85 cm
7 cm

2009

Yes

Battery

Yes

22,00cm x 17,00cm x 14,00cm

1,42kg
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