
Wireless Router MERCUSYS 1167 Mbps 1 WAN 2x10/100M Number
of antennas 4 AC10
Gamintojas: MERCUSYS  ·  Modelis: AC10  ·  EAN: 6935364088040  ·  Prekės kodas: 554092

18,90 €
Kaina su PVM

Be PVM: 15,62 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Aprašymas

Non-Stop Entertainment with Dual-Band Wi-Fi
Complying with the powerful 802.11ac standard, AC10 delivers blazing-fast Wi-Fi speeds up to 1200 Mbps, which is 3× faster than the speed of the
previous 802.11n standard. Choose the 300 Mbps (2.4 GHz) for internet surfing, email, and social media or 867 Mbps (5 GHz) for bandwidth-
intensive tasks like HD streaming and gaming.

Broader Coverage
Four external 5dBi antennas powered with advanced antenna technology provide users with larger wireless coverage throughout your home or
office. With the combination of Beamforming Technology, the AC10 can detect the location of your connected devices and concentrate wireless
signal strength towards them, making your connection more stable.
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MU-MIMO Technology
With MU-MIMO, AC10 communicates with multiple devices at the same time to allow connected devices to achieve faster speeds than standard AC
routers, increasing overall network throughput.

Easy Installation
With no need for complicated configuration, you can simply follow the step-by-step instructions on the intuitive webpage to set up your AC10 in
minutes.

Ready for Smooth IPTV
IGMP Proxy/Snooping, Bridge, and Tag VLAN technology allow your streaming activities to pass through fast LAN ports, optimizing Hi-Resolution
videos.

High-Speed Wi-Fi – Stream with fast and stable connections, reaching speeds up to 1167 Mbps (300 Mbps on the 2.4 GHz band and 867 Mbps on
the 5 GHz band)
4 High-Gain External Antennas – Receive strong Wi-Fi signals in every corner of your home
Easy Installation – Set up in minutes guided by an intuitive web UI
Active Parental Controls – Protect your family by setting appropriate access policies for responsible, safe internet use
Multi-Mode — Access Point Mode, Range Extender Mode, and Router Mode supported to satisfy all application scenarios
IPTV and IPv6 Supported

Summary: Mercusys AC10. Wi-Fi band: Dual-band (2.4 GHz / 5 GHz), Top Wi-Fi standard: Wi-Fi 5 (802.11ac), WLAN data transfer rate (max): 867
Mbit/s. Ethernet LAN interface type: Fast Ethernet, Ethernet LAN data rates: 10,100 Mbit/s, Networking standards: IEEE 802.11a, IEEE 802.11ac, IEEE
802.11b, IEEE 802.11g, IEEE 802.11n. Security algorithms: WEP, WPA, WPA-PSK, WPA2, WPA2-PSK. Product type: Tabletop router, Product colour:
White. Antenna design: External, Antenna gain level (max): 5 dBi | Vendor Homepage:
https://www.mercusys.com/en/product/details/ac10#specifications | „Wi-Fi“ dažnių juosta: Dviguba juosta (2,4 GHz / 5 GHz) | „Wi-Fi“ standartas: Wi-
Fi 5 (802.11ac) | WLAN duomenų perdavimo sparta (maks.): 867 | Wi-Fi standartai: 802.11a/802.11b/802.11g/Wi-Fi 4 (802.11n)/Wi-Fi 5 (802.11ac) |
WLAN duomenų perdavimo sparta (pirmoji juosta): 300 | WLAN duomenų perdavimo sparta (antroji juosta): 867 | Eterneto WAN: Taip | DSL WAN: Ne
| SIM kortelės anga: Ne | 3G/4G USB modemo suderinamumas: Ne | Ethernet LAN jungtis: Taip | Eterneto LAN sąsajos tipas: Greitas eternetas |
Eterneto LAN duomenų perdavimo norma: 10/100 | Tinklo standartai: IEEE 802.11a/IEEE 802.11ac/IEEE 802.11b/IEEE 802.11g/IEEE 802.11n | 3G: Ne
| 4G: Ne | Ethernet LAN (RJ-45) portų kiekis: 1 | Atstatymo mygtukas: Taip | WPS paspaudžiamasis mygtukas: Taip | MU-MIMO technologija: Taip |
Apsaugos algoritmų palaikymas: WEP/WPA/WPA2/WPA2-PSK/WPA-PSK | Produkto spalva: Balta | Gaminio tipas: Stalinis maršrutizatorius | Antenos
konstrukcija: Išorinis | Antenos stiprinimo lygis (max): 5 | Antenų kiekis: 4 | Maitinimo šaltinio tipas: AC | Išėjimo įtampa: 9 | Išėjimo srovė: 0.85 |
Bruto svoris: 0.412 | Neto svoris: 0.32 | Vienetų skaičius vienoje siuntimo dėžėje: 24 | Vieneto plotis: 6 | Vienetų skaičius ant paletės: 0 | Shipping
Box Height: 39 | Vieneto gylis: 23 | Vieneto aukštis: 16 | Name: WRL ROUTER 1200MBPS 10/100M/2PORT AC10 MERCUSYS | Model name: AC10

Techninė specifikacija

Matmenys ir svoris

Matmenys (I × P × A) 23,00cm × 6,00cm × 16,00cm
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