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Axagon PCEM2-D sgsajos ploksté / adapteris Vidinis M.2, SATA

Gamintojas: AXAGON - Modelis: PCEM2-D - EAN: 8595247903846 - Prekes kodas: 554362

13,90 €

Kaina su PVM

Be PVM: 11,49 €

Neturime

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Pagrindinés savybés

v Vidinis
v Priimancioji sasaja: PCle

v |3vesties sgsaja: M.2, SATA

v Paskirtis: PC
v 8 Gbit/s

v/ Juoda, Auksas

AN

NVMe TRIM palaikymas

Aprasymas

The internal AXAGON PCEM2-D adapter allows to connect as many as two M.2 SSD to a desktop. So, it is an ideal choice for upgrading a desktop that

has no M.2 slot.

The adapter supports the use of both one-sided and double-sided SATA and NVMe (PCI-Express) M.2 SSDs. The reduction does not limit SSD

capacity, and any M.2 cards with a length up to 110 mm can be used. The simultaneous operation of both disks is commonplace.

Thanks to PCI-Express 3.0 4-lane interface compatible with x4, x8 and x16 slots, a speed as high as 8GBps can be achieved. When compared to
standard SATA SSDs, bit rates of NVMe SSDs are many times higher.

The high quality card design, including copper-plated vents, assists in a better dissipation of heat generated during the M.2 SSDs operation.
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Double blue LEDs indicate either power on or data transfer in the M.2 slot. The package also contains a low profile blanking plug for mounting the

adapter into low profile cases.

Input:

* PCl-Express 3.0 interface compatible with PCI-Express 1.0a/1.1/2.0/2.1.

* Number of 4-Lane lines, compatible with x4 / x8 / x16 PCle slots.

* Bandwidth of 4-Lane PCI-Express 3.0 bus of up to 8 GB/s (two-way).

¢ SATA connector to connect the motherboard when a SATA M.2 SSD is used.To achieve the best possible bit rates, the use of a SATA 6G controller is

recommended.

Output:
* NGFF 75-pin M-key slot to install the NVMe (PCI-Express) M.2 SSDs.
* NGFF 75-pin B-key slot to install the SATA (AHCI) M.2 SSDs

Other features:

 Full Plug and Play support.

¢ Support of M.2 disks of any size - 2230, 2242, 2260, 2280, 22110 mm.

* Support of M.2 disks of any capacity.

¢ Simultaneous operation of both disks.

* Support of both one-sided and double-sided M.2 disks.

* A better dissipation of heat from M.2 SSDs thanks to copper-plated vents.

* Support of booting from SSD cards.

* No drivers need to be installed.

* Note: CAUTION! The adapter allows to insert B+M-key disks in both M.2 slots. It is important to check the disk parameters, i.e. to make sure
whether the disk is designed for SATA or NVMe (PCI Express) interface, and to connect it to the right slot. SATA drives are pluged into the B-key slot,
NVMe drives are pluged into the M-key slot.

Power supply:
* The adapter is directly supplied from PCI-Express bus; no external power supply is needed.
* The system of dual power supply ensures a sufficient power for connected M.2 SSDs.

 In addition, the system of redundant power supply reduces the adapter thermal load.

Supported operating systems:

e MS Windows 7 /8 /8.1 /10, Windows Server 2008 R2 / 2012 / 2016 (all 32-bit as well as 64-bit versions of OS Windows are supported), Linux with
kernel 2.6.31 and higher.

* Note: When operating under Windows 7, contact the manufacturer of the M.2 SSD to find whether this OS is supported, especially when NVMe
disks are used.

Package contains:

* PCI-Express adapter with a standard blanking plug,

« low profile blanking plug,

* mounting material and a screwdriver,

« printed installation manual EN/CZ/DE/ESP/FR/HU/IT/PL/RO/RU/SK/BG,

* packed in a cardboard box with clearly indicated parameters.

Techniné specifikacija

Rysys
Priimancioji sasaja PCle
ISvesties sasaja M.2, SATA

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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ISplétimo kortelés formos faktorius
ISplétimo kortelés standartas
NVMe

M.2 (M) angy skaicius

M.2 (B) angy skaicius

Konstrukcija

Vidinis

Produkto spalva
Paskirtis

LED indikatoriai
Lengvas instaliavimas
Kilmés salis
Sertifikavimas
Savybés

Duomeny perdavimo sparta (maks.)
TRIM palaikymas

,Plug and Play” funkcija

Sistemos reikalavimai

Palaikomos ,Windows" operacinés sistemos
Palaikomos MAC operacinés sistemos
Palaikoma operaciné sistema ,Linux”

Palaikomos serverio valdymo sistemos

Techniné informacija
Garantinis laikotarpis

Atitikties sertifikatai

Svoris ir matmenys
Plotis

llgis

Aukstis

Svoris

Pakuotés duomenys
Kiekis pakuoteéje
Instrukcija

Pakuoteés plotis

Viso aukscio / zemo profilio
PCle 4.0

Taip

Taip

Juoda, Auksas
PC

Taip

Taip

Kinija

CE, RoHS

8 Gbit/s
Taip

Taip

Taip
Taip
Taip

Taip

3 metai

RoHS, CE

142 mm
64 mm
12 mm

46 g

1 vnt
Taip

175 mm

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Pakuotes gylis 130 mm
Pakuotés aukstis 30 mm
Paketo svoris 128 g
Pakuotés tipas ,Box“

Matmenys ir svoris

Matmenys (I x P x A) 3,00cm x 13,00cm x 17,00cm

Pateikta prekés informacija yra orientacinio pobldzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardaveéjas neatsako uz Ps|, 4
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903



