
MOUSE USB OPTICAL WRL M3/BLACK M3-A71 KEYCHRON
Gamintojas: KEYCHRON  ·  Modelis: M3-A71  ·  EAN: 4894979036735  ·  Prekės kodas: 556319

44,90 €
Kaina su PVM

Be PVM: 37,11 €

Neturime

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Aprašymas

Keychron M3 Wireless Mouse has the best PixArt 3950, 3395 and 3311 sensor. Provides three options: 8K / 4K / 1K polling rate. It supports 2.4 GHz,
Bluetooth, and a USB wired connection.

Keychron M3
Wireless Optical Mouse
Keychron M3 has all the best features in a lightweight body that supports wireless 2.4 GHz and Bluetooth connection. It is ideal for any scenario,
whether at work, gaming, or even on the go. It offers you the best performance and maximizes your productivity.

The Strongest Mouse Sensor
The most competitive grade mouse sensor chip PixArt 3950 for 8K version, with up to 30,000 DPI, up to 750 IPS, and incomparable gripping
precision. The perfect sensitivity brings smooth and accurate tracking of your hand's actions whether play or work.

8000 Hz Polling Rate Option
The PixArt 3950 supports an ultra-fast 8K Hz polling rate option. Setting the mouse at a 8000 Hz polling rate can result in a high-speed signal
transmittance between the mouse and the connected device. More responsive cursor movements captured with faster trigger response guarantees
unparalleled performance, securing your triumph when it truly counts!

More Customization on The Keychron Launcher
Just click, save, and turn it off, the online Launcher web app allows for easy personalization. You can modify keys, set shortcuts, create dedicated
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macros, or do professional settings for LOD, polling rate, DPI, etc. Besides, it provides 5 on-board memory profiles for your access to different apps
or computers.

Anytime, Anywhere Access
Keychron Launcher is a web page configurator that you can use in the office, school, lab, or government department—anywhere with internet
access. Configure your mouse online anytime without the need to download or install files. No hassle, no trouble.

Compatible with All Platforms
As a web-based tool, Keychron Launcher supports all operating systems. Personalize and program your mouse on Windows, macOS, Linux, and
more. Enjoy unprecedented flexibility with compatibility across Chrome, Edge, and Opera browser.

Always Up to Date
Keychron Launcher is continuously updated, ensuring you always have access to the latest version. There's no need to download updates or wait for
installations.

Stable & Ultra-low Latency Response
2.4 GHz and Bluetooth
With cutting-edge 2.4 GHz frequency wireless connectivity, the M3 gives you extremely low latency and quick response for gaming and the office.
M3 8K also offers a stable 5.3 Bluetooth connection for even more variety in your wireless connectivity.

The Ultimate Ergonomic Design
Ergonomic curved design ensures a comfortable grip for a long time. The grip pattern design on both sides of the grip makes the gripping
experience even better.

Peak Performance For Every Scenario
Precise sensors, extremely low latency wireless connectivity, and high polling rate give you the best performance for both office, gaming or even on
the go.

Lightweight at Only 79g
Lightweight at only 79g, it offers just the right amount of lightness, flexibility, and effortlessness to hold in your hand for extended use.

Switch Polling Rate
Press the Report Rate button to switch among 3 levels of polling rate from 125 Hz to 1000 Hz in the 2.4 GHz / Wired mode.

Two Types of 1K Wireless Receivers
We designed the smallest Type-C 2.4 GHz receiver and a Type-A 2.4 GHz receiver for the mouse. You can pick either of them, plug it in, and play
instantly.

Connectivity for Different Receivers in 2.4 GHz Wireless Mode
- Connect the 2.4 GHz receiver with Type-A port laptops
- Connect the 2.4 GHz receiver with Type-C port laptops
- Connect the 2.4 GHz receiver with desktops via the extension adapter
- Connect the 2.4 GHz receiver with Type-C port laptops

600 mAh Battery
Equipped with a large 600 mAh battery, the M3 offers impressive continuous working times across its versions:
· Up to 140 hours in Bluetooth mode (8K version)
· Up to 135 hours in 1K polling rate mode (4K version)
· Up to 70 hours (1K PixArt 3395 version)
· Up to 95 hours in Bluetooth mode (1K PixArt 3311 version)
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Kailh G Master Micro Switch
Kailh GM 8.0 micro switch deliver clean clicks feeling, and the lifespan is up to 80 million clicks

Adjust Without Software
External DPI & polling rate buttons design, you can adjust DPI & polling rate without software
Summary: Keychron M3. Form factor: Right-hand. Movement detection technology: Optical, Device interface: RF Wireless + USB Type-C, Movement
resolution: 12000 DPI, Buttons type: Pressed buttons, Scroll type: Wheel. Power source: Batteries/Cable. Product colour: Black | Vendor Homepage:
https://www.keychron.com/products/keychron-m3-wireless-mouse?_pos=1&_psq=M3-A71&_ss=e&_v=1.0&variant=42400116408409 | Connectivity
technology: Wired & Wireless | Device interface: RF Wireless + USB Type-C | Purpose: Universal | Movement detection technology: Optical |
Movement resolution: 12000 | Buttons type: Pressed buttons | Scroll type: Wheel | Number of scroll wheels: 1 | Programmable mouse buttons: Yes |
Scrolling directions: Vertical | Button functions: Back/DPI switch/Forward | Buttons durability (million clicks): 80 | Mouse tracking speed: 300 |
Customizable movement resolution: Yes | Adjustable polling rate: Yes | Polling rate: 125,500,1000 | Frequency band: 2.4 | Bluetooth version: 5.2 |
Built-in memory: Yes | Sensor type: PixArt 3311 | Number of polling rate modes: 3 | Form factor: Right-hand | Ergonomic design: Yes | Vertical
design: No | Product colour: Black | Surface coloration: Monochromatic | Thumb rest: Yes | Illumination: No | LED indicators: Yes | Wireless range: 10 |
Plug and Play: Yes | Adjustable Lift Off Distance (LOD): No | Power source: Batteries/Cable | Rechargeable: Yes | Battery type: Built-in battery |
Battery capacity: 600 | Auto power off: Yes | Battery life (max): 95 | Battery recharge time: 2.5 | USB Type-C charging port: Yes | Width: 68.2 | Depth:
125.2 | Height: 40.6 | Weight: 79 | Quantity per pack: 1 | Cables included: USB Type-C | AC adapter included: No | Adapter included: Yes | Manual:
Yes | Receiver included: Yes | Wireless receiver interface: USB Type-A + USB Type-C | Country of origin: China | Number of profiles: 5 | Unit
Calculated Weight: 0.325 | Battery weight: 10 | Battery: Lithium-Ion rechargeable | Product Net Weight: 0.079 | Unit Calculated Volume: 0.001893 |
Units per Shipping Box: 20 | Unit Width: 14.5 | Units per Pallet: 0 | Shipping Box Height: 31 | Unit Depth: 17.5 | Unit Height: 6.5 | Name: MOUSE USB
OPTICAL WRL M3/BLACK M3-A71 KEYCHRON

Techninė specifikacija

Matmenys ir svoris

Matmenys (I × P × A) 18,00cm × 15,00cm × 7,00cm

Svoris 0,08kg
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