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BATTERY 12V 17AH VRLA/EP17-12 EUROPOWER EMU

Gamintojas: EMU - Modelis: EP17-12 - EAN: 5902367800130 - Prekes kodas: 576180

74,90 €

Kaina su PVM

Be PVM: 61,90 €

Neturime

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Aprasymas

EPL type batteries are made in AGM technology and are constructed by plates,separators, safety valves and a container. Since the electrolyte is held
by a glass-mat separator and plates, the batteries can be used in any chosen position without the risk of leakage. EPL type batteries have a pressure
relief valves that allows safe dispersal of any excess pressure inside the cell (VRLA).EPL batteries are characterized by a longer design life which,
according to Eurobat, is 15+ years. Due to their advantages such as being well sealed ,maintenance free and having a low internal resistance and
long term storage, EPLbatteries have been chosen for the base of emergency power supplying.

Summary: EMU Electronic EP 17-12. Battery technology: VRLA AGM, Battery voltage: 12 V, Battery capacity: 17 Ah. Weight: 6.15 kg, Width: 76 mm,
Height: 166 mm | Vendor Homepage: https://www.emu.com.pl/en/product/epl17-12/ | Battery technology: VRLA AGM | Battery voltage: 12 | Battery
capacity: 17 | Number of batteries included: 1 | Battery life: 15 | Product colour: Black | Maximum discharge current: 255 | Weight: 6150 | Width: 76 |
Height: 166 | Depth: 181 | Dimensions (WxDxH): 76 x 166 x 181 | Operating temperature (T-T): 0 - 40 | Storage temperature (T-T): -20 - 40 | Unit
Calculated Weight: 6.15 | Product Net Weight: 6.15 | Unit Calculated Volume: 0.003069 | Units per Shipping Box: 2 | Unit Width: 7.5 | Units per Pallet:
0 | Shipping Box Height: 19 | Unit Depth: 18 | Unit Height: 16.5 | Name: BATTERY 12V 17AH VRLA/EP17-12 EUROPOWER EMU | Model name: EP 17-12

Techniné specifikacija

Specifications

Sandélio grupé Batteries For UPS [+6][-10]

Matmenys ir svoris

Matmenys (I x P x A) 18,00cm x 8,00cm x 17,00cm
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