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XPG COREREACTOR Il 850W maitinimo blokas 20+4 pin ATX ATX
Juoda

Gamintojas: ADATA - Modelis: COREREACTORII850G-BKCEU - EAN: 4711085942388 - Prekes kodas: 578811

117,90 €

Kaina su PVM

Be PVM: 97,44 €

Sandélyje

Prekeé internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v 850 W 100 - 240 V 47 - 63 Hz v Aktyvus 12 cm
v Motininés plokstés maitinimo jungtis: 20+4 pin ATX v/ Juoda

v PC ATX 80 PLUS Gold

Aprasymas
CORE REACTOR II

IMPROVE YOUR CORE, ENHANCE YOUR PERFORMANCE
CORE REACTOR Il is a top-performing power supply unit designed for ATX 3.0 & ATX 3.1 compliance with a modular cable design and an 80 PLUS
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GOLD certification. These power supplies thrive in high-performance scenarios like servers or workstation setups, where a lot of power is needed.

Next-Gen Ready - ATX 3.0 & ATX 3.1 COMPLIANT

CORE REACTOR Il series power supply units meet Intel ATX 3.0 & ATX 3.1 design guide specifications and feature a 12VHPWR connector. By
upgrading to an ATX 3.0 & ATX 3.1-compliant power supply, you'll be fully equipped for the upcoming wave of high-performance components. A
must for the modern gamer, creator, or Al developer. Stay ahead of the curve by upgrading to an ATX 3.0 & ATX 3.1 PSU, the new standard in PC

hardware.

Certified GOLD Efficiency

CORE REACTOR Il units recieved 80 PLUS GOLD certifications for efficiency, achieving up to 91.40% (115V) efficiency at 50% load. It comes in
1200w, 1000W, 850W, 750W, and 650W models for varying user needs and scenarios. It's the perfect PSU for mid-to-high level components,
including the latest CPUs and GPUs.

Intelligent Fan-Curve Design

The intelligent fan curve ensures quiet operation, even under full power load. By starting the fan at a low RPM, fan performance is both enhanced

and extended, thereby increasing the power supply unit's lifespan.

Premium all 105°C Japanese Capacitors

CORE REACTOR Il features top-tier 105°C Japanese capacitors, ensuring exceptional stability and reliability of the PSU for many years of dependable

performance.

PEAK PERFORMANCE AND RELIABILITY

All XPG ATX 3.0 and ATX 3.1 power supplies are designed to support up to 235% power excursion, enabling the system to handle sudden power

spikes, ensuring stability, and preventing crashes during intense workloads like gaming, rendering, and data processing.

Techniné specifikacija

Energijos valdymas

Bendroji galia 850 W

AC jéjimo jtampa 100 - 240V
AC {éjimo daznis 47 - 63 Hz
|vesties srove 12 A

Galios koeficientas 0,99
Didziausia iSéjimo jtampa (+3,3 V) 22 A
Didziausia iSéjimo jtampa (+12 V) 62,5 A
Didziausia iSéjimo jtampa (+5 V) 22 A
Didziausia iSéjimo jtampa (-12 V) 0,3A
Didziausia iSéjimo jtampa (+12 VSB) 3A
Maitinimo apsaugos ypatybes Virsijus nuolatine srove, Virsijus galig, Apsauga nuo per didelés jtampos, Trumpasis

jungimas, Surge & inrush protection (SIP), Minimaliosios jtampos apsauga

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Rysys

Motininés plokstés maitinimo jungtis

Periferiné (Molex) galios jungtis (4-pin)

SATA elektros jungciy skaicius

EPS maitinimo jungtis (8-kaisciai)

PCI , Express” maitinimo jungtys (6 + 2 kontaktai)
ATX maitinimo jungtis

ATX maitinimo jungtis (12 + 4 kaistiniai kontaktai)

Perdavimo laidu tipas

Veikimo charakteristikos
Paskirtis

Maitinimo bloko (PSU) formos koeficientas
Sertifikatas 80 PLUS

ATX versija

EPS versija

Ausinimo padengimo tipas
Vidutinis laikas tarp trik¢iy (MTBF)
Konstrukcija

Produkto spalva

Ausinimo tipas

Ventiliatoriaus skersmuo

Ventiliatoriy skaicius

Sertifikatai

Sertifikavimas

Svoris ir matmenys
Plotis

llgis

Aukstis

Svoris

Pakuotés duomenys

Paketo svoris
Matmenys ir svoris

Matmenys (I x P x A)

Svoris

20+4 pin ATX
4
8

Taip

Taip
Taip

Visiskai modulinis

PC

ATX

80 PLUS Gold
3.0

2.92

FDB

100000 h

Juoda
Aktyvus
12 cm

1 ventiliatorius(iai / iy)

CE | CB| FCC(IC) | TUV | cTUVus | TUV S-Zeichen | NOM | BSMI | UKCA | EAC | CCC | RCM

140 mm
150 mm
86 mm

1,6 kg

3,1 kg

34,00cm x 16,00cm x 21,00cm

3,39kg

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Dokumentai ir vaizdo irasai

> Naudojimo instrukcija

> Gaminio lankstinukas

Gamintojo ir saugos informacija

GAMINTOJAS

ADATA Technology Co., Ltd.

Liancheng Rd., Zhonghe Dist. No.258, 235 New
Taipei City, TW

Xpg.com

ATSAKINGAS ASMUO ES
ADATA Technology Co., Ltd.
Landsberger Strasse 302, 80687 Munich, DE

Xpg.com

PLATINTOJAS

MB KOMPIUTERIY GURU

V. Nageviciaus g. 3, LT-08237 Vilnius
info@shopro.It

Pateikta prekés informacija yra orientacinio pobldzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardaveéjas neatsako uz Ps|, 4

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903


https://objects.icecat.biz/objects/mmo_117549601_1716855295_6113_25887.pdf
https://objects.icecat.biz/objects/mmo_117549601_1716855311_0477_11669.pdf
https://www.xpg.com/en/contact
https://www.xpg.com/de/contact

