
CAMERA ACC MIC MINI 2 1TX+1RX/CP.RN.00000530 DJI
Gamintojas: DJI  ·  Modelis: CP.RN.00000530  ·  EAN: 6937224139787  ·  Prekės kodas: 579679

67,91 €
Kaina su PVM

Be PVM: 56,12 €

Neturime

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Aprašymas

The charging case can store transmitters with the windscreen and magnetic front cover installed, and also with the magnet or magnetic clip
attached. Inside the charging case lid, you can store the magnet and magnetic clip, or audio adapter cable. When storing the DJI Mic Series Mobile
Receiver, the left side inside the charging case lid can store the magnet or magnetic clip, while the right side can store only the magnet.
To prevent product damage, avoid stacking items in the charging case.

The DJI Mic Mini Receiver supports mixed connection with DJI Mic Mini or DJI Mic Mini 2 transmitters, with up to two transmitters connected at once.
The DJI Mic Series Mobile Receiver supports mixed connection with DJI Mic 2, DJI Mic 3, DJI Mic Mini, or DJI Mic Mini 2 transmitters, with up to two
transmitters connected at once.
For details, please visit the Downloads page of the DJI Mic Mini 2 website for the DJI Mic Series Mobile Receiver Cross-Model Compatibility List.

The Voice Tone Preset modes can be selected via the DJI Mimo app, with the default set to Regular. This function is not supported when the
transmitter is directly connected to a phone via Bluetooth.

Strong and Basic noise cancellation levels can be set via the DJI Mimo app, or directly on the product interface when using an Osmo Pocket 3, Osmo
360, Osmo Nano, or Osmo Action 6 connected to one or more transmitters via DJI OsmoAudio Direct Connection. When the transmitter directly
connects to the phone, the noise cancellation level cannot be adjusted in the DJI Mimo app; it defaults to the Strong level. The noise cancellation
switch on the DJI Mic Series Mobile Receiver allows quick adjustment of noise cancellation levels (Off = O, Low = L, High = H)

When the DJI Mic Mini 2 Transmitter is connected to the DJI Mic Mini Receiver/DJI Mic Series Mobile Receiver, this feature is enabled by default and
can be turned on/off via the DJI Mimo app. When the transmitter is directly connected to a phone via Bluetooth, this feature is enabled by default
and cannot be turned off. When an Osmo Pocket 3, Osmo 360, Osmo Nano, or Osmo Action 6 is connected directly via OsmoAudio, settings can be
adjusted on the product interface.

The DJI Mic Mini 2 Transmitters can directly connect to select DJI products (up to two TX for Osmo Pocket 3, Osmo 360, Osmo Nano, and Osmo Action
6). The transmitter's operating time is approx. 7 to 8 hours when directly connected. Additional DJI products will be supported in the future.
For details, please visit the Downloads page of the DJI Mic Mini 2 website for the OsmoAudio Compatibility List.
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Measured using DJI Mic Mini 2 (2 TX + 1 RX + Charging Case) paired with a fully charged charging case, with noise cancellation off, during close-
range audio recording under open, interference-free, unobstructed conditions, with both transmitters connected to the receiver and the receiver
connected to a camera via the Camera Audio Cable (3.5mm TRS).
Summary: DJI CP.RN.00000530.01. Microphone direction type: Omnidirectional, Maximum sound pressure level (1kHz): 120 dB, Equivalent noise
level: 20 dB. Receiver type: Camera mount receiver. Transmitter type: Bodypack transmitter. Bluetooth frequency band: 2.4 - 2.4835 GHz, Maximum
operating distance: 400 m. Battery technology: Lithium-Ion (Li-Ion), Battery type: Built-in battery, Battery voltage: 3.87 V | Vendor Homepage:
https://www.dji.com/global | Microphone direction type: Omnidirectional | Maximum sound pressure level (1kHz): 120 | Equivalent noise level: 20 |
Receiver type: Camera mount receiver | Transmitter type: Bodypack transmitter | Bluetooth: Yes | Bluetooth frequency band: 2.4 - 2.4835 |
Maximum operating distance: 400 | Battery technology: Lithium-Ion (Li-Ion) | Battery type: Built-in battery | Battery voltage: 3.87 | Receiver
dimensions (WxDxH): 29.61 x 46.5 x 19.32 | Receiver weight: 17.8 | Transmitter dimensions (WxDxH): 28.04 x 28.58 x 13.52 | Transmitter weight:
11 | Microphone clip: Yes | Carrying case: Yes | Cables included: Audio (3.5mm),USB | Number of receivers included: 1 | Number of transmitters
included: 1 | Compliance certificates: CE | Country of origin: China | Unit Calculated Weight: 0.193 | Product Net Weight: 0.04 | Unit Calculated
Volume: 0.001294 | Units per Shipping Box: 15 | Unit Width: 10.5 | Units per Pallet: 0 | Shipping Box Height: 16.5 | Unit Depth: 11.5 | Unit Height: 5.5
| Name: CAMERA ACC MIC MINI 2 1TX+1RX/CP.RN.00000530 DJI | Model name: CP.RN.00000530.01

Techninė specifikacija

Specifications

Sandėlio grupė Action Camera Accessories [+0][-0]

Matmenys ir svoris

Matmenys (I × P × A) 12,00cm × 11,00cm × 6,00cm
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