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GODOX X2T TTL Flash Trigger for Canon

Gamintojas: GODOX - Modelis: X2T-C - EAN: 6952344217078 - Prekes kodas: 584489

70,91 €

Kaina su PVM

Be PVM: 58,60 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Aprasymas

GODOX X2T-C Flash Trigger for Canon

The GODOX X2T-C Flash Trigger for Canon is a wireless transmitter operating on the 2.4 GHz band, which ensures stable communication with
compatible flash units at distances of up to 100 meters. It supports TTL automatic exposure metering, manual (M) mode, stroboscopic (Multi) mode,
high-speed sync (HSS) with fast shutter speeds, and first- and second-curtain flash. Additionally, it allows for manual adjustment of flash power and

exposure compensation, making it easy to adapt the lighting to shooting conditions.

Smartphone Control

The GODOX X2T-C is equipped with a Bluetooth module that allows it to connect to the Godox app on Android and iOS devices. This lets you adjust
the settings of compatible strobes from your smartphone without having to walk over to the shooting location. Select phone models also allow you to

trigger the flash when taking a photo. The transmitter supports 32 channels and 5 groups, which simplifies working with more complex lighting
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setups and helps reduce the risk of interference.

Compact Design and User-Friendly Operation

With compact dimensions of 7 x 7 x 5.8 cm and a light weight of just 70 g, the transmitter doesn’t add much weight to the camera and fits easily
into a camera bag. The easy-to-read LCD display makes it simple to check key settings, and the intuitive controls allow you to quickly set up your

equipment. The transmitter is powered by two AA (R6) batteries, which are not included in the set and must be purchased separately.

Included in the set

o GODOX X2T Flash Trigger

e Manufacturer’s packaging

Manufacturer GODOX
Model X2T-C
Compatibility Canon cameras
Function transmitter
Operating frequency 2.4 GHz
Operating range up to 100 m
Supported modes TTL, M (manual), Multi (stroboscopic)
Synchronization HSS, first- and second-curtain sync
Groups / Channels 5/32
Connectivity Bluetooth
Display LCD
Power Supply 2 x AA (R6) batteries - not included
Dimensions 7 X7 x58cm
Weight 70 g

Gross weight: 170, Net weight: 93, Box length: 10,00, Box width: 9,50, Box height: 9,00, Set: Yes, With tripod: Yes, Adjustable intensity: Yes, GPSR
Link: https://psr-assets.innpro.pl/photo_and_accessories/sg_photo_and_accessories_photo_accessories.pdf, Information about data generation:
https://dataact.innpro.pl/GODOX/6952344217078, PPWR: https://ppwr.innpro.pl/en/godox

Techniné specifikacija

Matmenys ir svoris
Matmenys (I X P x A) 10,00cm x 9,00cm x 9,00cm

Svoris 0,17kg

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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