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FSP MEGA GM 1000W Power supply unit ATX ATX3.1 Black

Gamintojas: FSP - Modelis: PPA10A4501 - EAN: 4711498481948 - Prekes kodas: 589236

175,90 €

Kaina su PVM

Be PVM: 145,37 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Pagrindinés savybés

v Efficiency =z 90% @ typical load v Eco semi-fanless fan control switch
v 80 PLUS® / Cybenetics ® gold certified v Off-Wet, Off-Dust and Off-Stain conformal coating
v Supports native PCle 12V-2x6 connector and cable v/ Top-notch topology of full-bridge & LLC converter and synchronous

v 105°C Japanese bulk capacitor rectifier & DC-DC converters

/ 135mm Fluid dynamic bearing (FDB) fan v Fully modular with embossed cabling design

v Complete protections: OCP, OVP, SCP, OPP, UVP, OTP, SIP, NLO

Aprasymas
Complies with Intel power design guide ATX 3.1
MEGA series is compatible with the latest ATX 3.1 regulation to support up to 200% power excursion and with the new interface of PCle 12V-2x6

connector to ensure peak performance with future hardware upgrades.

High efficiency in Gold-certified

Certified by world-class organizations 80 PLUS ® / Cybenetics ® gold certification for lower power loss, less heat, and quieter operation

Ready to comply latest graphic cards

PCle 12V-2x6 connectors and 8 pin connectors.
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PCle 8 Pin connectors and a native 12V-2x6 connector offer flexible configuration for even the most power-hungry NVIDIA or AMD graphics cards.

Fully Modular Embossed Cable Design

To make power supply installation easy and allows users to use only the needed cables, improving airflow and reducing system clutter.

FSP MTLC® (Micro Tolerance Load Control)

Load Regulation *1%

FSP MTLC® ( Micro Tolerance Load Control ) is an advanced design that enables processors and graphics cards to perform high-speed Al calculations
efficiently, minimizing delays caused by power surges or sudden load changes. With superior load regulation of just 1%, exceeding the Intel ATX 3.1

standard, this advanced design achieves stable voltage delivery, enhances power supply efficiency, and improves the performance and reliability of

sensitive electronic devices.

This precise control reduces power consumption, heat generation, and voltage fluctuations, ultimately extending the lifespan of both the power

supply and the devices it powers.

Stay Cool, Stay Soft
Under 40% loading, you will enjoy Zero RPM experience when eco semi-fanless fan control switch is on, and get the benefit of long lifespan from a

135mm fluid dynamic bearing fan.

Off-Wet, Off-Dust and Off-Stain
Covered with exclusive conformal coating which guarantees to offer better and reliable performance in harsh environments and is tested to work in

environments up to 95% relative humidity.

105°C Japanese bulk capacitor

Maximize reliability and performance by using top-quality Japanese electrolytic capacitors for a longer lifespan.

Powerful Single +12V Rail

Modern CPUs and graphics cards can draw significant amounts of power, especially during peak loads, a single +12V rail PSU offers a good balance
of simplicity, power delivery capability, and stability.

Complete Protection

OCP, OVP, SCP, OPP, UVP, OTP, SIP, NLP

Our comprehensive circuit shields your valuable components from harm.

Compact PSU size[] 150 x 150 x 86mm

It’s an ideal size for compact PC or space-constraint environment without compromising on performance.

Techniné specifikacija

Specifications

Sandélio grupé Netzteile [+0][-0]
Power

Total power 1000 W

AC input voltage 100 - 240V

AC input frequency 50/60 Hz

Input current 12-6A

Power factor 0.9

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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Power Factor Correction (PFC) type
Efficiency

Power protection features

Ports & interfaces

Peripheral (Molex) power connectors (4-pin)

Cabling type

Performance

Purpose

Power supply unit (PSU) form factor
80 PLUS certification

Cybenetics certification

ATX version

EPS version

Bearing technology

Design
Product colour
Cooling type
Fan diameter
Number of fans

On/off switch

Weight & dimensions
Width

Depth

Height

Packaging data
Package type
Matmenys ir svoris

Matmenys (I x P x A)

Svoris

Active
90%

No load operation, Over current, Over power, Over voltage, Overheating, Short circuit,

Surge & inrush protection (SIP), Under voltage

4

Fully-Modular

PC

ATX

80 PLUS Gold
Gold

3.1

2.91

FDB

Black
Active
13.5cm
1 fan(s)

Yes

150 mm
150 mm

86 mm

Box

15,00cm x 15,00cm x 9,00cm

4,03kg

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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