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Epson LX-1350 dot matrix printer 240 x 144 DPI Colour 357 cps

Gamintojas: EPSON - Modelis: C11CD24301 - EAN: 8715946540504 - Prekés kodas: 609164

762,91 €

Kaina su PVM

Be PVM: 630,50 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Pagrindinés savybés

v 240 x 144 DPI 357 cps Black, Grey v Print head: 9-pin 400 million characters
v 54 dB v Mean time between failures (MTBF): 10000 h
v Buffer size: 128 KB v 33 W

v Standard interfaces: RS-232, USB 2.0

Aprasymas
With paper handling up to A3 size, the Epson LX-1350 is the ideal printer to deal with lighter duties on a larger scale.

This wide-carriage 9-pin printer fits perfectly into a range of environments including data reporting, listings and point-of-sale. It is 337 cps fast, very
reliable and cost efficient and has a range of options so you can create the perfect high quality printer to match your changing business

requirements.

Flexible working

Handle light duties in style with printing up to A3 size, 5-part forms (1 original + 4 copies) and 337 cps (12cpi) speed.

Get connected

Enjoy no-fuss support for a range of office equipment with auto switching between USB, parallel and serial sources.

Optional extras
Choose from a wide range of options to match changing needs, including a 50 cut-sheet feeder, roll paper holder and wired or wireless networking.

- Wider format
- Fast, reliable 9-pin printing up to A3
- High productivity

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 1
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija
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- Print up to 337 characters per second (12 cpi)

- Multi-part flexibility

- Print up to 5-part forms (1 original 4 copies)

- Paper handling

- Top, bottom, front and rear paper paths

- Easy connectivity

- Auto switch between USB, parallel, serial sources

Techniné specifikacija

Specifications

Sandélio grupé

Printing

Colour

Maximum print speed
Maximum resolution
Maximum printing width (columns)
Maximum print speed (draft)
Character pitch

Maximum number of copies
Built-in barcodes

Print speed

Paper handling

Maximum print size

Paper tray media types
Continuous paper thickness range

Single sheet thickness range

Features

Product colour

Buffer size

Sound pressure level (printing)
Page description languages

Country of origin

Ports & interfaces

Standard interfaces

Endurance

Print head

Drucker [+468][-49]

Yes

357 cps

240 x 144 DPI

136

312 cps

10,12 cpi

5 copies

Code 128 (A/B/C), Code 39, EAN13, EANS, Interleaved 2/5, POSTNET, UPC-A, UPC-E

NLQ: 12 cpi: 78 chars/s, 10 cpi: 65 chars/s, Draft: 12 cpi: 312 chars/s, 10 cpi: 260
chars/s, HighSpeed-Draft: 12 cpi: 357 chars/s, 10 cpi: 347 chars/s

A3 (297 x 420 mm)
Envelopes, Labels, Roll
0.065 - 0.39 mm

0.065 - 0.14 mm

Black, Grey
128 KB

54 dB

ESC P, PPDS

Indonesia

RS-232, USB 2.0

9-pin
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Print direction
Print head life
Ribbon life (black, draft)

Mean time between failures (MTBF)

Power
Power consumption (typical)

AC input voltage

Operational conditions

Operating temperature (T-T)

Storage temperature (T-T)

Operating relative humidity (H-H)
Storage relative humidity (H-H)
System requirements

Windows operating systems supported
Server operating systems supported

Bundled software

Weight & dimensions
Width
Depth
Height

Weight

Packaging data
Quantity per pack
Package width
Package depth
Package height

Package weight

Other features
Connectivity technology
Print technology

Standard media sizes

Box contents

Needles

Bidirectional
400 million characters
4 million characters

10000 h

33 W

220-240V

5-35°C
5-35°C
10 - 80%

10 - 80%

Windows 2000, Windows 7, Windows 8, Windows 98, Windows XP
Windows Server 2008 R2

Epson Status Monitor

546 mm
275 mm
164 mm

6.6 kg

1 pc(s)

220 mm
640 mm
380 mm

7.73 9

Wired
Dot matrix

Sheet Paper (single- and multi-layer), Continuous Paper (single- and multi-layer), Labels

(single- and multi-layer), Roll Paper, Envelopes

Driver and utilities (CD), Main unit, Power cable, Ribbon, Setup guide, Software (CD),

User manual (CD), Warranty document

9 Needles
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Logistics data

Products per pallet 27 pc(s)
Pallet gross length 120 cm
Pallet gross width 80 cm
Pallet gross height 2.15m
Products per pallet layer 3 pc(s)
Products per pallet layer (UK) 3 pc(s)
Products per pallet (UK) 27 pc(s)
Pallet length (UK) 120 cm
Pallet width (UK) 100 cm
Pallet height (UK) 2.15m
Harmonized System (HS) code 84433210
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