
DDPAI Z90 Master Dash Cam
Gamintojas: DDPAI  ·  Modelis: Z90 Master 3-CH  ·  EAN: 6934915206643  ·  Prekės kodas: 609312

340,91 €
Kaina su PVM

Be PVM: 281,74 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Aprašymas

DDPAI Z90 Master Dash Cam

The DDPAI Z90 Master is a car dash cam with front and rear cameras, Sony STARVIS 2 sensors, and a 3-inch screen with a resolution of 640 × 360.
The front camera uses an 8-megapixel Sony STARVIS 2 IMX678 1/1.8" sensor and records at a maximum resolution of 3840 × 2160 at 30 fps, while
the rear camera is equipped with a 5-megapixel Sony STARVIS 2 IMX675 1/2.8" sensor. The model also offers a 2880 × 1620 recording mode at 60
fps for the front camera, 5 GHz Wi-Fi and Bluetooth 5.1 connectivity, voice control, app-based operation, and a GNSS module. The design is rounded
out by a supercapacitor, a 3-axis G-sensor, a microphone, a speaker, and a USB-C port.

Sony STARVIS 2 Sensor and 4K Recording

The main camera uses an 8-megapixel Sony STARVIS 2 IMX678 sensor, which allows for recording at a native resolution of 3840 × 2160 at 30 or 25
fps. A 2880 × 1620 mode at 60 fps is also available, providing smoother video, which can be useful when recording dynamic events on the road. The
rear camera, on the other hand, uses a 5-megapixel Sony STARVIS 2 IMX675 sensor; so the 3840 × 2160 resolution at 25 fps listed in the
specifications is not the sensor’s native resolution and requires image upscaling.

Wide Field of View Front and Rear

The front camera offers a 135° field of view, allowing it to capture a wide area in front of the car. The rear camera, on the other hand, provides a
126° viewing angle, making it easier to record situations occurring behind the vehicle. Bright lenses with an F1.75 aperture at the front and an F1.7
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aperture at the rear are also used, allowing the sensors to capture more available light—which is particularly important when recording after dark.

App Control, 5 GHz Wi-Fi, and GNSS

The DDPAI Z90 Master is equipped with a 3-inch screen with a resolution of 640 × 360, which makes it easy to operate the device directly from the
car. 5 GHz Wi-Fi and Bluetooth 5.1 connectivity allow you to use the mobile app, while voice control provides an additional way to manage the
dashcam’s functions. The built-in GNSS module is compatible with GPS, BDS, GLONASS, GALILEO, and QZSS systems, enabling the device to utilize
location data while on the road.

Supercapacitor and design optimized for in-vehicle use

The DDPAI Z90 Master uses a supercapacitor instead of a traditional battery, a solution well-suited to the conditions inside a car. The dashcam can
operate at temperatures ranging from -20°C to 70°C, while the storage temperature range is from -40°C to 85°C. It also features a 3-axis G-sensor, a
microphone, and a speaker, and is powered via a modern USB-C connector.

 

Manufacturer DDPAI

Model Z90 Master

Screen 3"

Screen resolution 640 × 360

Front camera sensor Sony STARVIS 2 IMX678, 1/1.8", 8 MP

Front-facing recording resolution 3840 × 2160 at 30 fps, 3840 × 2160 at 25 fps, 2880 × 1620 at 60 fps

Rear camera sensor Sony STARVIS 2 IMX675, 1/2.8", 5 MP

Specified rear camera recording resolution 3840 × 2160 at 25 fps (scaled; this is not the native resolution of the 5 MP sensor)

Front camera field of view 135°

Rear camera field of view 126°

Front camera aperture F1.75

Rear camera aperture F1.7

Video format MP4

G-sensor 3-axis

Voice control yes

App control yes

Wi-Fi 5 GHz

Bluetooth BLE 5.1

GNSS GPS, BDS, GLONASS, GALILEO, QZSS

Supercapacitor Yes

Microphone Yes

Speaker Yes

Operating temperature -20°C to 70°C

Storage temperature -40°C to 85°C

Power connector USB-C
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Information about data generation: https://dataact.innpro.pl/DDPAI/6934915205905, GPSR Link: https://psr-
assets.innpro.pl/car_accessories/sg_car_accessories_video_recorders.pdf, PPWR: https://ppwr.innpro.pl/en/ddpai, Gross weight: 1130, Net weight:
1191, Box length: 22,50, Box width: 10,00, Box height: 14,00

Techninė specifikacija

Specifications

Sandėlio grupė Car accessories/Video recorders/Video recorders [+2][-0]

Matmenys ir svoris

Matmenys (I × P × A) 22,00cm × 10,00cm × 14,00cm

Svoris 1,13kg
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