() . .
PREKES KORTELE
Sﬂ{l@@ MB Kompiuteriy guru - Sugeneruota 2026-10-17 12:12

Variable ND/CPL filter kit Freewell Brandon Li 67mm

Gamintojas: FREEWELL - Modelis: FW-BL67-GMVNDKIT - EAN: 4897143172819 - Prekes kodas: 619059

379,90 €

Kaina su PVM

Be PVM: 313,97 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Aprasymas

Freewell Brandon Li 67mm Variable Density ND/CPL Filter Set

The Freewell Brandon Li 67mm set is a modular filter system designed for photography and videography in varying lighting conditions. It combines a
VND filter with an adjustable range of 1-5 stops with a CPL polarizing filter, and when paired with the included ND32 filter, it allows you to extend
the light reduction to 6-10 stops. The set also includes a 1/4 Glow Mist filter, a 67 mm base ring, protective caps, and storage and cleaning

accessories, making the entire system ideal for both planned shots and dynamic on-location filming.

Independent VND and CPL Adjustment

The VND/CPL module allows you to control the amount of light and the degree of polarization separately. The front black ring controls the VND filter
in the range of 1 to 5 stops, allowing you to quickly adjust exposure to current conditions without having to frequently change your camera settings.
The rear green ring, on the other hand, is used to adjust the CPL, which helps reduce glare on water, glass, and other non-metallic surfaces while

improving color accuracy and scene contrast.

1 to 10 stops of light reduction

In its basic VND/CPL configuration, it allows adjustment from ND2 to ND32, which corresponds to a light reduction range of 1-5 stops. When there is
significantly more light, an additional ND32 filter can be magnetically attached to extend the range to 6-10 stops, up to a level equivalent to
ND1000. The ND32 filter itself can also be attached directly to the base ring, allowing you to tailor the kit’s configuration to a specific shot without
having to carry several separate filter systems.

Magnetic Mounting and Glow Mist 1/4

The magnetic system allows for quick attachment and removal of filters, and the locking mechanism helps keep them secure while moving with the
camera or frequently changing the frame. The included Glow Mist 1/4 filter can be mounted directly on the base ring or magnetically attached to the

VND/CPL module, providing greater flexibility in achieving the desired final effect. Its purpose is to gently soften the bright areas of the image and
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give the highlights a softer quality, which can be useful in portrait, urban, and film shots, among others.

18-Layer Coatings and True Color Technology

The optical design utilizes 18-layer optical coatings designed to reduce reflections and maintain high image clarity. The Anti-Color Shift Layer, a
component of True Color technology, helps minimize unwanted color shifts during light reduction, ensuring that colors remain as natural as possible

across the filter's entire operating range. The system is complemented by front and rear protective caps; the front cap features an integrated gray

card that can be used for white balance control.

Included in the set

e VND 1-5 stop filter / CPL

o ND32 filter

e Glow Mist 1/4 filter

e 67 mm base ring

e Front filter hood with integrated gray card
e 67 mm rear filter hood

e Filter case

e Single filter pocket

e Clip accessory

e Cleaning cloth

Manufacturer
Model
Base ring diameter
VND/CPL range
Range when combined with ND32
Full system range
VND range
Maximum reduction when combining ND32
Polarizing Filter
Effect Filter
Mounting System
Optical Coatings
Color technology
VND/CPL module thickness

VND/CPL module weight

GPSR Link: https://psr-assets.innpro.pl/photo_and_accessories/sg_photo_and_accessories_filters.pdf, PPWR: https://ppwr.innpro.pl/en/freewell, Gross
weight: 670, Net weight: 186, Box length: 14,50, Box width: 11,00, Box height: 13,50

Techniné specifikacija

Specifications
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Freewell

Brandon Li Edition

67 mm

1-5 stops

6-10 degrees

1-10 degrees

ND2-ND32

with ND1000

CPL with independent adjustment
Glow Mist 1/4

Magnetic with locking mechanism
18-layer multi-coating

True Color / Anti-Color Shift Layer
7 mm
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Sandélio grupé Photo and cameras/Filters/For SLR cameras [+10][-8]

Matmenys ir svoris
Matmenys (I x P x A) 14,00cm x 11,00cm x 13,00cm

Svoris 0,67kg
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