
Yealink MVC860-C5
Gamintojas: YEALINK  ·  Modelis: 1106897  ·  EAN: 6938818320819  ·  Prekės kodas: 646193

5 175,90 €
Kaina su PVM

Be PVM: 4 277,60 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

Supports multiple tracking functions: Auto-Framing, Speaker
Tracking, and Presenter Tracking

✓

Big and flexible conference control experience✓

Wireless content sharing✓

Simple to deploy, Easy to use✓

Manage your devices remotely✓

Aprašymas

Microsoft Teams Rooms System for Medium and Large Meeting Rooms
Yealink MVC860 is specially designed for medium and large conference rooms. This set includes new generation high-performance MINI-PC MCore
Pro, touch panel MTouch Plus, intelligent 4K PTZ camera UVC86. Yealink third generation MINI-PC MCore Pro combines aesthetics with practicality,
has three HDMI ports, and comes with EDID, providing a flexible and reliable deployment solution for conference rooms. The 11.6-inch ultra-large
and narrow frame touch panel MTouch Plus is the signature product of the third generation of Yealink. MTouch Plus innovatively supports multiple
panels to control meetings at the same time*, allowing multiple people to synchronize meeting operations and fully control the meeting process.
Support for third-party screen sharing*. Equipped with Yealink conference room sensor RoomSensor, realize stable wake-up experience and
conference room environment detection*. Yealink UVC86 intelligent PTZ camera supports multiple tracking functions, such as auto-frame, speaker
tracking, and presenter tracking. The UVC86 camera supports 4k video output and has a 12x optical zoom lens to provide clear and lossless images.
UVC86 provides you with a face-to-face, intelligent and smooth meeting experience by accurately recreating every moment and detail. You can
choose to use wired (VCM35, VCM38) or wireless (VCM36-W, CPW65) microphones for pickup, adaptive desktop placement, ceiling deployment and
other diverse conference room deployment scenarios.
*This feature will be supported in future versions

Intelligent tracking, Free your hands
Yealink UVC86 intelligent PTZ camera supports multiple tracking functions: Auto-framing, Speaker Tracking, and Presenter Tracking. Speaker
Tracking of Yealink UVC86 supports region trigger, without the operate, automatic framing speaker; Supports gesture turn ON/OFF so that it can be
used in every scenario; Equipped with Yealink camera plug-in controller, the camera can freely switch at any time in up to 9 preset positions, and
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can also quickly switch preset tracking modes, one step adjustment, one step in place. The UVC86 camera supports 4k video output and has a 12x
optical zoom lens to provide clear and lossless images. UVC86 provides you with a face-to-face, intelligent and smooth meeting experience by
accurately recreating every moment and detail.

Big and flexible conference control experience
Yealink third-generation touch panel MTouch Plus, with an 11.6-inch narrow-frame touch area, is the iconic product of Yealink’s third generation.
Yealink third-generation touch panel innovatively supports multiple panels to control conferences at the same time*. You can freely choose the
deployment position of each panel according to the deployment needs of the conference room and fully control the conference process.

Flexible audio, Flexible connectivity
Users can choose to use wired (VCM35, VCM38 Ceiling microphone) or wireless (VCM36-W, CPW65) microphones for miking. Users can adapt to
various conference room deployment scenarios, such as desktop placement and ceiling placement. Yealink’s unique sound processing algorithm can
dynamically eliminate reverberation and noise according to the ambient sound in real-time, effectively eliminate background interference and noise,
and allow you to enjoy crystal-clear voice at any time. By cooperating with third-party manufacturers* such as Biamp, Nureva, Shure and YAMAHA,
MVC860 can support their devices to access the conference system.
*Please visit the website to find the compatibility list of third-party audio equipment.

Convenient screen sharing and fast BYOD solution*
The MVC860 supports Yealink’s unique WPP30 wireless content sharing solution and third-party content sharing solution*, providing participants with
maximum flexibility. Users only need to plug in WPP30 or pair it with third-party screen sharing. can one key to initiate content sharing. With a high
resolution of 1080P/30 frames, it provides users with a better way to share content. Users can also realize the wireless BYOD function through
WPP30*. It truly realizes the conference room experience that you want.
*This feature will be supported in future versions

Simple to deploy, Easy to use
With the VCH port and USB port, the Yealink audio and video system is specially designed for video meeting rooms so that the deployment can be
easily extended. At the same time, the cable management feature of Yealink MCore Pro ensures the wire connection’s stability and the most
appropriate deployment can be achieved according to the layout of the meeting room. One CAT5e is enough to connect the TV area and the
conference table area and to complete the data transmission and power supply. No additional power supply or extension cable is needed, which not
only simplifies the deployment but also effectively reduces deployment costs.

Manage your devices remotely
This solution supports Yealink Device Management Platform/Cloud Service; you can flawlessly manage, monitor, configure, update and diagnose all
Yealink audio and video device peripherals on this platform remotely.

Techninė specifikacija

Specifications

Sandėlio grupė Kamera > Webcams/Konferenzsysteme [+298][-254]

Performance

Product type Group video conferencing system

Product colour Black

Number of cameras 1

Bluetooth Yes

Bluetooth version 5.2

Auto framing Yes
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Auto-tracking Yes

Tracking modes Presenter mode

Pan range 0 - 200°

Tilt angle range 0 - 130°

PTZ control Yes

Video

HD type 4K Ultra HD

Maximum video resolution 3840 x 2160 pixels

Memory

Internal memory 8192 MB

Storage media type SSD

Total storage capacity 128 GB

Ports & interfaces

HDMI output ports quantity 4

USB connector type USB Type-A, USB Type-B

USB 2.0 ports quantity 1

USB 3.2 Gen 1 (3.1 Gen 1) Type-A ports quantity 4

USB 3.2 Gen 1 (3.1 Gen 1) Type-B ports quantity 1

Ethernet LAN (RJ-45) ports 1

DC-in jack Yes

Reset slot Yes

Network

Ethernet LAN Yes

Ethernet LAN data rates 10,100,1000 Mbit/s

Wi-Fi Yes

Wi-Fi standards 802.11a, Wi-Fi 5 (802.11ac), 802.11b, Wi-Fi 6 (802.11ax), 802.11g, Wi-Fi 4 (802.11n)

Camera

Sensor type CMOS

Camera type Single camera

Zoom capability Yes

Optical zoom 12x

Digital zoom 1.7x

Combined zoom 20.4x

Horizontal field of view 81°
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Vertical field of view 50°

Diagonal field of view 90°

Display

Built-in display Yes

Display IPS

Display diagonal 29.5 cm (11.6")

Display resolution 1920 x 1080 pixels

Touchscreen Yes

Touchscreen type Capacitive

Features

Motion sensor Yes

Cable lock slot Yes

Trusted Platform Module (TPM) Yes

Trusted Platform Module (TPM) version 2

Logistics data

Country of origin China

Computer system

Computer system type Mini PC

Processor family Intel® Core™ i5

Processor generation 11th gen Intel® Core™ i5

Operating system installed Windows 10 IoT Enterprise

Operational conditions

Operating temperature (T-T) 0 - 40 °C

Operating relative humidity (H-H) 10 - 95%

Weight & dimensions

Weight 6.88 kg

Packaging data

Package width 420 mm

Package depth 275 mm

Package height 387 mm

Package weight 7.54 kg

Packaging content

Camera included Yes

Microphone included Yes
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Packaging content Core Pro, Gen-3 Mini-PC MTouch Plus, Gen-3 touch panel UVC86 USB PTZ camera
RoomSensor MSpeaker II (optional) VCM35 Array microphone (optional) VCM36-W Wi-Fi
wireless microphone (optional) VCM38 Ceiling array microphone (optional) CPW65
DECT wireless microphone (optional) WPP30 wireless presentation pod (optional)

Matmenys ir svoris

Svoris 13,78kg

PREKĖS KORTELĖ
MB Kompiuterių guru · Sugeneruota 2026-10-18 00:25

Pateikta prekės informacija yra orientacinio pobūdžio. Techninės savybės, nuotraukos, aprašymai ir kaina gali keistis be išankstinio perspėjimo. Gamintojas ir pardavėjas neatsako už
galimus duomenų neatitikimus ar tipografines klaidas. Prieš įsigyjant rekomenduojame pasitikrinti aktualią informaciją.
www.shopro.lt · info@shopro.lt · +370 693 39903

Psl. 5


