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Yealink W90B DECT baziné stotis Balta

Gamintojas: YEALINK - Modelis: 1302015 - EAN: 6938818306196 - Prekes kodas: 646354

348,90 €

Kaina su PVM

Be PVM: 288,35 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Pagrindinés savybés

v Palaikomy telefony skaicius (maks.): 60 v Nuosekliy konferencijy skaicius: 3

v 1,8-1,9 GHz v Skambucio laukimas Skambuciy peradresavimas

v Maksimalus diapozonas: 300 m v Ethernet LAN jungtis Maitinimas per Eterneta (PoE)
v Konferencinio skambucio galimybe v/ Balta

Aprasymas

Cordless DECT IP Multi-Cell System

The Yealink W90 DECT IP Multi-Cell System, consisting of two elements - a base station W90B and a DECT Manager W90DM, is designed to provide
the organizations who require wireless coverage with the full ease of deployment. This DECT multi-cell system intends to create an extremely
scalable and reliable solution for the organizations of any size and any shape. The system supports up to 250 handsets and 250 simultaneous calls,
which ensures one call in each handset, and allows you to get rid of the limited wireless signal coverage of only one base station. Meanwhile, the
system can work with Yealink W53H, W56H, W59R, CP930W, and DD Phone with seamless roaming and handover of the calls, making freely mobile
communication in and between each zone achievable. Both W90B and W90DM join the modern, compact design with Yealink HD voice quality, which

is wrapped with the full-duplex technology Opus, that setting free your ears and giving you an elaborate audio experience.

Seamless Stability

The Yealink W90 DECT IP Multi-Cell System brings seamless stability. The rotatable external antennas ensure further signal range, industry-leading
coverage, and flexible steering for complex areas, which truly saves amount and cost of bases in deployment with industry-leading coverage.
Moreover, the Lan Sync guarantees stable roaming even in poor signal transmission environment or strong signal interference like warehouses with

overcrowded cargos or several iron gates.

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 1
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija
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Easy Deployment

The Yealink W90 DECT IP Multi-Cell System provides easier and faster setup for users: the DECT Deployment Toolkit for quick base location, IP
discovery tool for quickly getting IP of DM, and auto sync level for self-organizing network without manual operation. Instead of complex steps, it

takes less time from deployment to daily management for large system.

Wide Coverage

Available for 1DM, 60 bases, 250 handsets and 250 parallel calls, the Yealink W90 DECT IP Multi-Cell System is tailored for large space and multi-
locations & bases, delivering unified communicating solution especially for warehouses, hospitals, hotels, supermarkets chains, cruises, authorized

car dealerships, offices, retail formats, etc. Virtual machines and more bases will be supported in the future, boarding the coverage once more.

Full Scenarios

The Yealink W90 DECT IP Multi-Cell System supports various devices: W53H, W56H, W59R, CP930W, DD Phone, which definitely matches different

employee roles and full scenes communicating demand from mobile, desk to conference with flexible scalability.

Multiple Phone Books

The Yealink W90 DECT IP Multi-Cell System offers easy access to multiple phone books, including Local Directory, Remote Phonebook, LDAP, and
XML Phonebook. Additionally, it is broadly compatible with PBX contacts.

Techniné specifikacija

Veikimo charakteristikos

Palaikomy telefony skaicius (maks.) 60

Dazniy diapazonas 1,8-1,9 GHz

Maksimalus diapozonas 300 m

Balso veiklos aptikimas Taip

Tylos eliminavimo generatorius (CNG) Taip

Automatinis gavimo reguliavimas Taip

CAT-iq 2.0

Palaikomi tinklo protokolai SNTP/NTP, VLAN, SIP v1, SIP v2, UDP/TCP/TLS, DHCP
Apsaugos algoritmy palaikymas HTTPS, SHA-256, SSL/TLS

Balso kodekai G.726, G.729, PCMA, PLC, iLBC

Skambuciu valdymas

Konferencinio skambucio galimybé Taip
Nuosekliy konferencijy skaicius 3

Anoniminis skambutis Taip
Anoniminio skambucio atmetimas Taip
Skambucio laukimas Taip
Skambuciy peradresavimas Taip

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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Skambuciy peradresavimas
Skambucio uzlaikymas
Netrukdyti funkcija

Rysys

Ethernet LAN jungtis

Ethernet LAN (RJ-45) porty kiekis

Konstrukcija

Produkto spalva

Energijos valdymas

|&jimo jtampa

Maitinimas per Eterneta (PoE)
Logistikos duomenys

Darniosios sistemos (DS) kodas

Dokumentai ir vaizdo irasai

> Gaminio lankstinukas

Gamintojo ir saugos informacija

GAMINTOJAS
Yealink Network Technology Co., Ltd
Hu'an Road High Tech Park 666, Huli District Xiamen, CN

yealink.com

Taip
Taip

Taip

Taip

Balta

100 - 240V

Taip

85177900

PLATINTOJAS

MB KOMPIUTERIY GURU

V. Nageviciaus g. 3, LT-08237 Vilnius
info@shopro.lt
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https://objects.icecat.biz/objects/mmo_87315942_1606295739_8884_46118.pdf
https://www.yealink.com/en/contact-us

