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InLine PoE+ Gigabit Network Injector Hub 8 Port (8x PoE+),
1Gb/s, 19" 1U

Gamintojas: INLINE - Modelis: 32308H - EAN: 4043718276028 - Prekes kodas: 647300

177,89 €

Kaina su PVM

Be PVM: 147,02 €

Sandélyje

Prekeé internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v 8-port POE+ injector hub with up to 30 W power per port (total up to v Triple protection: overcurrent, overvoltage and overheating

240 W) protection per port

v Supports IEEE 802.3af/at for POE and PoE+ devices such as IP v High energy efficiency with over 91% efficiency in operation

cameras & access points

v Wireless design for noiseless operation in a 19" rack (1U)

Aprasymas

8-port PoE+ injector hub with up to 30 W power per port (total up to 240 W)

Supports IEEE 802.3af/at for POE and PoE+ devices such as IP cameras & access points
Wireless design for noiseless operation in a 19" rack (1U)

Triple protection: overcurrent, overvoltage and overheating protection per port

High energy efficiency with over 91% efficiency in operation
The InLine® PoE+ Gigabit network injector hub is the ideal solution for upgrading existing networks to Power over Ethernet - without having to

replace existing switches. The hub offers eight RJ45 ports for data and power supply in accordance with IEEE 802.3af (PoE) and IEEE 802.3at (PoE+),

each with up to 30 watts of output power per port. This allows network devices such as IP cameras or WLAN access points to be operated flexibly
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and independently of a power socket.

With a combined total PoE output of up to 120 watts via the power supply unit or 240 watts via the screw terminal connection block, the injector hub
is particularly powerful. The integrated protection function against overcurrent, overvoltage and overheating offers additional safety in professional
network operation. Thanks to its fanless design, the device operates silently and is ideal for installation in offices or technical rooms.

The standard-compliant support of 10/100/1000Base-T enables flexible integration into a wide range of network infrastructures. LED indicators
provide information on the operating status and active PoE connections at all times.

Technical specifications:

Ports DATA IN: 8x R]J45 10/100/1000Base-T, Auto-MDI/MDI-X
Ports DATA + PWR OUT: 8x RJ45 10/100/1000Base-T, Auto-MDI/MDI-X
PoE type: Endspan

PoE output: 48-56 V DC, max. 30 W per port

Total power: 120 W (240 W via screw terminal connection block)
Standards: IEEE 802.3, 802.3u, 802.3ab, 802.3af, 802.3at
Voltage input: 100-240 V AC, 47-63 Hz

Output voltage/current: 56 VDC /2.2 A

Power consumption in idle mode: 0.16 W

Energy efficiency: 91.4%

LED indicators: PWR, PoE (1-8)

Dimensions: 188 x 120 x 44 mm

Weight: approx. 1.521 kg

Operating temperature: 0-40 °C

Storage temperature: -20-70 °C

Humidity: 20-95 %, non-condensing

Scope of delivery:

1x InLine® PoE+ Gigabit network injector hub 8 port
1x power supply

2x operating instructions (German/English)

2x 19" mounting bracket

6x screws for mounting bracket

4x rubber feet

Techniné specifikacija

Specifications

Sandélio grupé Server, Storage & Netzwerk > Switche [+1398][-565]

Network

Ethernet interface type Gigabit Ethernet

Ethernet LAN data rates 10,100,1000 Mbit/s

Power over Ethernet (PoE) Yes

Networking standards IEEE 802.3, IEEE 802.3ab, IEEE 802.3af, IEEE 802.3at, IEEE 802.3u
Auto MDI/MDI-X Yes

Features

Product colour Black

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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Rack mounting

LED indicators

Ports & interfaces

Ethernet LAN (RJ-45) ports

Power
Power over Ethernet (PoE) voltage
Power over Ethernet (PoE) power per port

Total Power over Ethernet (PoE) budget

Operational conditions
Operating temperature (T-T)
Operating relative humidity (H-H)
Storage temperature (T-T)

Storage relative humidity (H-H)

Weight & dimensions
Size (imperial)

Width

Depth

Height

Weight

Dimensions (WxDxH)

Packaging content
Number of products included
AC adapter included

Manual

Packaging data
Package width
Package depth
Package height

Package weight

Yes

PoE, Power

30w

120w

0-40°C
20 - 95%
-20-70°C

20 - 95%

48.3 cm (19")
120 mm

188 mm

44 mm

768 g

120 x 188 x 44 mm

1 pc(s)
Yes

Yes

237 mm
370 mm
85 mm

2.1kg
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