
ASUS ZenWiFi Pro ET12 Trijų dažnio juostų (2,4 GHz / 5 GHz / 6
GHz) Wi-Fi 6E (802.11ax) Juoda 3 Vidinis
Gamintojas: ASUS  ·  Modelis: 90IG05Z0-MO3A20  ·  EAN: 4711081440178  ·  Prekės kodas: 648301

652,90 €
Kaina su PVM

Be PVM: 539,59 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

Juoda✓

Antenos tipas: Vidinis Antenų kiekis: 10✓

Trijų dažnio juostų (2,4 GHz / 5 GHz / 6 GHz) Wi-Fi 6E (802.11ax)✓

WPA3-PSK, WPA-Enterprise, WPA-PSK, WPA2-Enterprise, WPA2-PSK✓

Paslaugos kokybės (QoS) palaikymas✓

Eterneto WAN✓

Aprašymas

ZenWiFi Pro is the new paradigm for whole-home mesh WiFi, combining performance and beauty in a perfectly balanced package. Working with the
ASUS WiFi 6E ecosystem, it takes the productivity and entertainment capabilities of your whole-home network to the next level.
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More Streams, More Bandwidth

ZenWiFi Pro ET12 is a 12-stream device, with combined total data rates up to 11000 Mbps. This boosts its capacity for transmitting and receiving
data to large numbers of devices simultaneously, reducing dead zones and giving ZenWiFi Pro ET12 the performance edge for the busiest home
networks.

RangeBoost Plus

ASUS RangeBoost Plus is the latest, most powerful version of our renowned RangeBoost technology, and it improves coverage for all your WiFi
devices including legacy devices. Using a next-gen flagship Broadcom WiFi chipset and a 2.0GHz 64-bit quad-core CPU, RangeBoost Plus leverages
multiple exclusive ASUS technologies to dramatically improve WiFi signal range and coverage by up to 38%*.

Easy Scalability for Flexible Networking

With ASUS AiMesh, it's easy to add extra nodes for improved coverage or new features — simply add any AiMesh-compatible router!

Dual 2.5G LAN and WAN Ports

ZenWiFi Pro ET12 has both a 2.5G LAN port and a 2.5G WAN port, so you can enjoy full 2.5 Gbps speeds all the way from a compatible ISP to your
compatible wired devices.

New 6 GHz Band for Stable Backhaul

5 GHz and 2.4 GHz bands are getting more and more crowded with the growing number of home devices. The new 6 GHz band is reserved
exclusively for WiFi 6E devices, so there's no interference from other legacy devices. This makes it ideal for use as a stable backhaul connection. You
can also select the wired Ethernet for the backhaul connection between nodes. Alternatively, you can choose automatic mode and let ZenWiFi Pro
ET12 choose the best connection type based on your environment. The choice is always yours!

Engineered for Performance

ZenWiFi Pro ET12 is engineered to deliver maximum WiFi performance — with throughput improved by up to 18%*— from the latest Broadcom WiFi
chipset and CPU . The eight external antennas are carefully located and angled within the special transparent compartment on the top of the router,
minimizing interference while maximizing signal coverage.
*The data compares with former WiFi 6 platform.

Commercial-Grade Security for Your Home

Home network security is crucial when you have multiple connected devices, especially if your network hosts devices without virus protection, such
as IoT devices. ZenWiFi Pro ET12 includes lifetime free AiProtection Pro, including advanced Parental Controls, and also uses the latest WPA3
security protocol.

More Privacy, Anywhere

Instant Guard gives you one-click secure internet access via ZenWiFi Pro ET12 from anywhere in the world, thanks to its encrypted data-tunneling
VPN technology. With ZenWiFi Pro ET12, you can take your home network with you wherever you go — and say goodbye to web-based third-party
VPNs!

Techninė specifikacija

Konstrukcija

Produkto spalva Juoda
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Antenos tipas Vidinis

LED indikatoriai Energija, Būsena

Antenų kiekis 10

Atstatymo mygtukas Taip

Belaidžio interneto funkcijos

„Wi-Fi“ dažnių juosta Trijų dažnio juostų (2,4 GHz / 5 GHz / 6 GHz)

„Wi-Fi“ standartas Wi-Fi 6E (802.11ax)

Wi-Fi standartai 802.11a, 802.11b, 802.11g, Wi-Fi 4 (802.11n), Wi-Fi 5 (802.11ac), Wi-Fi 6 (802.11ax),
Wi-Fi 6E (802.11ax)

WLAN duomenų perdavimo sparta (pirmoji juosta) 1148 Mbit/ai

WLAN duomenų perdavimo sparta (antroji juosta) 4804 Mbit/ai

WLAN duomenų perdavimo sparta (trečioji juosta) 4804 Mbit/ai

Tinklo standartai IEEE 802.11a, IEEE 802.11b, IEEE 802.11g

Apsaugos algoritmų palaikymas WPA3-PSK, WPA-Enterprise, WPA-PSK, WPA2-Enterprise, WPA2-PSK

IGMP tinklinio judėjimo sekimas Taip

Dinaminis DNS (DDNS) Taip

Svečių prieiga Taip

VPN palaikymas VPN Client L2PT VPN Client OVPN VPN Client PPTP VPN Server IPSec VPN Server OVPN
VPN Server PPTP

Savybės

Integruotas procesorius Taip

Procesoriaus dažnis 2 GHz

Flash atmintis 256 MB

Paslaugos kokybės (QoS) palaikymas Taip

Firewall apsauga Keyword filter, Network service filter, URL filter

Spindulio susidarymas Taip

Parental kontrolė Taip

SSID transliacija Taip

MU-MIMO technologija Taip

Ryšys

Ethernet LAN (RJ-45) portų kiekis 3

Eterneto WAN Taip

DC įėjimo lizdas Taip

Energijos valdymas

AC įėjimo įtampa 110 - 240 V
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AC įėjimo dažnis 50 - 60 Hz

AC adapterio išėjimo įtampa 19 V

AC adapterio išėjimo srovė 2,37 A

Svoris ir matmenys

Plotis 115 mm

Ilgis 115 mm

Aukštis 241 mm

Svoris 1,5 kg

Pakuotės duomenys

Pakuotės plotis 434 mm

Pakuotės gylis 280 mm

Pakuotės aukštis 165 mm

Paketo svoris 4,5 kg

Logistikos duomenys

Darniosios sistemos (DS) kodas 85171800

Dokumentai ir vaizdo įrašai

Naudojimo instrukcija›

Greitos pradžios vadovas›

Gamintojo ir saugos informacija

GAMINTOJAS

ASUSTeK Computer Inc
Li-Te Road 15, 112 Taipei, TW
asus.com

ATSAKINGAS ASMUO ES

ASUS France S.A.R.L.
Allee bienvenue 10, 93160 Paris, FR
channel.asus.com

PLATINTOJAS

MB KOMPIUTERIŲ GURU
V. Nagevičiaus g. 3, LT-08237 Vilnius
info@shopro.lt
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https://objects.icecat.biz/objects/mmo_97429176_1765291596_2892_222141.pdf
https://objects.icecat.biz/objects/mmo_97429176_1646826016_6045_7009.pdf
https://www.asus.com/microsite/essence/tw/where-to-buy.htm
https://channel.asus.com/guideline/inner?index=department#euro

