
TP-Link Archer BE900 belaidis maršrutizatorius Multi-Gigabit
Ethernet Quad-band (2.4 GHz / 5 GHz-1 / 5 GHz-2 / 6 GHz) Juoda,
Pilka
Gamintojas: TP-LINK  ·  Modelis: ARCHER BE900  ·  EAN: 4895252500561  ·  Prekės kodas: 649325

1 072,89 €
Kaina su PVM

Be PVM: 886,69 €

Neturime

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

Stalinis maršrutizatorius Juoda, Pilka✓

Quad-band (2.4 GHz / 5 GHz-1 / 5 GHz-2 / 6 GHz) Wi-Fi 7 (802.11be)
24000 Mbit/ai

✓

Multi-Gigabit Ethernet✓

Eterneto WAN✓

Ethernet LAN (RJ-45) portų kiekis: 5✓

USB prievadas✓

Web pagrįstas valdymas Paslaugos kokybės (QoS) palaikymas✓

MU-MIMO technologija✓

Aprašymas

WiFi 7 — WiFi Like Never Before

With the upcoming 7th generation of WiFi, the ultimate online experience will be unleashed. WiFi 7 brings faster speeds with accelerated
throughput, lower latency, stronger anti-jamming, and higher efficiency.
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Lightning-Fast 24.4 Gbps Quad-Band WiFi 7

Experience the world’s first quad-band WiFi 7 router with blazing-fast speeds up to 24.4 Gbps. Every device in your home network will run at top
performance. The brand-new 6 GHz band provides exceptional bandwidth and congestion-free channels exclusive to your devices.

16-Stream Quad-Band
More available bandwidth and less congestion

Dual 5 GHz Bands
More existing clients connect to 5 GHz to get higher throughput

320 MHz Width Channel
Double the width, double the speed

4K-QAM
Packs 120% more data than WiFi 6 for higher speeds

High Gain, High Isolation, High Integration, and High Coverage
12× Internal Antennas
Proprietary WiFi optimization and 12× optimally positioned antennas deliver more capacity, stronger and more reliable connections, and less
interference.

V-Fold Design

Maintains a sharp aesthetic.

Advanced Case Design

The metallic texture enhances the sense of quality and helps it perfectly integrate into any home environment. A larger heat sink and refined casing
keeps the system cool under performance.

Flexibly Create Whole Home Mesh WiFi

Archer BE900 is EasyMesh-compatible. If you have any dead zones at home, just add another EasyMesh router/range extender or any TP-Link device
that supports OneMesh to further form your whole home multi-gigabit mesh WiFi. No more searching for a stable connection.

WiFi Dead Zone Killer
Eliminate weak signal areas with WiFi coverage for the whole house

Smart Roaming
Uninterrupted streaming when moving around your home

One WiFi Name
No more switching WiFi network names

Unified Management
Manage your whole home WiFi from the central node via the Tether app/Web UI

Your Security is Our Priority

With TP-Link HomeShield, enjoy advanced security features that deliver a safe environment that protects your family and network's data and
privacy.

Home Network Scanner

Real-time network scanner to detect potential threats and security issues.
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Parental Controls

Manage time online and block inappropriate content to keep your family safe online.

Quality of Service

Assign your favorite devices to have the fastest connections for top performance.

Private IoT Network for More Security

Set up a separate WiFi for IoT devices and overlay HomeShield and advanced WPA3 encryption to better protect the security of your home network
and IoT devices.

VPN Clients and Server Supported

Allow devices in your home network to access remote VPN servers without needing to install VPN software on every device. Archer BE900 can run
both the VPN and ordinary internet connections at the same time, delivering security and flexibility.

Easy Setup and Use

Whether you prefer the intuitive Tether app or TP-Link’s powerful web interface, you can set up your Archer BE900 in minutes. The Tether app allows
you to manage network settings from any Android or iOS device.

Protect Your Children

Block inappropriate content for your children and customize a time range for better online habits.

New Connection Notifications

You will be notified by your phone when new devices connect. Kick off any suspicious connections and block them. It’s as simple as that.

Easy Firmware Upgrades

Tired of upgrading firmware manually? OTA updates simplify firmware upgrades with a click in the management panel. To keep your security and
functions always up to date, just turn on the auto schedule.

Techninė specifikacija

WAN jungtis

Eterneto WAN Taip

DSL WAN Ne

SIM kortelės anga Ne

3G/4G USB modemo suderinamumas Ne

WAN tinklo prisijungimo tipas RJ-45

Belaidžio interneto funkcijos

„Wi-Fi“ dažnių juosta Quad-band (2.4 GHz / 5 GHz-1 / 5 GHz-2 / 6 GHz)

„Wi-Fi“ standartas Wi-Fi 7 (802.11be)
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WLAN duomenų perdavimo sparta (maks.) 24000 Mbit/ai

Wi-Fi standartai 802.11a, 802.11b, 802.11g, Wi-Fi 4 (802.11n), Wi-Fi 5 (802.11ac), Wi-Fi 6 (802.11ax),
Wi-Fi 6E (802.11ax), Wi-Fi 7 (802.11be)

WLAN duomenų perdavimo sparta (pirmoji juosta) 1376 Mbit/ai

WLAN duomenų perdavimo sparta (antroji juosta) 5760 Mbit/ai

WLAN duomenų perdavimo sparta (trečioji juosta) 5760 Mbit/ai

WLAN duomenų perdavimo sparta (ketvirtoji juosta) 11520 Mbit/ai

Moduliacija 4096-QAM

Tinklas

Ethernet LAN jungtis Taip

Eterneto LAN sąsajos tipas Multi-Gigabit Ethernet

Eterneto LAN duomenų perdavimo norma 1000,2500,10000 Mbit/ai

Tinklo standartai IEEE 802.1x

Portų ekspedijavimas Taip

Prievado suaktyvinimas Taip

Dinaminis DNS (DDNS) Taip

Svečių tinklų (2,4 GHz) skaičius 1

Svečių tinklų (5 GHz) skaičius 2

Svečių tinklų skaičius (6 GHz) 1

Įmontuotas FTP serveris Taip

VPN serveris OpenVPN, PPTP, L2TP, WireGuard

Medijos serveris Taip

Ryšys

Ethernet LAN (RJ-45) portų kiekis 5

USB prievadas Taip

USB 2.0 portų kiekis 1

USB 3.2 (3.1 1 kart.) A tipo prievadų skaičius 1

Valdymo funkcijos

Web pagrįstas valdymas Taip

Paslaugos kokybės (QoS) palaikymas Taip

Atstatymo mygtukas Taip

WPS paspaudžiamasis mygtukas Taip

Išmani tinklo technologija Taip

MU-MIMO technologija Taip

Saugumas
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Apsaugos algoritmų palaikymas WPA, WPA-Enterprise, WPA2, WPA2-Enterprise, WPA3

Ugniasienė Taip

„Stateful Packet Inspection“ (SPI) Taip

DoS atakos prevencija Taip

Parental kontrolė Taip

DMZ palaikymas Taip

Tinklo adresų transliavimas (NAT) Taip

Protokolai

DHCP klientas Taip

DHCP serveris Taip

Universali „Plug and Play“ jungtis (UPnP) Taip

Konstrukcija

Gaminio tipas Stalinis maršrutizatorius

Produkto spalva Juoda, Pilka

On/off mygtukas Taip

Įmontuotas ekranas Taip

Lietimui jautrus ekranas Taip

Sertifikatai

Sertifikavimas CE, FCC, RoHS

Pakuotės turinys

Pridėti kabeliai LAN (RJ-45)

Kintamosios srovės adapteris Taip

Greito diegimo vadovas Taip

Antena

Antenos konstrukcija Vidinis

Antenų kiekis 12

Savybės

Veikia su „Amazon Alexa“ Taip

Veikia su „Google Assistant“ Taip

Energijos valdymas

Maitinimo šaltinio tipas AC

Išėjimo įtampa 15 V

Išėjimo srovė 5 A

Aplinkos sąlygos
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Darbo temperatūros diapazonas (TT) 0 - 40 °C

Darbo santykinės drėgmės diapazonas 10 - 90%

Sistemos reikalavimai

Palaikoma naršyklė Internet Explorer 11+, Firefox 12.0+, Chrome 20.0+, Safari 4.0+

Svoris ir matmenys

Plotis 96 mm

Ilgis 302 mm

Aukštis 262,5 mm

Pakuotės duomenys

Pakuotės tipas „Box“

Produktų skaičius pakuotėje 1 vnt
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