
Sony α 7 III + 28-70mm MILC 24.2 MP CMOS 6000 x 4000 pixels
Black
Gamintojas: SONY  ·  Modelis: ILCE7M3KB.CEC  ·  EAN: 4548736079748  ·  Prekės kodas: 652872

2 029,90 €
Kaina su PVM

Be PVM: 1 677,60 €

Neturime

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

Dramatically enhanced image quality✓

Take aim with high AF performance✓

Up to 10fps continuous shooting✓

More realistic movies with 4K HDR✓

Shoot with more assured reliability✓

Aprašymas

Perfection for all. Everything you need.
Capture the peaks of more decisive moments with the α7 III from Sony, packing newly developed back-illuminated full-frame CMOS sensor and other
advanced imaging innovations, high-speed response, ease of operation, and reliable durability that are ready for various shooting needs.

Gain control of expressive freedom

With outstanding imaging capability and high-speed performance contained in a compact body, the α7 III gives you the power, precision, and
flexibility to capture once-in-a-lifetime moments just as you like.

Rendering scenes in realistic detail

A newly developed back-illuminated image sensor and evolved image processing system fulfill various shooting needs with high-quality imaging
capabilities that you would expect only of a full-frame camera.

Newly developed sensor, evolved image processor
The latest technology achieves stunning processing speed
A new version of the 24.2-megapixel Exmor R CMOS sensor, now featuring a back-illuminated structure, is combined with the latest BIONZ X image
processing engine and front-end LSI, and this combination achieves a data readout speed that is two times faster and data processing capability that
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is 1.8 times higher.

Reducing noise in high-resolution images
Up to 1.5-stop improvement in image quality
Standard ISO range is extended to ISO 100-51200 (expandable to ISO 50-204800 for stills), while Detail Reproduction and Area-specific Noise
Reduction technologies maintain image details and cut noise. With highly effective performance in mid-to-high sensitivity ranges, you can shoot at
high ISO with no concerns about noise or image deterioration.

Steadier shots with 5-axis stabilization

The latest high-precision stabilization uses stabilization unit and gyro sensors and algorithms to achieve a 5.0-step shutter speed advantage in a
system that compensates five types of camera shake with a wide range of lenses and delivers excellent performance.

14-bit RAW output for rich gradations

For smoother, more natural gradation, the latest BIONZ X image processor and front-end LSI process image signals in 16-bit form. This processor
also allows 14-bit RAW data output, even when in silent or continuous shooting mode.

4D FOCUS—AF performance evolves

AF performance is improved using the same AF advancements as in the α9 and applying it optimally. Once the α7 III captures such unpredictably
moving subjects as dancers, boxers, and wild animals in action, it won’t easily let them go.

4D FOCUS: Stunning wide coverage
693. Remarkable number of phase-detection AF points
This camera features 693 phase-detection AF points covering approx. 93% of image area, plus 425 densely positioned contrast-detection AF points
to improve focus.

Reliable AF down to EV-315 brightness

Advanced AF algorithms contribute to high AF precision down to light levels as low as EV-3, for more reliable autofocus in dark scenes.

Focal-plane phase-detection AF supports A-mount lenses

693-point focal-plane phase-detection AF not only covers a wide area and responds instantly—it offers the benefits of high tracking performance
even with an A-mount lens mounted via mount adaptor LA-EA3.

Eye AF revolutionizes portraiture

With the α7 III, Eye AF can now be used with AF-C mode, for fast, effective eye detection/tracking performance when shooting stills. The easy
maintenance of optimum focus on moving subjects can totally transform your portraiture.

Focus control via touch screen

The α7 III has Touch Focus function, and a Touch Pad function for you to fingertip-drag the focus frame intuitively while using the viewfinder.

AF in Focus Magnifier

Use autofocus for stills while the focus area is magnified in the viewfinder/monitor, and magnify the view after autofocusing. This is ideal for focusing
on a small area and other precision-focus photography.

More versatile AF settings all around
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AF tracking sensitivity for stills is adjustable in five steps. AF areas/points are changeable as you switch between horizontal and vertical orientation.
Focus point settings can be assigned to custom buttons.

Fast continuous shooting captures the height of a moment

The α7 III can shoot in a continuous burst at up to 10fps with AF/AE tracking and up to 8fps burst shooting when shooting with live-view mode. The
camera also supports silent shooting18 at up to 10fps with AF/AE tracking at maximum resolution.

Confidence-boosting continuous shooting

Capture an instant action with continuous shooting of up to 10fps—or 8fps for live-view shooting—with AF/AE tracking. Up to approximately 177 JPEG
(standard) images, 89 compressed RAW images, or 40 uncompressed RAW images can be captured in one continuous burst.

Shoot continuously in absolute silence

This camera allows silent shooting at up to 10fps with AF/AE tracking. Silence is critical for various scenes, when even slight noise can mean missing
a chance at an ideal shot.

Anti-flicker shooting

When artificial lighting flicker is detected, the shutter is timed to minimize possible exposure and color inconsistency in images shot at high shutter
speeds, as well as between continuous shots.

Better operation during continuous shooting

Groups of shots taken in continuous mode can be reviewed, deleted, or protected quickly. You can access a menu screen and change settings, as
well as operate image playback during data writing.

High-resolution 4K HDR

As well as new capability of recording stunning 4K movies through 2.4-times higher oversampling, the camera features a new HLG (Hybrid Log-
Gamma) picture profile, supporting instant HDR workflow.

Image resolution uncompromised
Full-pixel readout without binning for high-resolution 4K movies
Full-pixel readout without binning in 35-mm full-frame mode makes it possible to condense approx. 2.4 times the data required for 4K movies
(QFHD: 3840 x 2160), minimizing moiré and jaggies. Full-frame or Super 35-mm mode can be selected as needed. Furthermore, 4K recording
employs XAVC S format at bitrates as high as 100 Mbps.

workflow

A new HLG picture profile supports instantaneous HDR workflow. Movies recorded in HLG picture mode will appear true-to-life with minimized black-
crush or blown highlights that can deteriorate gradation and details, without color grading.4

Supports S-Log and Slow and Quick Motion

S-Log improves gradation from shadows to mid-tones and widens the dynamic range up to 14 stops. Also, select a frame rate from 1 to 120/100 fps
for up to 60x quick motion and 5x slow motion.

Reliable features and operation in a compact body
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The α7 III’s operability is enhanced by fast control during shooting, dazzlingly clear views through the Tru-Finder, versatile connectivity, and
extended shooting endurance from various power sources, plus high durability and resistance to wet or dusty conditions.

Longer battery life to shoot for more professional lengths

The α7 III can use a NP-FZ100 battery with approx. 2.2 times as much capacity as a NP-FW50 battery, allowing you to shoot up to approximately 710
photos with one full charge. BC-QZ1 optional battery charger allows quicker charging than charging via USB.

Dual media slots, UHS-II support

With two media slots, including one that's UHS-II-compatible for fast data writing, the α7 III can simultaneously or relay record, separate RAW/JPEG
data and stills/movies, and copy data between cards.

My Menu: faster to your favorites

Register up to 30 frequently used items on the new My Menu for instant recall. You can create and customize an optimal menu for your own
convenience.

Rating function

With rating function, you can rate recorded still images from 1 to 5 stars anywhere right on the spot, using the playback screen to perform the
function if it is assigned to a custom button.

High connectivity for smooth workflow

USB 3.1 Gen 1 compatible USB Type-C port makes high-speed PC Remote data transfer smooth and effortless, for handling large image files
produced using PC-tethered shooting.

Techninė specifikacija

Picture quality

Camera type MILC

Megapixel (approx.) 24.2 MP

Sensor type CMOS

Maximum image resolution 6000 x 4000 pixels

Still image resolution(s) 6000 x 4000, 3936 x 2624, 3008 x 2000, 3936 x 2624, 3008 x 2000, 1968 x 1312,
6000 x 3376, 3936 x 2216, 3008 x 1688, 3936 x 2216, 3008 x 1688, 1968 x 1112

Image stabilizer Yes

Image formats supported JPEG

Supported aspect ratios 3:2

Total megapixels 25.3 MP

Image sensor size (W x H) 35.6 x 23.8 mm

Sensor format Full-frame

Lens system

Focal length range 28 - 70 mm
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Lens mount interface Sony E

Focusing

Focus adjustment Auto/Manual

Auto focusing (AF) modes Continuous Auto Focus, Contrast Detection Auto Focus, One Shot Focus

Auto Focus (AF) object detection Face

Auto Focus (AF) points 693

Auto Focus (AF) lock Yes

Auto Focus (AF) assist beam Yes

Exposure

ISO sensitivity (min) 50

ISO sensitivity (max) 204800

Light exposure modes Aperture priority AE, Auto, Manual, Shutter priority AE

Light exposure correction ± 5EV (1/2EV; 1/3EV step)

Light metering Centre-weighted, Evaluative (Multi-pattern), Highlight-weighted, Spot

ISO sensitivity 100, 12800, 51200, 102400

Light exposure control Program AE

Auto Exposure (AE) lock Yes

Shutter

Fastest camera shutter speed 1/8000 s

Slowest camera shutter speed 30 s

Camera shutter type Electronic

Flash

Flash modes High-speed synchronization

External flash connector Yes

Flash sync-speed 1/250 s

Flash exposure compensation Yes

Flash exposure correction ±3EV (1/2; 1/3 EV step)

Pre-flash Yes

Shoe mounting point Yes

Video

Video recording Yes

Maximum video resolution 3840 x 2160 pixels

HD type 4K Ultra HD

Video resolutions 1920 x 1080,3840 x 2160 pixels
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Video recording time 125 min

Analog signal format system NTSC, PAL

Video formats supported AVC, AVCHD, H.264, MPEG4, XAVC S

Audio

Built-in microphone Yes

Built-in speaker(s) Yes

Noise reduction Yes

Memory

Compatible memory cards MS Duo, MS Pro-HG Duo, SD, SDHC, SDXC

Memory slots 2

Display

Display TFT

Touchscreen Yes

Display diagonal 7.49 cm (2.95")

Display resolution (numeric) 921600 pixels

Flip-out screen No

Viewfinder

Viewfinder type Electronic

Magnification 0.78x

Viewfinder screen size 0.5"

Ports & interfaces

USB version 3.2 Gen 1 (3.1 Gen 1)

HDMI Yes

USB connector USB Type-C

HDMI connector type Micro

Microphone in Yes

Headphone outputs 1

USB port Yes

Headphone connectivity 3.5 mm

Network

Bluetooth Yes

Wi-Fi Yes

Near Field Communication (NFC) Yes

Bluetooth version 4.1
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Wi-Fi standards 802.11b, 802.11g, Wi-Fi 4 (802.11n)

Camera

White balance Auto, Cloudy, Custom modes, Daylight, Flash, Fluorescent, Incandescent, Shade,
Underwater

Scene modes Close-up (macro), Night, Night portrait, Portrait, Sports, Sunset, Landscape

Shooting modes Auto, Manual, Movie

Photo effects Black&White, Neutral, Sepia, Vivid

Self-timer delay 2,5,10 s

Diopter adjustment (D-D) -4 - 3

Histogram Yes

Live view Yes

GPS (satellite) No

Camera file system DCF 2.0, DPOF, Exif 2.31, MPF, Raw

Image quality adjustment Contrast, Saturation, Sharpness

Design

Product colour Black

Battery

Battery life (CIPA standard) 610 shots

Number of batteries supported 1

Battery level indicator Yes

Power

USB Type-C charging port Yes

USB Type-C required charging power (min) 7.5 W

USB Type-C required charging power (max) 7.5 W

USB Power Delivery (USB PD) No

Operational conditions

Operating temperature (T-T) 0 - 40 °C

Weight & dimensions

Width 126.9 mm

Depth 95.6 mm

Height 73.7 mm

Weight (including battery) 650 g

Packaging content

AC adapter included No
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Cables included USB

Batteries included Yes

Other features

Power source type Battery

Technical details

Self-timer Yes
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