
Zebra RFD40 RFID reader RF Wireless Black
Gamintojas: ZEBRA  ·  Modelis: RFD4030-G00B700-E8  ·  EAN: 5704174801801  ·  Prekės kodas: 654984

1 205,90 €
Kaina su PVM

Be PVM: 996,61 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Aprašymas

FASTER. SMARTER. FUTURE-PROOF.
Your business is being challenged to work faster and more efficiently than ever before. Gain the edge you need with the RFD40 UHF RFID Standard
Sled. Decrease cycle counting time with more tag reads per second. Take inventory faster or locate critical assets and patients with ease with the
ultra-accurate item-finder mode and a tri-function trigger. Adapt to new and emerging technologies with this state-of-the-art sled that connects to
the latest eConnex™-enabled Zebra mobile computers. This capable RAIN RFID powerhouse is ready to tackle all your RFID and data capture needs
long into the future. Achieve the flexibility and connectivity you need to become more efficient and adapt quickly to new and emerging technologies
with the RFD40 UHF RFID Standard Sled from Zebra.

EMPOWER YOUR WORKERS
Next Generation Connectivity
With the new eConnex™ technology that allows for snap-and-go pairing, you can future-proof your workplace with a sled that supports the latest
Zebra mobile computers including WWAN-enabled variants. What’s more, the sled has the ability to instantly connect to supported Zebra
eConnex™-enabled devices including the TC21/26, EC50/55 and future models.

Unparalleled Efficiency
The RFD40 Sled outperforms the competition with 1,300+ tag reads per second (up to 30% faster than the next leading competitor), a 20+ foot read
range and ultra-accurate item-finder mode. With a 7000mAh battery and quick release function that’s accessible without removing the mobile
computer, it can keep going hour after hour. The tri-function trigger lets associates quickly access RFID reading, barcode scanning and a
programmable third function of your choice, such as the enter key or push-to-talk.

Adaptive Solutions
The RFD40 Sled is fully enabled to support Zebra’s current mobile computers as well as new mobile computers as they come out. The easy-to-
change, tool-free sled adaptors allow associates to swap out the adaptor quickly while maintaining compatibility without the need to send devices to
IT for retrofitting.

Durability You Can Depend On
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Zebra devices have the ability to withstand everyday environments. The RFD40 Sled has a 5-foot drop to concrete specification and a 500 cycle 0.5
meter/1.6 foot tumble specification to replicate real world knocks and bumps. It has an IP54 sealing for dust and water protection, and an extended
operating temperature range of -10°C to 50°C/14°F to 122°F. With these durable specifications you can feel confident that the RFD40 Sled will meet
the demanding needs of your workplace.

Flexible and Future-Proof Charging

The charging solutions for the RFD40 Sled provide users a flexible way to power up the sled and mobile computer in a variety of ways. Featuring 2
sets of charging pins, each cradle cup can charge the RFD40 Sled by itself, the mobile computer by itself, or the combination of RFD40 Sled and
mobile computer when attached together. Cradle cups are available for each combination of RFD40 Sled and mobile computer, including TC21/26
and EC50/55.

A USB-C port on the bottom of the RFD40 sled, as well as a pinned connector, allows for the connection of the RFD40 Sled to a Windows-based PC or
other host via a USB-C cable or cable cup which enable the RFD40 Sled to be used as a tethered RFID reader.
World Class Development and Enablement Tools

Quickly transition to the latest generation of products without the need for a major application rewrite. The Software Development Kits (SDKs) for the
RFD40 Sled are based off of the current Zebra RFID handheld SDKs. Only a recompile of the current application with the new SDK is required for you
to get up and running on the new RFD40 Sled.

The RFD40 Sled can now connect to 123RFID Desktop via USB cable or cable cup so you can configure your sleds live and offline. Use 123RFID
Desktop for proofs-of-concepts, demos, and to perform firmware upgrades.
No Host? No Problem!

If a real-time connection to backend systems is not available, batch mode enables the collection of up to 40,000 RFID tags. Just sync to upload the
data from the RFD40 Sled to the host device at any time.

Innovative New Cradle Solutions

When you’re ready to upgrade, Zebra’s game-changing cradles were developed so mobile computers can be swapped out with ease. Using just a
coin screw, you can make changes without tools or the hassle of plugging or unplugging any wire harnesses, simplifying the experience for all users.

Cradles that support the RFD40 Sled come in both 1-slot and multi-slot options, as well as charge-only and communication variants. For
communication support, the 1-slot communication cradles have a micro USB port for connection to a host PC while the multi-slot cradles possess an
Ethernet port for connection to a corporate network. This connectivity allows you to manage your RFD40 Sleds while in the cradle and also provides
the ability to set configuration, push out firmware upgrades, and get device health info. So, you get more information about your device with less
effort.
Secure Battery Locking Foot

The RFD40 Sled has an optional Battery Locking Foot that will lock the battery in place, helping to prevent user damage and/or theft.

Why Zebra for RFID?

The time to implement RFID is now. Rely on the industry’s deepest, field-proven portfolio to drive full-scale transformation without the risks.
Designed for your environment, application and conditions, Zebra RFID solutions are designed to make you more effective.

Techninė specifikacija

Specifications
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Technical details

Interface RF Wireless

Product colour Black

Operating frequency 900 MHz

International Protection (IP) code IP54

LED indicators Yes

Maximum indoor range 6 m

Maximum outdoor range 6 m

Certification EMI/EMC FCC Part 15 Subpart B Class B; ICES 003 Class B; EN 301 489-1; EN 301 489-3;
EN 55035; EN 55032 Class B; EN 60601-1-2 Electrical Safety IEC 62368-1 (ed.2) |UL
62368-1, second edition, CAN/CSA-C22.2 No. 62368-1-14 RF Exposure EU: EN 50364,
EN 62369-1, EN 50566, EN 62311; USA: FCC Part 2. 1093 OET Bulletin 65 Supplement
‘C’; Canada: RSS-102 RFID EU EN 302 208, FCC Part 15 Subpart C; Canada: RSS-247

Power

Battery type Built-in battery

Battery technology Lithium-Ion (Li-Ion)

Battery capacity 7000 mAh

Weight & dimensions

Width 166.5 mm

Depth 84 mm

Height 151 mm

Weight 541 g

Operational conditions

Operating temperature (T-T) -10 - 50 °C

Operating relative humidity (H-H) 5 - 85%

Storage temperature (T-T) -40 - 70 °C

Packaging data

Batteries included Yes
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