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TP-Link VIGI NVR1004H-4P tinklinis vaizdo jrasymo jrenginys
(NVR) Juoda

Gamintojas: TP-LINK - Modelis: VIGI NVR1004H-4P - EAN: 4897098688748 - Prekés kodas: 657955

150,90 €

Kaina su PVM

Be PVM: 124,71 €

Sandélyje

Prekeé internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v Vaizdo signalo jvesties kanalai: 4 kanalai v DidZiausia atminties apimtis: 10 TB Kietojo disko sasaja: SATA
v 3840 x 2160 pikseliai v Ethernet LAN (RJ-45) porty kiekis: 1
v |vesties pralaidumas: 80 Mbit/ai ISvesties pralaidumas: 60 Mbit/ai v Juoda

4K HOMI Video Output & 16MP
Decoding Capacity

Simpiified Deployment with POE+ 4-Channel Simultaneous Playback Noneed to check long

compatibiiity lists.

Ll ‘i'i 7

Onvir o

Plug & Play.

¥ Choose “Auto Initialize”

Pateikta prekeés informacija yra orientacinio pobudzio. Techninés savybes, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 1
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija

www.shopro.lt - info@shopro.lt - +370 693 39903
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Aprasymas

Security Never Shuts Down
VIGI NVR1004H-4P 4 Channel PoE Network Video Recorder

Every angle all on one screen.
4K HDMI Video Output & 16 MP Decoding Capacity

Sharp image definition up to 8MP and a 4-channel display ensures you capture every detail, from every angle.

Dedicated 4 PoE+ ports (53 W budget) for simplified IP camera deployment .
Features 4x 10/100Mbps PoE+ ports, the NVR supports up to 30 W on each PoE+ port. Designed to use a single Ethernet cable for both data and
power transmission, it offers flexible installation to fit in various surveillance scenarios for small businesses, such as groceries, warehouses,

restaurants, and financial institutions.

Reviewing footage is faster than ever.
4-Channel Simultaneous Playback

Replay the feed from up to 4 cameras at the same time, increase replay speed, and find events in the video schedule to easily review footage.

More compression. More savings. Same quality.
Without using any extra bandwidth, your cameras transmit compressed crystal-clear video to save disk space, ease network loads, and reduce

monitoring costs without sacrificing image quality.

No need to check long compatibility lists.
ONVIF Ensures Compatibility

Easily add IPCs from VIGI and other brands to establish a powerful and varied network thanks to barrier-free compatibility.

Plug & Play.
Allows new and unused VIGI IP Cameras to be added automatically to the new NVR and activated instantly, making installation faster than ever

before.

Security for every hour and every day.
24/7 Continuous Recording

Stores up to 10 TB of footage from managed cameras to secure your data for quick, convenient access.

Keep an eye on things even when you are on the move.
Remote Monitoring

The dedicated VIGI app, web Ul, and VIGI Security Manager enable remote monitoring, providing ease and convenience.

Greet your visitors before they enter.
Two-Way Audio

With voice intercom support, carry two-way conversations while watching your feed from anywhere. Suitable for management.

Higher bandwidth for high-definition cameras.
80 Mbps Video Access Bandwidth
High video access bandwidth ensures your NVR manages cameras with high resolutions. Based on laboratory testing using VIGI cameras, VIGI NVR

can manage up to four HD cameras.

One system. Full security.
Run your business with peace of mind.
The VIGI professional surveillance system by TP-Link is dedicated to protecting the business you've worked hard to build — whenever, wherever. Our

outstanding functions, reliable quality guarantees, and simplified installation work together to ensure your business stays safe and sound.

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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Techniné specifikacija

Veikimo charakteristikos
Vaizdo signalo jvesties kanalai
Maksimali rezoliucija

Signalo jvesties kanalai
Signalo iSvesties kanalai
Vaizdo jrasymo rezimai

Palaikomos rezoliucijos

Rezoliucija pagal fiksavimo greitj

Palaikomi vaizdo formatai
|vesties pralaidumas

ISvesties pralaidumas

Belaidzio interneto funkcijos

L Wi-Fi“

Disko tvarkykle
|diegty kietdjy disky skaicius
Kietojo disko talpa
Didziausia atminties apimtis

Kietojo disko sasaja

RysSys

Ethernet LAN (RJ-45) porty kiekis

HDMI iSvestis

HDMI porty kiekis

VGA (,,D-Sub”) iSvesties prievadai

USB 2.0 porty kiekis
Garso RCA jvestys

Garso RCA iSvestys
Palaikomi tinklo protokolai
Savybés

LED indikatoriai

Produkto spalva
Energijos valdymas

Energijos suvartojimas

I1Séjimo srove

4 kanalai
3840 x 2160 pikseliai

4

720p, 1080p, 2160p

3840x2160,1920x1080, 1680x1050, 1440x900, 1280x1024, 1024x768, 1280x720

1280x720@60fps, 1920x1080@60fps, 3840x2160@30fps

H.264, H.264+, H.265, H.265+
80 Mbit/ai

60 Mbit/ai

Ne

0GB
10TB

SATA

Taip

TCP/IP, DHCP, DNS, NTP, UPnP

Taip

Juoda

4,25 W

1,31A
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ISéjimo jtampa

Bendrosios galios per Eterneta (PoE) charakteriskos
Aplinkos salygos

Darbo temperaturos diapazonas (TT)

Svoris ir matmenys

Plotis

llgis

Aukstis

Matmenys ir svoris

Matmenys (I x P x A)

Dokumentai ir vaizdo irasai

> Naudojimo instrukcija
> Greitos pradzZios vadovas

> Gaminio lankstinukas

Gamintojo ir saugos informacija

535V

-10-55°C

246,2 mm

148,2 mm

45 mm

29,00cm x 37,00cm x 7,00cm

GAMINTOJAS ATSAKINGAS ASMUO ES PLATINTOJAS

TP-Link TP-Link Deutschland GmbH MB KOMPIUTERIY GURU
Niederkasseler Lohweg 175, 40547 Dusseldorf, V. Nageviciaus g. 3, LT-08237 Vilnius
DE info@shopro.It
tp-link.com
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https://objects.icecat.biz/objects/mmo_104914849_1702599436_871_12112.pdf
https://objects.icecat.biz/objects/mmo_104914849_1702599543_4813_22597.pdf
https://objects.icecat.biz/objects/mmo_104914849_1676281924_3983_24513.pdf
https://www.tp-link.com/de/about-us/contact/

