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Zyxel WBE660S-EU0101F WLAN prieigos taskas 11530 Mbit/ai
Pilka Maitinimas per Eterneta (PoE)

Gamintojas: ZYXEL - Modelis: WBE660S-EUO101F - EAN: 4718937631193 - Prekes kodas: 658077

815,90 €

Kaina su PVM

Be PVM: 674,30 €

Sandélyje

Prekeé internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

/2,4 GHz 1376 Mbit/ai / IEEE 802.11a, [EEE 802.11ac, IEEE 802.11ax, IEEE 802.11b, IEEE
/ 5 GHz 8646 Mbit/ai 802.11g, IEEE 802.11n

/ 6 GHz 11530 Mbit/ai v WEP, WPA, WPA2-PSK, WPA3

v DidZiausias duomeny perdavimo greitis: 11530 Mbit/ai v Maitinimas per Eterneta (PoE)

v Vidinis

Psl. 1
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Aprasymas

Enterprise-grade WiFi 7
With its revolutionary technology breakthroughs, WiFi 7 (802.11be) will be the fastest WiFi ever, unleashing unprecedented speeds to provide more
enjoyable online experiences in the digital world.

Featuring the Qualcomm quad-core CPU and a solid, durable hardware build, the WBE660S delivers lightning-fast WiFi 7 speeds of up to 22 Gbps and
significantly increased capacity. Paired with Zyxel Nebula’s comprehensive range of management and security advancements, it ensures high

reliability for demanding enterprise-grade connectivity.

The SMART Solution

The WBEG660S is equipped with the Zyxel Smart Antenna, which constantly monitors and adjusts connections for each device, ensuring consistent

optimal performance. This technology prevents connection inconsistencies and delays caused by interferences.

Durable Hardware Design Built for Longevity

Each hardware design element plays a crucial role in ensuring performance and reliability. The WBE660S access point incorporates carefully chosen

high-quality components to ensure an exceptional experience and extended lifespan.

Nebula, The Intelligent Cloud Management

Nebula offers comprehensive monitoring and reporting capabilities, including real-time notifications for critical events via the mobile app. With
Nebula, you can enjoy a streamlined experience for network installation and management, without the need for an additional cost for software or

hardware controllers.
Power. Secure. Wireless.

Amidst the surging demands for bandwidth, WiFi 7, the next-generation of WiFi technology, emerges as the solution. Designed with the durable
hardware and fortified cybersecurity features, the WBE660S access point empowers users to harness the utmost potential of the novel WiFi 7

advancements, delivering lightning-fast speeds while also offering enhanced protection against escalating cyber attacks and risks.

Techniné specifikacija

Savybés

2,4 GHz Taip

5 GHz Taip

6 GHz Taip
Didziausias duomeny perdavimo greitis 11530 Mbit/ai
Maksimalus duomeny perdavimo greitis (2,4 GHz) 1376 Mbit/ai
Maksimalus duomeny perdavimo greitis (5 GHz) 8646 Mbit/ai

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Didziausia duomeny perdavimo sparta (6 GHz)
Eterneto LAN duomeny perdavimo norma
Tinklo standartai

,Wi-Fi“ multimedijos (WMM) / (WME)

VLAN palaikymas

Saugumas
Apsaugos algoritmy palaikymas

MAC adresy filtravimas

Valdymo funkcijos

Firmware tobulinimas

Rysys

Ethernet LAN (RJ-45) porty kiekis
Energijos valdymas
Maitinimas per Eterneta (PoE)
DC jtampos stiprumo intervalas

|vesties srové

Konstrukcija
Talpinimo
Produkto spalva

LED indikatoriai

Antena

Antenos tipas

Svoris ir matmenys
Plotis

llgis

Aukstis

Svoris

Pakuotés duomenys
Pakuotes plotis
Pakuotes gylis
Pakuotés aukstis

Paketo svoris

Pakuotés turinys

Kiekis pakuoteéje

11530 Mbit/ai

10,100,1000,2500,5000,10000 Mbit/ai

IEEE 802.11a, IEEE 802.11ac, IEEE 802.11ax, IEEE 802.11b, IEEE 802.11g, IEEE 802.11n
Taip

Taip

WEP, WPA, WPA2-PSK, WPA3

Taip

Taip

Taip

3A

Siena
Pilka

Taip

Vidinis

310 mm
178 mm
56 mm

1,41 kg

377 mm
231 mm
93 mm

2,04 kg

1vnt

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Aplinkos salygos

Darbo santykinés drégmés diapazonas
Darbo temperaturos diapazonas (TT)
Sandéliavimo temperattros norma (T-T)

Sandéliavimo santykinis drégmeés diapazonas

Gamintojo ir saugos informacija

GAMINTOJAS

Zyxel Networks Corporation

Industry East RD. IX, Hsinchu Science Park 2,
30076 Hsinchu, TW

zyxel.com

10 - 90%
0-45°C
-40-70 °C

10 - 90%

ATSAKINGAS ASMUO ES
Zyxel Networks A/S
AdenauerstraBBe 20/A3, 52146 Wurselen, DE

zyxel.com

PLATINTOJAS

MB KOMPIUTERIY GURU

V. Nageviciaus g. 3, LT-08237 Vilnius
info@shopro.It

Pateikta prekés informacija yra orientacinio pobldzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardaveéjas neatsako uz Ps|, 4
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903


https://www.zyxel.com/global/en/contact
https://www.zyxel.com/de/de/impressum

