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NET CAMERA 8+4MP PTZ DOME/SDT4E425-8P-GB-APV1 DAHUA

Gamintojas: DAHUA - Modelis: SDT4E425-8P-GB-APV1 - EAN: 6939554910708 - Prekés kodas: 666806

_—_ 1 190,89 €

Kaina su PVM

Be PVM: 984,21 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Aprasymas

8+4MP 25x TiOC Network Panoramic PTZ Camera

e Overview channel: Outputs 180° wide angle splicing image

e Detail channel: 1/2.8"4Megapixel STARVIS™ CMOS

e 25x optical zoom

e Max. 25/30 fps@8M

o IR distance up to 100 m

e Auto tracking 3.0

e Smart tracking

e Perimeter protection

o Active deterrence

e Smart dual light +
Summary: Dahua Technology WizSense SDT4E425-8P-GB-APV1. Type: IP security camera, Placement supported: Indoor & outdoor, Connectivity
technology: Wired. Mounting type: Ceiling/wall, Product colour: White, Form factor: Dome. Tilt preset speed: 90 °/sec, Tilt manual speed: 0.1 - 90
°/sec, Pan preset speed: 180 °/sec. Sensor type: CMOS. Digital zoom: 16x, Detect distance: 56 m, Observe distance: 24.4 m | Vendor Homepage:
https://www.dahuasecurity.com/products/All-Products/PTZ-Cameras/X-Spans-Series/Distribution/SDT4E425-8P-GB-APV1 | Form factor: Dome |
Mounting type: Ceiling/wall | Product colour: White | International Protection (IP) code: IP66 | Type: IP security camera | Connectivity technology:
Wired | Placement supported: Indoor & outdoor | PTZ control: Yes | PTZ modes: Preset point | Tour recording: Yes | Preset points: Yes | Wide Dynamic

Range (WDR): Yes | Day/night mode: Yes | Alarm input/output: Yes | Remote viewing: Yes | Built-in light: Yes | Camera pan control: Yes | Camera tilt
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control: Yes | Tilt manual speed: 0.1 - 90 | Tilt preset speed: 90 | Pan manual speed: 0.1 - 180 | Pan preset speed: 180 | Camera shutter type:
Electronic | Camera shutter speed: 1 - 1/30000 | Sensor type: CMOS | Digital zoom: 16 | Detect distance: 56 | Observe distance: 24.4 | Recognize
distance: 11.2 | Detect distance (tele): 2500 | Detect distance (wide): 100 | Identify distance (tele): 250 | Identify distance (wide): 10 | Observe
distance (tele): 1000 | Observe distance (wide): 40 | Recognize distance (tele): 500 | Recognize distance (wide): 20 | Night vision: Yes | Maximum
resolution: 4096 x 1860 | Total megapixels: 8 | Frame rate: 30 | Noise reduction: Yes | Noise reduction technology: 2D noise reduction,3D noise
reduction | Gain control type: Auto/Manual | Back Light Compensation (BLC): Yes | Bit rate: H265: 51 kbps-13,312 kbps | Bit rate control: Constant Bit
Rate (CBR),Variable Bit Rate (VBR) | Highlight Compensation (HLC): Yes | Region of Interest (ROI) encoding: Yes | Signal-to-Noise Ratio (SNR): 55 |
Built-in microphone: Yes | Ethernet LAN: Yes | Wi-Fi: No | Bluetooth: No | Built-in HDD: No | Ethernet LAN (RJ-45) ports: 1 | Alarm input channels: 2 |
Alarm output channels: 1 | Mirror: Yes | Video motion detection: Yes | Power source type: DC,PoE | DC output voltage: 12 | Width: 194.2 | Depth: 160
| Height: 311 | Weight: 3100 | Number of cameras: 1 | Manual: Yes | Unit Calculated Weight: 5.25 | Product Net Weight: 3.1 | Unit Calculated Volume:
0.03863 | Units per Shipping Box: 2 | Unit Width: 26 | Units per Pallet: 0 | Shipping Box Height: 54.5 | Unit Depth: 49 | Unit Height: 24 | Name: NET
CAMERA 8+4MP PTZ DOME/SDT4E425-8P-GB-APV1 DAHUA

Techniné specifikacija

Specifications

Sandélio grupé Network Cameras [+144][-361]

Matmenys ir svoris

Matmenys (I x P x A) 49,00cm X 26,00cm x 24,00cm

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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