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NET CAMERA 8MP IR BULLET AlI/UVC-G6-BULLET-B UBIQUITI

Gamintojas: UBIQUITI - Modelis: UVC-G6-BULLET-B - EAN: 810177163398 - Prekés kodas: 666952

237,90 €

Kaina su PVM

Be PVM: 196,61 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

D« @ -+ O

Aprasymas

All-weather 4K PoE camera with a 1/1.8" 8MP image sensor, Multi-TOPS Al Engine, and long-range IR night vision.

Summary: Ubiquiti G6 Bullet. Type: IP security camera, Placement supported: Indoor & outdoor, Connectivity technology: Wired. Mounting type:
Ceiling/Wall/Pole, Product colour: Black, Form factor: Bullet. Lens viewing angle, horizontal: 109.9°, Lens viewing angle, vertical: 56.7°, Lens viewing
angle, diagonal: 134.1°. Optical sensor size: 25.4 / 1.8 mm (1 / 1.8"). Night vision distance: 30 m, LED type: IR | Vendor Homepage:
https://eu.store.ui.com/eu/en/category/cameras-bullet/products/uvc-g6-bullet?variant=uvc-g6-bullet-b | Form factor: Bullet | Mounting type:
Ceiling/Wall/Pole | Product colour: Black | Housing material: Aluminium/Polycarbonate (PC) | International Protection (IP) code: IP66 | IK code: IKO4 |
Weatherproof: Yes | Type: IP security camera | Connectivity technology: Wired | Placement supported: Indoor & outdoor | Day/night mode: Yes |
Infrared (IR) cut-off filter: Yes | Built-in processor: Yes | Processor model: ARM Cortex-A53 | Lens viewing angle, horizontal: 109.9 | Lens viewing
angle, vertical: 56.7 | Lens viewing angle, diagonal: 134.1 | Optical sensor size: 1/1.8 | Night vision: Yes | Night vision distance: 30 | LED type: IR |
Maximum resolution: 3840 x 2160 | Total megapixels: 8 | Frame rate: 30 | Noise reduction: Yes | Noise reduction technology: 2D noise reduction,3D
noise reduction | Image quality adjustment: Brightness/Contrast/HDR/Sharpness | Privacy masking: Yes | Text caption overlay: Yes | Built-in
microphone: Yes | Ethernet LAN: Yes | Ethernet interface type: Fast Ethernet | Wi-Fi: No | Bluetooth: No | Built-in HDD: No | Ethernet LAN (RJ-45)
ports: 1 | Human and vehicle targets classification: Yes | Light sensor: Yes | Reset button: Yes | Power source type: PoE | Power consumption (max):
9.9 | DC output voltage: 37,42.5,48,54,57 | Operating temperature (T-T): -20 - 50 | Operating relative humidity (H-H): 0 - 90 | Height: 88.8 |
Diameter: 82 | Weight: 587 | License plate recognition: Yes | Compliance certificates: CE/Federal Communications Commission (FCC)/Industry
Canada (IC)/National Defense Authorization Act (NDAA) | Number of cameras: 1 | Mounting kit: Yes | Screws included: Yes | Manual: Yes | Night
mode: Yes | Unit Calculated Weight: 1 | Product Net Weight: 0.587 | Unit Calculated Volume: 0.003168 | Units per Shipping Box: 1 | Unit Width: 12 |
Units per Pallet: 0 | Shipping Box Height: 11 | Unit Depth: 24 | Unit Height: 11 | Name: NET CAMERA 8MP IR BULLET Al/UVC-G6-BULLET-B UBIQUITI

Pateikta prekes informacija yra orientacinio pobudzio. Techninés savybeés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavejas neatsako uz Ppsl|, 1
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija
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Techniné specifikacija

Specifications
Sandélio grupé Network Cameras [+144][-361]
Matmenys ir svoris

Matmenys (I x P x A) 24,00cm x 12,00cm x 11,00cm

Pateikta prekés informacija yra orientacinio pobldzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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