
ASUS Z11PA-D8 LGA 3647 (Socket P) SSI CEB
Gamintojas: ASUS  ·  Modelis: 90SB06H0-M0UAY0  ·  EAN: 4712900756388  ·  Prekės kodas: 683558

994,90 €
Kaina su PVM

Be PVM: 822,23 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

Intel LGA 3647 (Socket P)✓

SSI CEB✓

DDR4-SDRAM 8 Maksimali vidinė atmintis: 1 TB✓

SATA III RAID palaikymas✓

Gigabitinis eternetas✓

Aprašymas

Powerful performance with Intel Xeon Scalable processor and ECC memory

Z11PA-D8 is built on the Intel Xeon Scalable Platform to deliver higher per-core performance and four memory channels that provide 50% more
memory bandwidth and capacity for 1.65X faster average system-level performance compared to previous-generation processors. The Intel Xeon
Scalable platform also delivers better virtualization performance, enabling 4.2X more virtual machines (VMs) per system.

Increased performance or data redundancy with dual M.2 SSDs in RAID mode
Dual M.2 SATA SSDs enable top performance or data redundancy in RAID mode
In performance-maximizing RAID 0 configurations with dual M.2 SSDs, write speeds are up to 40% faster than a single M.2 SSD drive setup and read
operations are an astonishing 84% faster. Or, for total reassurance, pair your M.2 devices into a RAID 1 configuration for instant data redundancy.
Z11PA-D8 comes with an optional Virtual RAID on CPU (VROC) enabling connector to support NVMe SSDs with Intel® Volume Management Device

PREKĖS KORTELĖ
MB Kompiuterių guru · Sugeneruota 2026-10-23 13:42

Pateikta prekės informacija yra orientacinio pobūdžio. Techninės savybės, nuotraukos, aprašymai ir kaina gali keistis be išankstinio perspėjimo. Gamintojas ir pardavėjas neatsako už
galimus duomenų neatitikimus ar tipografines klaidas. Prieš įsigyjant rekomenduojame pasitikrinti aktualią informaciją.
www.shopro.lt · info@shopro.lt · +370 693 39903

Psl. 1



technology. The NVMe SSDs are directly connected to the CPU, enabling latency reduction and increased bandwidth, while reducing power
consumption by 15W compared to traditional hardware RAID cards.

High-speed storage interface support with dual OCuLink for NVMe
Dual OCuLink for efficient connections to NVMe devices
Z11PA-D8 features dual onboard OCuLink to provide efficient port-to-port connection with most OCuLink-supported NVMe devices, eliminating the
need for PCIe transaction cards.

Connect up to 16 SATA 6Gb/s storage devices

Z11PA-D8 comes with four mini-SAS HD connectors that support up to 16 SATA ports each for high-speed 6Gb/s connectivity with external devices
and cleaner cable routing.

Comprehensive IT infrastructure management software

Z11PA-D8 features an embedded iKVM module and is bundled with ASUS Control Center software to provide comprehensive in-band and out-of-band
management features for small and mid-size businesses:

ASUS Control Center (ACC) is a centralized and integrated IT management platform for monitoring and controlling ASUS commercial products,
including servers, workstations and digital signage. ACC enables remote BIOS updates, monitoring of multiple systems via mobile devices, and one-
click software updates and dispatching, allowing easier server management for any IT infrastructure.

The embedded ASMB9-iKVM module supports remote BIOS updates, fan control, standalone KVMs, video recording, and BSOD capture, providing
around-the-clock remote monitoring and diagnostics — even if the operating system is down or offline — through a user-friendly, web-based
graphical interface that works with all major browsers.

Onboard MicroSD card slot for easy maintenance

Z11PA-D8 includes a microSD card slot to provide additional storage for video and log files, as well as ISO files for OS recovery via the web-based
ASMB9-iKVM user interface. This additional storage option enables users to view their files on other devices and keep their data backed up.

Quick initialization guidance for faster BIOS tracking enhancement

Z11PA-D8 features quick initialization guidance that enables users to realize the system initialization state in seconds. It provides instant system
information including the BMC firmware version, system series number, memory error messages and any unusual diagnostic results for improved
and more efficient IT operation.

- Progress bar displays current boot status

- Two-digit POST code messages provide users comprehensive information about the startup process and clearly indicate the boot status for easy
troubleshooting

Techninė specifikacija

Procesorius

Procesoriaus gamintojas Intel

Procesoriaus lizdas LGA 3647 (Socket P)

Atmintis

Palaikomi atminties tipai DDR4-SDRAM

Atminties angų skaičius 8
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Maksimali vidinė atmintis 1 TB

Atminties įtampa 1.2 V

Palaikomi atminties laikrodžio greičiai 2133,2400,2666 MHz

Maksimali RDIMM atmintis 256 GB

Duomenų laikymo valdikliai

Palaikomi saugojimo kaupiklių sąsajos SATA III

RAID palaikymas Taip

RAID lygiai 0, 1, 5, 10

Grafika

Integruoto grafikos adapterio modelis Aspeed AST2500

Integruoto grafikos adapterio atmintis 64 MB

Vidinis I/O

USB 2.0 jungtys 1

USB 3.2 (3.1 1 kart.) jungtys 1

SATA III jungčių skaičius 16

CPU fan jungtis Taip

Šasi intruzijos jungtis Taip

TPM jungtis Taip

Nuosekliojo prievado antraštės 1

Galinė panelė I/O jungtys

USB 2.0 portų kiekis 0

USB 3.2 (3.1 1 kart.) A tipo prievadų skaičius 4

Ethernet LAN (RJ-45) portų kiekis 4

VGA (D-Sub) portų kiekis 1

PS/2 portų kiekis 0

Tinklas

„Wi-Fi“ Ne

Ethernet LAN jungtis Taip

Eterneto sąsajos tipas Gigabitinis eternetas

LAN kontroleris Intel® I210-AT

Savybės

Motininės plokštės formos faktorius SSI CEB

Plėtotės lizdas

PCI Express x 8 lizdai 1
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PCI „Express“ x8 (2.x kart.) angos 0

PCI Express x 16 lizdai 2

PCI „Express“ x16 (2.x kart.) angos 0

PCI „Express“ x16 (3.x kart.) angos 0

Aplinkos sąlygos

Sandėliavimo temperatūros norma (T-T) -40 - 70 °C

Darbo temperatūros diapazonas (TT) 10 - 35 °C

Sandėliavimo santykinis drėgmės diapazonas 20 - 90%

Logistikos duomenys

Darniosios sistemos (DS) kodas 84733020

Pakuotės duomenys

Paketo svoris 2,32 kg

Svoris ir matmenys

Plotis 305 mm

Ilgis 267 mm

Kitos savybės

Palaikoma LRDIMM modulio talpa 32GB, 64GB

Didžiausia LRDIMM atmintis 512 GB

Palaikoma RDIMM modulio ypatybė 4GB, 8GB, 16GB, 32GB

Svoris 1,24 kg

DIMM lizdų skaičius 8

Palaikomų procesorių skaičius 2

Dokumentai ir vaizdo įrašai

Naudojimo instrukcija›

Gamintojo ir saugos informacija

GAMINTOJAS

ASUSTeK Computer Inc
Li-Te Road 15, 112 Taipei, TW
asus.com

ATSAKINGAS ASMUO ES

ASUS France S.A.R.L.
Allee bienvenue 10, 93160 Paris, FR
channel.asus.com

PLATINTOJAS

MB KOMPIUTERIŲ GURU
V. Nagevičiaus g. 3, LT-08237 Vilnius
info@shopro.lt
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https://objects.icecat.biz/objects/mmo_39408547_1513941665_0937_18097.pdf
https://www.asus.com/microsite/essence/tw/where-to-buy.htm
https://channel.asus.com/guideline/inner?index=department#euro

