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Viewsonic LSD401HD duomenuy projektorius Standartinio nuotolio
projektorius 4000 ANSI lumens DLP 1080p (1920x1080) Balta

Gamintojas: VIEWSONIC - Modelis: VS20624 - EAN: 766907034103 - Prekés kodas: 688001

1 309,90 €
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Pagrindinés savybés
v Standartinio nuotolio projektorius Balta v Fokusas: Rankinis Priartinimo galimybé
v DLP 4000 ANSI lumens v Ethernet LAN jungtis
v Lazeris 20000 h v |montuoti garsiakalbiai 15 W
v 1080p (1920x1080) 3000000:1 v AC143 W

v Ekrano dydzio suderinamumas: 762 - 7620 mm (30 - 300") Spalvy

skaicius: 1,07 milijardo spalvy
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The LS401HD is part of ViewSonic’s Luminous Superior Series, a lamp-free projector lineup designed for commercial and educational environments.
It delivers ultra-large projections up to 300” in sharp 1080p Full HD resolution, leveraging high native contrast from a 0.65” DMD chip with DLP
technology. Powered by 3rd-generation laser phosphor technology, it offers 4,000 ANSI Lumens brightness and a remarkable lifespan of up to 30,000
hours. Its lamp-free design ensures eco-friendliness and cost-efficiency by reducing power consumption. With features like a 1.3x optical zoom, H/V
keystone correction, and 360° projection, the LS401HD supports flexible installation. Centralized LAN control simplifies management, making it an

excellent choice for boardrooms, lecture halls, and public spaces.

Bright, Compact, Durable

The LSD401HD incorporates advanced 3rd-gen laser phosphor technology, enhancing brightness by 20% and achieving better luminous efficiency,
all while being 32% more compact and more accessible than the previous generation. Its lamp-free light source offers instant power on/off and a

lifespan of up to 30,000 hours without maintenance, ensuring consistent image quality even during extended periods of use.

Bright Images for Large Venues

Delivering 4,000 ANSI Lumens, the LSD401HD provides vibrant and sharp 1080p FHD projection for meeting rooms, classrooms and golf simulation

setups.

Unmatched Contrasts, Enhanced Visibility

Experience enhanced visuals with the LSD401HD, boasting high contrast thanks to DLP technology and an advanced 0.65" DMD chip from Texas

Instruments. This provides deeper blacks and richer depth, ensuring an exceptional viewing experience.

Ultra-Large Screen with Lower Cost-per-Iinch

This easy-to-install projector allows for an image size of up to 300", offering a lower cost-per-inch compared to other types of commercial displays.

Save on Costs and Energy

With its advanced lamp-free light source, the LSD401HD offers a highly energy-efficient and cost-saving display solution by consuming up to 59%

less power than competing projectors.

Enhanced Installation Flexibility

Equipped with a 1.3x optical zoom, the projector allows users to choose the most ideal set-up location within a range, getting the desired image size

without needing to change the existing interior design.

Get Perfectly-Shaped Images Effortlessly

Horizontal and vertical keystone correction, along with 4-corner adjustment features, eliminate crooked or distorted images for a perfectly

proportioned picture every time.

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Prie$ jsigyjant rekomenduojame pasitikrinti aktualig informacija
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Versatile Creative Applications

The projector can rotate vertically at any angle, enabling projection onto ceilings, walls, or floors, and its portrait mode further expands its

capabilities for projection mapping, staging, and creative advertising applications.

Centralized Control for Management Efficiency

The LSD401HD is compatible with Crestron, AMX, PJ Link, ATEN, and Extron systems, allowing for centralized device management for better

operational efficiency.

Brilliant Colors for an Authentic Golf Experience

Powered by ViewSonic’s advanced color-tuning technology, the projector features a dedicated Golf Mode that enhances colors, especially greens and
blues, more vivid and brings fairways and putting surfaces to life with striking realism, creating a golf experience that feels as close to reality as

possible.

HDR / HLG / 4K UHD supported by HDMI 2.0b

The LSD401HD is equipped with HDMI 2.0b and HDCP 2.2 ports, delivering full 4K resolution with HDR10 and HLG support at a smooth 60Hz frame
rate. Whether streaming via a Roku stick or playing from a 4K Blu-ray player, enjoy brilliant whites, rich blacks, and enhanced detail for a truly

cinematic visual experience.

Upgrade Your Projector with Wireless Content Casting

Enhance your projector with the ViewShare Wireless Screen Casting Kit for seamless wireless content sharing. The projector’s built-in 5V/1.5A USB-A

output powers the dongle, enabling simultaneous multimedia streaming and power charging without adapters.

A Simpler Way to Update Projector Software

Skip trips to the service center by keeping software up to date easily via USB cable connection with your laptop. This efficient solution, developed

exclusively by ViewSonic, ensures optimal performance without the hassle.

Techniné specifikacija

Prozektorius

Projektoriaus rySkumas 4000 ANSI lumens
Projektavimo technologija DLP

Projektoriaus natuarali rezoliucija 1080p (1920x1080)
Kontrasto santykis (tipinis) 3000000:1
ISmanusis projektorius Ne

Ekrano dydzio suderinamumas 762 - 7620 mm (30 - 300")
Projektavimo atstumas 0,75-9,76 m

Spalvy skaicius 1,07 milijardo spalvy
Pagrindo koregavimas, horizontalus +-30°

Pagrindo koregavimas, vertikalus +-30°

Matricos dydis 1,65 cm (0.65")

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Matricos tipas

Horizontali sinchronizacija (min.)
Horizontali sinchronizacija (maks.)

Vertikali sinchronizacija (min.)

Vertikali sinchronizacija (maks.)

Ekrano dydis (maks.)

Sviesos saltinis

Sviesos altinio tipas

Sviesos altinio naudingo tarnavimo trukmé

Sviesos Saltinio naudingo tarnavimo trukmé (ekonominis

rezimas)

Sviesos 3altinio skaistis

Lesiy sistema

Fokusas

Zidinio nuotolis

Diafragmos intervalas

Priartinimo galimybé

Skaitmeninis priartinimas

Optinis sumazinimas

Rodymo santykis

Vertikalaus leSio poslinkio diapazonas

Kompensavimas

Video

Pilnas HD

3D

Palaikomos grafikos rezoliucijos

Palaikomi vaizdo rezimai

Rysys

VGA (D-Sub) porty kiekis

HDMI porty kiekis

Kompozuoti video in

Komponento video (YPbPr/YCbCr) in
DVI prievadas

Garso (kairé, desiné) jvestis

Nuosekliosios sasajos tipas

DMD

15 kHz
135 kHz
0,024 kHz
0,12 kHz

7,62 m (300")

Lazeris
20000 h

30000 h

4400 Im

Rankinis

16.9 - 21.61 mm
2,43-2,78

Taip

2x

1,3x

1.13-1.47
0-60%

132%

Taip
Ne
640 x 480 (VGA), 3840 x 2160

480i, 480p, 576i, 576p, 720p, 1080i, 1080p

Ne

RS-232

Pateikta prekés informacija yra orientacinio pobldzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardaveéjas neatsako uz Ps|, 4

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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HDMI jungties tipas

HDMI versija

USB 2.0 A tipo prievady skaicius
PC garso ,out jungtis”

Tinklas

Smart TV

Ethernet LAN jungtis

»Wi-Fi“

Ethernet LAN (RJ-45) porty kiekis

Laikmenos

Integruotas korteliy skaitytuvas

Savybés

Garso lygis

TriukSmo lygis (ekonomisko veikimo rezimas)
HDCP

Virtualusis ekranas (OSD)

On Screen Display (OSD) kalbos

HDCP versija

Multimedija
|montuoti garsiakalbiai

RMS galingumas

Konstrukcija
Gaminio tipas
Produkto spalva

Kabelio spynos lizdas

Ekranas

|montuotas ekranas

Energijos valdymas

Maitinimo Saltinis

Energijos suvartojimas

Energijos suvartojimas (laukimo rezimu)
AC jéjimo jtampa

AC adapterio iSéjimo jtampa

Aplinkos salygos

Viso dydZio

2.0

Taip

Ne
Taip

Ne

Ne

32dB
27 dB
Taip
Taip
Daugybée

2.2

Taip

15w

Standartinio nuotolio projektorius
Balta

Taip

Ne

AC

143 W
0,5W

100 - 240V

195V
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Darbo temperaturos diapazonas (TT)

Svoris ir matmenys
Svoris

Plotis

llgis

Aukstis

Pakuotes plotis
Pakuotes gylis
Pakuotés aukstis

Paketo svoris

Pakuotés turinys
Pridedamas nuotolinio valdymo pultelis
Prideti kabeliai

Garantijos kortele

Logistikos duomenys

Kiekis pakuoteje

Padéklo bendrasis ilgis

Padeéklo bendrasis plotis

Padéklo bendrasis aukstis

Gaminiy skaicius pagrindinéje (iSorinéje) dézéje
Darniosios sistemos (DS) kodas

Techniné informacija

Vaizdo veélavimo trukme

Dokumentai ir vaizdo jrasai

> Naudojimo instrukcija
> Greitos pradzios vadovas

> Vaizdo jrasas youtube.com/watch?v=Snak6deR vs

Gamintojo ir saugos informacija

GAMINTOJAS

Viewsonic

ATSAKINGAS ASMUO ES
ViewSonic Technology GMBH
Furst-Leopold-Platz 1, 46284 Dorsten, DE

viewsonic.com

0-40°C

3,1 kg

286 mm
216 mm
129 mm
400 mm
155 mm
280 mm

4,6 kg

Taip
AC

Taip

1 vnt
102 cm
122 cm
181 cm
1vnt

8528620000

16,7 ms

PLATINTOJAS

info@shopro.It

MB KOMPIUTERIY GURU
V. Nageviciaus g. 3, LT-08237 Vilnius
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https://objects.icecat.biz/objects/mmo_133596829_1762153034_0025_2373312.pdf
https://objects.icecat.biz/objects/mmo_133596829_1762153028_9239_147474.pdf
https://www.youtube.com/watch?v=Snak6deR_vs
https://www.viewsonic.com/us/locations

