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TP-Link VIGI NVR2016H tinklinis vaizdo irasymo irenginys (NVR)

Juoda

Gamintojas: TP-LINK - Modelis: VIGI NVR2016H - EAN: 4897098683880 -

Pagrindinés savybés

v Vaizdo signalo jvesties kanalai: 16 kanalai
v 3840 x 2160 pikseliai
v |vesties pralaidumas: 80 Mbit/ai ISvesties pralaidumas: 60 Mbit/ai

v DidZiausia atminties apimtis: 10 TB Kietojo disko sasaja: SATA

=

Aprasymas

Security Never Shuts Down

Every Angle All on One Screen
4K HDMI Video Output & 16MP Decoding Capacity

Prekes kodas: 716869

282,90 €

Kaina su PVM

Be PVM: 233,80 €

Sandélyje

Prekeé internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

v Ethernet LAN (RJ-45) porty kiekis: 1
v 24,16 W

v/ Juoda

Sharp image definition up to 8MP (4K) ensures you capture every detail. 8-ch@2MP decoding capacity allows you to enjoy more-channels live view

and playback at the same time.t

Reviewing Footage is Faster than Ever

16-Channel Simultaneous Playback*

Replay the feed from up to 16 cameras at the same time, increase replay speed, and find events in the video schedule to easily review footage.

Pateikta prekeés informacija yra orientacinio pobudzio. Techninés savybes, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 1

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija
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More Compression. More Savings. More Quality.
Without using any extra bandwidth, your cameras transmit compressed crystal-clear video to save disk space, ease network loads, and reduce

monitoring costs without sacrificing image quality.

No Need to Check Long Compatibility Lists
ONVIF Ensures Compatibility

Easily add IPCs from VIGI and other brands to establish a powerful and varied network thanks to barrier-free compatibility. A

Plug & Play.
Allows new and unused VIGI IP Cameras to be added automatically to the new NVR and activated instantly, making installation faster than ever

before.

Security for Every Hour and Every Day
27/4 Continuous Recording

Automatically and continuously stores up to 20 TB of footage from connected cameras to secure your data for quick and convenient access.

Two-Way Audio

With voice intercom support, scare off any potential thieves or intruders from wherever you are.

Remote Management

Take full control over your security anytime and anywhere on the VIGI app or client.

Live Views and Real-Time Alerts

Easily check your business security via 24/7 live views. Get notifications as soon as the cameras detect something abnormal.

Easy & Smart Playback

Quickly review and locate certain video clips by event, vehicle, person, time, and more. This will greatly improve event backtracking efficiency and

reduce labor costs.

Customized Monitoring Patterns

Based on your monitoring needs, you can freely preset motion zones, adjust the rotation angle, set zoom in & out, customize patrol routes, control

patrol routes, and more.

Four-Way Management

Flexibly manage your cameras via the web Ul, NVR Ul, VIGI app, and VIGI Security Manager for ease and convenience.

One system. Full security.
Run your business with peace of mind.
The VIGI professional surveillance system by TP-Link is dedicated to protecting the business you've worked hard to build — whenever, wherever. Our

outstanding functions, reliable quality guarantees, and simplified installation work together to ensure your business stays safe and sound.

Techniné specifikacija

Veikimo charakteristikos
Vaizdo signalo jvesties kanalai 16 kanalai

Maksimali rezoliucija 3840 x 2160 pikseliai

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
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Vienalaikiskai atkurty kanaly skaicius
Vaizdo jraSymo rezimai

Palaikomos rezoliucijos

Vaizdo judesio detekcija
Palaikomi audio formatai
Palaikomi vaizdo formatai
Atkarimo rezimai

Grojimo valdikliai
Maksimalus kadry daznis
|vesties pralaidumas
ISvesties pralaidumas

[raSymo rezimas

Belaidzio interneto funkcijos

L Wi-Fi“

Disko tvarkykle

|diegty kietljy disky skaicius
Kietojo disko talpa

Didziausia atminties apimtis
Kietojo disko sasaja

Palaikomy kietdjy disky skaicius
Rysys

Ethernet LAN (RJ-45) porty kiekis
Eterneto LAN duomeny perdavimo norma
HDMI porty kiekis

VGA (,,D-Sub”) iSvesties prievadai
USB 2.0 porty kiekis

eSATA prievady skaicius

Vidiniy SATA prievady skaicius
eSATA

lvedimas

Audio iSeiga

DC jéjimo lizdas

Palaikomi tinklo protokolai

16 kanalai
720p, 1080p

HDMI Output Resolution: 1 Channel, Resolution: 1280x720/60Hz, 1280x1024/60Hz,
1440x900/60Hz, 1680x1050/60Hz, 1920x1080/60Hz, 3840x2160/30Hz VGA Output
Resolution: 1 Channel, Resolution: 1280x720/60Hz, 1280x1024/60Hz, 1440x900/60Hz,
1680x1050/60Hz, 1920x1080/60Hz

Taip

G.711 A-law, G.711 p-law, G.726

H.264, H.264+, H.265, H.265+

Digital zoom, Greitas zaidimas, Priekis, Visas ekranas, Pauzé, Zaidimas, Sustoti
Taip

30 fps

80 Mbit/ai

60 Mbit/ai

Rankinis, Pagal tvarkarastj

Ne

0GB
10TB

SATA

10,100 Mbit/ai

Taip

Taip

Taip

UPnP (Plug and Play), NTP (Network Timing)
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Savybés
Atstatymo mygtukas
Produkto spalva

Sertifikavimas

Energijos valdymas

Galios suvartojimas (maks.)

IS&jimo srové

ISéjimo jtampa

Aplinkos salygos

Darbo temperaturos diapazonas (TT)
Darbo santykinés dréegmés diapazonas
Sandéliavimo temperattros norma (T-T)
Sandéliavimo santykinis drégmés diapazonas
Svoris ir matmenys

Plotis

llgis

Aukstis

Svoris

Paketo svoris

Matmenys ir svoris

Matmenys (I x P x A)

Svoris

Dokumentai ir vaizdo jrasai

> Naudojimo instrukcija

Gamintojo ir saugos informacija

GAMINTOJAS
TP-Link

Taip

Juoda

CE, EAC, UKCA, RCM, Triman, BSMI, VCCI, FCC, IC, HDMI

-10-55°C
10 - 90%
-40-70 °C

10 - 90%

330 mm
285 mm
45 mm
1,9 kg

3,2 kg

36,00cm x 40,00cm x 15,00cm

3,00kg

ATSAKINGAS ASMUO ES

TP-Link Deutschland GmbH

Niederkasseler Lohweg 175, 40547 Dusseldorf,
DE

tp-link.com

PLATINTOJAS

MB KOMPIUTERIY GURU

V. Nageviciaus g. 3, LT-08237 Vilnius
info@shopro.It
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