
ANCEL JC200 Motorcycle Injector Cleaner
Gamintojas: ANCEL  ·  Modelis: JC200  ·  EAN: 6978281190557  ·  Prekės kodas: 727416

123,90 €
Kaina su PVM

Be PVM: 102,40 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Aprašymas

ANCEL JC200 Motorcycle Fuel Injector Cleaning Device

The ANCEL JC200 is a compact device for diagnosing and cleaning motorcycle fuel injectors. It is compatible with 6V and 12V Top-Feed MPI injectors.
The device uses microprocessor technology to simulate various engine operating conditions and offers a number of useful features, such as a
uniformity test, a leak test, and atomization observation. A digital display, a speed range from 100 to 9,900 rpm, and power from a 12 V DC car
battery make the device convenient to use both in the workshop and in the field.

Injection Uniformity Test and Fuel Atomization Observation

The device allows for conducting an injection uniformity test and offers an atomization observation feature, which, thanks to its backlight, enables
precise control of fuel atomization quality. All of this helps to detect injector-related malfunctions more quickly.

Leak testing and injection volume measurement

The ANCEL JC200 also supports leak testing, which enables the detection of injector leaks under operating pressure. Additionally, an injection volume
check function is available, which allows you to verify the amount of fuel delivered by the injector under specific operating conditions. This enables
the user to more quickly assess the condition of fuel system components and detect any potential problems.

Stable operating pressure and 12 V power supply
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The device uses compressed air to force the test fluid through the system, which helps maintain stable operating pressure and ensures consistent
test conditions. A constant oil pressure of 1.2–1.5 bar improves the repeatability of measurements during diagnostics. Furthermore, powering the
device from a 12 V DC car battery makes it more portable and offers greater flexibility in use.

Convenient Operation

The JC200 model is equipped with a visual fluid level indicator, which makes it easy to monitor the amount of test fluid during operation. The test
fluid can also be recycled. Interchangeable composite connectors allow the device to work with various types of motorcycle fuel injectors, and the
bright backlight clearly displays the different states of the fuel system.

Included in the set

Power cable 0.8 m x 1
Signal cable 0.8 m x 2
Injector mounting plate x 1
M6 screw x 2
M6 clamping nuts x2
Oil separator x1
Test bottle x2
9-11.3 connector x2
11-12.8 connector x2
13-14.5 connector x2
10-diameter gasket x2
14-diameter gasket x2
Accessory box x1
Blind plug x1

 

Manufacturer ANCEL

Model JC200

Device type Device for diagnosing and testing motorcycle fuel injectors

Operating voltage DC 12 V

Power supply 12 V DC car battery, 2 A

Tank capacity 150 ml

Cylinder capacity 100 ml

Rotational speed 100–9,900 rpm (increment: 100 rpm)

Time 30–600 s

Operating pressure 1.2–1.5 bar (constant)

Pressure relief Manual

Display Digital screen

Supported injectors Motorcycle / 6 V and 12 V Top-Feed MPI

Functions Fuel injection volume test, injection uniformity test, atomization test, leak test, manual test, automatic test

Operating temperature From -5°C to 50°C

Relative humidity <85%

GPSR Link: https://psr-assets.innpro.pl/car_accessories/sg_car_accessories_diagnostic_tools.pdf, Gross weight: 3110, Box length: 24,50, Box width:
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17,00, Box height: 26,50, Net weight: 2550, Information about data generation: https://dataact.innpro.pl/ANCEL/6978281190557, PPWR:
https://ppwr.innpro.pl/ancel

Techninė specifikacija

Specifications

Sandėlio grupė Car accessories/Diagnostic tools [+36][-11]

Matmenys ir svoris

Matmenys (I × P × A) 24,00cm × 17,00cm × 26,00cm

Svoris 3,11kg
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