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CLUB3D DisplayPort 2.1 Bi-Directional VESA DP80 Certified Cable
4K240Hz, 8K60Hz or 10K30Hz M/M 1.2m/3.94ft

Gamintojas: CLUB 3D - Modelis: CAC-1091 - EAN: 8719214472696 - Prekés kodas: 730398

80

38,90 €

Kaina su PVM

Be PVM: 32,15 €

Sandélyje

Prekeé internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v Features: v Support for up to 32 Inline Audio Channels

v Fully DisplayPort™ Version 2.1 Compliant, UHBR10/13.5/20 up till 80 v New DP2.1 spec connector

Gbps v Downwards compatible to older DisplayPort™ standards

v DP80 Compliant / Support resolutions up to 4240Hz, 8K60Hz or 10K30Hz

v Support for Display Stream Compression (DSC) 1.2 7 Fully Bidirectional

v Support for Forward Error Correction
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The Club 3D CAC-1091 DisplayPort™ 2.1 Cable enables the connection of your
DisplayPort™ supported (Gaming) PC or Laptop to an (Ultra) High Resolution
Monitor or other DisplayPort™ supported device. DisplayPort™ 2.1 UHBR10/13.5/20
up till 80 Gbps, also has support for Display Stream Compression 1.2 (DSC), Forward
Error Correction, and extends the maximum number of inline audio channels to

32. It features locking DisplayPort™ connectors providing a secure, dependable

connection, with NEW contact fingers special designed for these high speeds.
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Simply press the built-in one-touch latch button to unlock the connector. The soft

UltraFlex jacket protects the cable from bends and deformation damage.

Techniné specifikacija

Specifications

Sandélio grupé

Desktop > Video Cables & Adapters [+2032][-276]

Features

Cable length 1.2m
Connector 1 DisplayPort
Connector 2 DisplayPort
Connector 1 gender Male
Connector 2 gender Male

Maximum resolution

10328 x 7760 pixels

Product colour Black
Connector 1 form factor Straight
Connector 2 form factor Straight
DisplayPort version 2.1

Supported graphics resolutions

10240 x 4320

Supported video modes 4320p
Maximum refresh rate 360 Hz
Display Stream Compression (DSC) Yes

Display Stream Compression (DSC) version 1.2

Data transfer rate 80 Gbit/s
Plug and Play Yes

Cable type Round cable
Certificates

Certification

Packaging data

Meets ROHS, FCC, and CE EMI requirements

Paper/cardboard packaging weight 45 g
Plastic packaging weight 59

Total plastic packaging weight 0g

Total paper/cardboard packaging weight Og
Logistics data

Harmonized System (HS) code 85444290

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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