PREKES KORTELE
MB Kompiuteriy guru - Sugeneruota 2026-10-24 03:42

Zalman GigaMax Il maitinimo blokas 850 W ATX Juoda

Gamintojas: ZALMAN - Modelis: ZM850-GV3 - EAN: 8809213765704 - Prekes kodas: 733208

104,89 €

Kaina su PVM

Be PVM: 86,69 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Pagrindinés savybés

v 850 W 200 - 240 V 50/60 Hz v 12 cm

v PC ATX 80 PLUS Bronze v/ Juoda

wr i

Aprasymas

Cybenetics ETA SILVER

The GigaMax3 has an ETA Silver efficiency rating, meaning it has a guaranteed typical efficiency of 85%.

Cybenetics LAMBDA
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Not only the efficiency of the power supplies is evaluated, also the noise generated by it.

GigaMax 3 series has Lambda grade for certificated silent PSU.
Intel ATX 3.1 guide compatible

PCle 5.1 & 12V-2x6 Ready!
ATX 3.1 compatible
100% ready for Intel and AMD

PCle 5.1 Ready

Supports a dedicated 16pin PCle 5.1 connector for the latest graphics cards

80 PLUS Bronze 230V EU Certified

80PLUS Bronze guarantees 85%, 88%, 85% efficiency with 20%, 50% and 100% load rates, significantly reducing overall system power consumption.

The higher efficiency of the PSU means that there is less leakage of current, which means less heat, high frequency noises, and fan noise.

Semi-modular PSU

Semi modular design minimizes resistance and voltage drop on the cables and lowers impedance to further enhance energy efficiency, connecting

only the cables your system needs to allow for smooth airflow to cool the system.

Active PFC With 99% Maximum Power Factor

Active PFC system with maximum power factor of 99% providing consistent and stable output as well as high energy efficiency.

High efficiency ensures safe, stable system operation with low component noise, less heat from parts, and minimal fluctuation of power supply.

Built-In EMI Filter For Noise Reduction

EMI filter is installed to suppress frequency that causes noise for better system operation.

12V DC-TO-DC Convertor With 100% Availability

The power supply supports a wide range of PC components, minimizing variations in output voltage, maximizing 12V DC rail output to provide a

stable system operation

Built-In High Performance
Taiwanese Capacitor That Handles Up To 221°F
Highly reliable Japanese capacitor used to supply stable voltage even at high temperatures up to 221°F

Aluminum Solid Capacitor

All capacitors in the power supply are top quality and very reliable in supplying stable power even at high temperature.

Multiple Protection Circuit System

Multiple protection circuit system protects your system
Over Power Protection, Over Voltage Protection,

Under Voltage Protection, Over Current Protection,

Short Circuit Protection, Over Temperature Protection

Certifications (Domestic/Overseas)

ZALMAN's power supply has acquired many domestic and overseas certifications to ensure a safe and stable PC experience for all our users.

Highly Energy-Efficient Standby Power Supply

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.
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ZALMAN's power supply has such remarkable energy efficiency, that during standby the power supply can be kept under 0.5W to avoid any
unnecessary power consumption.
The power supply has acquired ErP LOT 6 which passed european energy saving standards for environmental friendly and energy efficient

experience for users.

Eco-Friendly Products

All Materials Included Are Environmentally Safe And Harmless.

RoHS Compliant

Certified products are environmentally safe that do not cause harm to the human body.
Certification is received when XRF testing determines that the 10 hazardous substances is below the standard value for the electronic products
exported to europe.

Unlike other inexpensive products, ZALMAN's products are produced from the beginning with RoHS standards in mind.

Intel and AMD RYZEN 100% Compatible and Ready

Meets all the needs of Intel and AMD RYZEN processors for high performance PC users.

Compact size

Standard ATX size provides wide compatibility

FDB (Fluid Dynamic Bearing)
Quiet and Long Lifespan Cooling Technology
FDB(Fluid Dynamic Bearing) has benefits of low noise and long lifespan.

it discharges internal heat quickly and provides sufficient cooling at a low RPM to maximize stable, safe power supply.

FDB (Fluid Dynamic Bearing) Fan

FDB, Fluid bearing type is a thin lubricant layer that replaces the bearing for durable, quiet, and long lifespan.

FDB Fan stays quiet even for long usage

Unlike other conventional bearing fan, FDB fan stays extremely quiet even after a long period of usage.
Honeycomb Vents
Honeycomb vents provide superior performance and ventilation, discharging hot air quickly

Techniné specifikacija

Energijos valdymas

Bendroji galia 850 W

AC jéjimo jtampa 200 - 240V
AC {éjimo daznis 50/60 Hz
|vesties srove 7A

Galios koeficiento pataisos (PFC) tipas Aktyvus
Kompleksiné galia (+3,3 V) 130 W
Kompleksiné galia (+12 V) 850 W

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3
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Kompleksine galia (+5V)
Kompleksiné galia (-12 V)
Kompleksiné galia (+5 VSB)
Didziausia iSéjimo jtampa (+3,3 V)
Didziausia iSéjimo jtampa (+12 V)
Didziausia iSéjimo jtampa (+5 V)
Didziausia iSéjimo jtampa (-12 V)
Didziausia iSéjimo jtampa (+12 VSB)
Efektyvumas

Maitinimo apsaugos ypatybes

RySys

Perdavimo laidu tipas

Veikimo charakteristikos
Paskirtis

Maitinimo bloko (PSU) formos koeficientas
Sertifikatas 80 PLUS

Ausinimo padengimo tipas

Vidutinis laikas tarp trik¢iy (MTBF)
Konstrukcija

Produkto spalva

Ventiliatoriaus skersmuo

Aplinkos salygos

Darbo temperaturos diapazonas (TT)
Sertifikatai

Atitikties sertifikatai

Svoris ir matmenys
Plotis

llgis

Aukstis

Svoris

Dokumentai ir vaizdo irasai

> Naudojimo instrukcija

20 A
70,83 A
20 A
0,3A
3A
88%

Virsijus nuolatine srove, Virsijus galig, Apsauga nuo per didelés jtampos, Apsauga nuo
perkaitimo, Trumpasis jungimas, Minimaliosios jtampos apsauga

Pusiau modulinis

PC

ATX

80 PLUS Bronze
FDB

100000 h

Juoda

12 cm

10-40°C

CB, CE, EAC, KC, RCM, RoHS

140 mm
150 mm
86 mm

1,8 kg
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Gamintojo ir saugos informacija

GAMINTOJAS
ZALMAN TECH CO., Ltd
Beolmal-ro, Dongan-gu 126, Anyang-si, KR

zalman.com

PLATINTOJAS

MB KOMPIUTERIY GURU

V. Nageviciaus g. 3, LT-08237 Vilnius
info@shopro.It
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