
TP-Link VIGI C540S(4mm) Bokštelis IP apsaugos kamera Vidaus ir
lauko 2688 x 1520 pikseliai Lubos / siena
Gamintojas: TP-LINK  ·  Modelis: VIGI C540S(4mm)  ·  EAN: 4895252503098  ·  Prekės kodas: 736341

287,90 €
Kaina su PVM

Be PVM: 237,93 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

Vidaus ir lauko IP apsaugos kamera✓

CMOS 25,4 / 3 mm (1 / 3") 4 MP 2688 x 1520 pikseliai✓

Vielinis Ethernet LAN jungtis✓

Naktinis matymas 30 m IR✓

Bokštelis Lubos / siena✓

IP66✓

Juoda, Balta✓

Aprašymas

See Vivid Colors, Even in Darkness.
4MP Outdoor ColorPro Night Vision Pan Tilt Network Camera

VIGI ColorPro Night Vision

VIGI’s industry-leading ColorPro Night Vision technology enables its cameras to pierce the night and see everything in fine detail. By adopting this
best-in-class technology, VIGI C540S can provide 4MP high resolution and capture more vivid full-color images in extreme low-light conditions.
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Better than the Naked Eye

Featuring high low-light sensitivity, VIGI’s ColorPro Night Vision produces unparalleled colors along with amazingly crisp images in ultra-low light
conditions, which can’t be achieved with natural eyesight.**

Beyond IR, Beyond Full-Color

Images captured by IR cameras or traditional full-color cameras will suffer from digital noise and the loss of detail. VIGI’s ColorPro Night Vision
cameras reveal excellent image details even in extreme darkness.**

Less Light Pollution

Bright illumination is required by conventional full-color cameras to capture images at pitch-dark hours. But VIGI's ColorPro Night Vision cameras
delivers true color and bright imaging even in extremely low light with no spotlights needed, greatly reducing environmental light pollution.

Core Technology

Powerful Pan Tilt

Cover every corner flexibly with VIGI’s Pan Tilt camera. Customized patrol routes provide more intelligent and quick options to monitor key areas (up
to 8 points for each route), reducing manual costs for adjusting pan & tilt angles repeatedly.

Human & Vehicle Classification

Integrated AI chips support advanced algorithms to distinguish humans and vehicles from other objects. You can flexibly customize alarm rules to
match your monitoring needs and receive more accurate event notifications.

Automatic Tracking

Automatically tracks persons or vehicles of interest and provides seamless and longer video. This way, you will better understand what's happening
and take action without wasting time on irrelevant footage.

Comprehensive AI Detection with Pre-Set Rules Supported

By setting the detection rules in advance, VIGI AI-powered cameras can accurately capture various abnormal events. This will greatly reduce false
alarms and cover your specified monitoring needs in different scenarios.

Set customized activity zones around key areas for more focused monitoring.

Face Recognition

VIGI’s advanced built-in face recognition algorithm enables cameras to intelligently capture faces, extract facial features, and form unique facial
data. By comparing the facial data with a face library, quickly match a human face, efficiently reducing the risk of unauthorized access.*

People & Vehicle Analytics

Quickly find people and vehicles of interest using a series of attributes.

People Analytics

Filter people of interest by various attributes, such as hair length, and clothing, allowing you to improve search efficiency.*

Vehicle Analytics
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Identify and search for vehicles of interest based on vehicle color and type for targeting meaningful events in a short time.*

Active Defense

Warn potential intruders off instantly with sound and light to pro-actively protect your property, even while away from the scene.

Two-Way Audio

With voice intercom support, carry two-way conversations while watching your feed from anywhere.

Smart Video Coding by H.265+

Without using any extra bandwidth, your cameras transmit compressed crystal-clear video to save disk space, ease network loads, and reduce
monitoring costs without sacrificing image quality.

PoE Connection, IP66 Weatherproof

PoE technology makes your wiring remarkably easy. Reliable IP66 enables stable outdoor performance.

Flexible Storage

Local storage is available for each method, as well as onboard storage with an SD card slot (up to 256 GB).

Remote Management

Take full control over your security anytime and anywhere on the VIGI app or client.

Live Views and Real-Time Alerts

Easily check your business security via 24/7 live views. Get notifications as soon as the cameras detect something abnormal.

Easy & Smart Playback

Quickly review and locate certain video clips by event, vehicle, person, time, and more. This will greatly improve event backtracking efficiency and
reduce labor costs.

Customized Monitoring Patterns

Based on your monitoring needs, you can freely preset motion zones, adjust the rotation angle, set zoom in & out, customize patrol routes, control
patrol routes, and more.

Four-Way Management

Flexibly manage your cameras via the web UI, NVR UI, VIGI app, and VIGI Security Manger for ease and convenience.

One system. Full security.
Run your business with peace of mind.
The VIGI professional surveillance system by TP-Link is dedicated to protecting the business you’ve worked hard to build — whenever, wherever. Our
outstanding functions, reliable quality guarantees, and simplified installation work together to ensure your business stays safe and sound.
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Techninė specifikacija

Veikimo charakteristikos

Tipas IP apsaugos kamera

Talpinimas palaikomas Vidaus ir lauko

Ryšio technologija Vielinis

PTZ kontrolė Taip

PTZ režimai Automatinis skenavimas, Iš anksto nustatytas taškas

Iš anksto nustatyti taškai Taip

Išplėstinis dinaminis diapazonas (WDR) Taip

Dienos / nakties režimas Taip

Sertifikavimas CE, EAC, UKCA, RCM, Triman, BSMI, VCCI, FCC, IC

Konstrukcija

Montavimo tipas Lubos / siena

Produkto spalva Juoda, Balta

Forma Bokštelis

Korpuso medžiaga Plastikas

Tarptautinės apsaugos (IP) kodas IP66

Fotoaparatas

Kameros panoramavimo valdymas Taip

Kameros pakėlimo valdymas Taip

Objektyvo vaizdo kampas, horizontalus 104°

Objektyvo vaizdo kampas, vertikalus 55°

Objektyvo vaizdo kampas, įstrižainė 127°

Posvyrio kampo intervalas 0 - 105°

Tilt greitis 44 °/sec

Viso diapozonas 0 - 348°

Panoramavimo greitis 44 °/sec

Vaizdo jutiklis

Jutiklio tipas CMOS

Jutiklių skaičius 1

Optinio sensoriaus dydis 25,4 / 3 mm (1 / 3")

Lęšių sistema

Lęšių skaičius 1

Aptikties atstumas 63 m
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Stebėjimo atstumas 26 m

Atpažinimo atstumas 13 m

Lęšio skersmuo 4 mm

Identifikavimo atstumas 6 m

Naktinis matymas

Naktinis matymas Taip

Naktinio matymo atstumas 30 m

LED tipas IR

Video

Maksimali rezoliucija 2688 x 1520 pikseliai

Iš viso megapikselių 4 MP

Video suspaudimo formatai H.264, H.264+, H.265, H.265+

Palaikomos grafikos rezoliucijos 320 x 240, 352 x 288, 640 x 480 (VGA), 704 x 576, 1280 x 720 (HD 720), 1920 x 1080
(HD 1080), 2048 x 1280, 2304 x 1296, 2560 x 1440, 2688 x 1520

Kadrų sparta 30 fps

Vaizdo transliavimas Taip

Vaizdo kokybės koregavimas Ryškumas, Kontrastas, DNR, Veidrodis, Prisotinimas, Aštrumas

Privatumo maskavimas Taip

Bitų sparta 256 Kbps - 6 Mbps

Foninio apšvietimo kompensavimas Taip

Šviesos efekto kompensavimas (HLC) Taip

Skaitmeninis platus dinaminis diapazonas (DWDR) Taip

Tiriamosios srities (ROI) užkodavimas Taip

Garsas

Įmontuoti garsiakalbiai Taip

Audio sistema 2 krypčių

Garso įvesties kanalai 1.0 kanalai

Garso išvesties kanalai 1.0 kanalai

Įmontuotas mikrofonas Taip

Spartos bitais intervalas 0 - 64 Kbit/ai

Bandinių ėmimo dažnis 0 - 8 kHz

Tinklas

Ethernet LAN jungtis Taip

„Wi-Fi“ Ne

Bluetooth Ne
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Eterneto sąsajos tipas Greitas eternetas

Palaikomi tinklo protokolai TCP/IP, UDP, ICMP, HTTP, HTTPS, DHCP, DNS, RTSP, NTP, UPnP UDP, SSL/TLS

Gyvas matymas Taip

Vienalaikių tiesioginio vaizdo kanalų skaičius 3 kanalai

Laikmenos

Integruotas kietasis diskas Ne

Integruotas kortelių skaitytuvas Taip

Suderinamos atminties kortelės MicroSD (TransFlash)

Maksimalus atminties kortelės dydis 256 GB

Ryšys

Ethernet LAN (RJ-45) portų kiekis 1

DC įėjimo lizdas Taip

Saugumas

Apsauginis slaptažodis Taip

IP adreso filtravimas Taip

HTTPS kodavimą Taip

Pažangios vaizdo stebėjimo (IVS) sistemos savybės Apleistas objektas, Žmonių aptikimas, Transporto priemonių aptikimas

Veidrodis Taip

Stebimų žmonių ir transporto priemonių klasifikacija Taip

Asimiliuotasis autentifikavimas Taip

Valdymo funkcijos

Žiniatinklio naršyklė Taip

Atstatymo mygtukas Taip

Elgsenos analizė Įsibrovimo aptikimas, Juostos kirtimo aptikimas, Regiono išėjimo aptikimas

Išmaniojo telefono nuotolinio valdymo palaikymas Taip

Energijos valdymas

Maitinimo šaltinio tipas DC, PoE

Galios suvartojimas (maks.) 13,13 W

Galios suvartojimas (maitinimas per Eternetą (PoE)) 16,47 W

DC išeigos įtampa 12

Aplinkos sąlygos

Darbo temperatūros diapazonas (TT) -30 - 60 °C

Sandėliavimo temperatūros norma (T-T) -40 - 60 °C

Darbo santykinės drėgmės diapazonas 0 - 95%
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Sandėliavimo santykinis drėgmės diapazonas 0 - 95%

Svoris ir matmenys

Plotis 120 mm

Ilgis 172 mm

Aukštis 203 mm

Pakuotės turinys

Fotoaparatų skaičius 1

Matmenys ir svoris

Svoris 1,02kg

Dokumentai ir vaizdo įrašai

Naudojimo instrukcija›

Gaminio lankstinukas›

Vaizdo įrašas objects.icecat.biz/objects/116555486_30336916.mp4›

Gamintojo ir saugos informacija

GAMINTOJAS

TP-Link

ATSAKINGAS ASMUO ES

TP-Link Deutschland GmbH
Niederkasseler Lohweg 175, 40547 Düsseldorf,
DE
tp-link.com

PLATINTOJAS

MB KOMPIUTERIŲ GURU
V. Nagevičiaus g. 3, LT-08237 Vilnius
info@shopro.lt

PREKĖS KORTELĖ
MB Kompiuterių guru · Sugeneruota 2026-10-24 05:08

Pateikta prekės informacija yra orientacinio pobūdžio. Techninės savybės, nuotraukos, aprašymai ir kaina gali keistis be išankstinio perspėjimo. Gamintojas ir pardavėjas neatsako už
galimus duomenų neatitikimus ar tipografines klaidas. Prieš įsigyjant rekomenduojame pasitikrinti aktualią informaciją.
www.shopro.lt · info@shopro.lt · +370 693 39903

Psl. 7

https://objects.icecat.biz/objects/mmo_116555486_1698841667_3087_17554.pdf
https://objects.icecat.biz/objects/mmo_116555486_1698841641_5586_6122.pdf
https://objects.icecat.biz/objects/116555486_30336916.mp4
https://www.tp-link.com/de/about-us/contact/

