
InLine Gigabit Network Switch 24-Port, 1Gb/s, 48,26cm (19"), 1U,
metal, fanless
Gamintojas: INLINE  ·  Modelis: 32324O  ·  EAN: 4043718298129  ·  Prekės kodas: 749782

129,91 €
Kaina su PVM

Be PVM: 107,36 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

Basic switching RJ-45 Ethernet ports quantity: 24✓

Cat3, Cat4, Cat5, Cat5e 10BASE-T, 100BASE-TX, 1000BASE-T✓

MAC address table: 16000 entries Switching capacity: 52 Gbit/s✓

1U Rack mounting✓

AC Power supply included✓

Aprašymas

The InLine® 24-Port Green Gigabit Switch offers a seamless network connection. The 24x 10/100/1000Mb/s auto-negotiation ports support all Auto
MDI/MDIX. The switch is a cost-effective, easy-to-use, and powerful solution to upgrade your legacy network to a Gigabit network.
The switch supports IEEE802.3az Energy Efficient Ethernet (EEE), which reduces power consumption by detects the connected cable length and
operating mode and automatically adjusts the signal intensity, which reduces energy consumption and protects our environment.
Features

Meets the standards IEEE802.3, IEEE802.3u, IEEE802.3ab, IEEE802.3x and IEEE802.3az
EEE (Energy Efficient Ethernet): Reduced power consumption thanks to intelligent energy management
Supports up to 16K MAC addresses
Supports IEEE802.3x Flow control for full-duplex mode and back-pressure for half-duplex mode
Supports jumbo frames
LED indicators for monitoring power supply and link/activity< /ul>
Technical data

Chipset: RTL8382L+ 2x RTL8218D + 2x RTL8231
Stan standards: IEEE802.3, IEEE802.3u, IEEE802.3ab, IEEE802.3x, IEEE802.3az
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Cables to be used:
10Base-T: UTP cable Cat. 3, 4, 5 (max. 100m)
EIA/TIA-568 100Ohm STP (max. 100m)
100Base-TX: UTP cable Cat. 5, 5e or higher (max. 100m)
EIA/TIA-568 100Ohm STP (max. 100m)
1000Base-T: UTP cable Cat. 5e or higher (max. 100m)

Number of ports: 24x 10/100/1000Mb/s auto-negotiation ports
LED indicators: LINK/ ACT/SPEED (green), Power (red)
Transmission method: Store-and-forward
Switching capacity: 52Gb

Frame Filtering and forwarding rate:
10Mb/s: 14880pps
100Mb/s: 148800pps
1000Mb/s: 1488000pps

Dimensions (WxDxH): 440x180x44mm (19" housing)
Ambient conditions:
Operating temperature: 0°C - 40°C
Storage temperature: -10° C - 70°C
Operating humidity: 10% - 90%, non-condensing
Storage humidity: 5% - 90%, non-condensing
Power supply: AC 100V~240V 50/60Hz (internal power supply) / power consumption: Max. 21 Watt
incl. 19" bracket for rack mounting

Techninė specifikacija

Specifications

Sandėlio grupė > Netzwerk > Switches [+1607][-273]

Ports & interfaces

Basic switching RJ-45 Ethernet ports quantity 24

Basic switching RJ-45 Ethernet ports type Gigabit Ethernet (10/100/1000)

Installed SFP modules quantity 0

Installed SFP+ modules quantity 0

Network

Networking standards IEEE 802.3, IEEE 802.3ab, IEEE 802.3az, IEEE 802.3u, IEEE 802.3x

10G support No

Copper ethernet cabling technology 10BASE-T, 100BASE-TX, 1000BASE-T

Cable types supported Cat3, Cat4, Cat5, Cat5e

Full duplex Yes

Ethernet LAN data rates 10,100,1000 Mbit/s
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Data transmission

MAC address table 16000 entries

Switching capacity 52 Gbit/s

Store-and-forward Yes

Jumbo frames support Yes

Packet forwarding rate (1 Gbps) 1488000 pps

Packet forwarding rate (100 Mbps) 148800 pps

Packet forwarding rate (10 Mbps) 14880 pps

Design

Rack mounting Yes

Form factor 1U

Housing material Metal

LED indicators Activity, Link, Power, Speed

Performance

Maximum data transfer rate 1000 Mbit/s

Fanless Yes

Power

Power source AC

Power supply included Yes

AC input voltage 100 - 240 V

AC input frequency 50 - 60 Hz

Power consumption (max) 21 W

Power over Ethernet (PoE)

Power over Ethernet (PoE) No

Other features

Dimensions (WxDxH) 440 x 25.16 x 180 mm

Ethernet interface type Fast Ethernet, Gigabit Ethernet

Ethernet LAN (RJ-45) ports 24

Operational conditions

Operating temperature (T-T) 0 - 40 °C

Storage temperature (T-T) -10 - 70 °C

Operating relative humidity (H-H) 10 - 90%

Storage relative humidity (H-H) 5 - 90%

Weight & dimensions
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Width 440 mm

Depth 25.2 mm

Height 180 mm

Weight 4.6 kg

Packaging content

Rack mount kit Yes

Packaging data

Package width 260 mm

Package depth 516 mm

Package height 107 mm

Package weight 1.84 kg

Matmenys ir svoris

Svoris 2,52kg

PREKĖS KORTELĖ
MB Kompiuterių guru · Sugeneruota 2026-10-17 09:24

Pateikta prekės informacija yra orientacinio pobūdžio. Techninės savybės, nuotraukos, aprašymai ir kaina gali keistis be išankstinio perspėjimo. Gamintojas ir pardavėjas neatsako už
galimus duomenų neatitikimus ar tipografines klaidas. Prieš įsigyjant rekomenduojame pasitikrinti aktualią informaciją.
www.shopro.lt · info@shopro.lt · +370 693 39903

Psl. 4


