
UNI-T UT18E voltage and continuity tester
Gamintojas: UNI-T  ·  Modelis: UT18E  ·  EAN: 6935750518076  ·  Prekės kodas: 757522

53,91 €
Kaina su PVM

Be PVM: 44,55 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Aprašymas

UNI-T UT18E voltage and continuity tester

UNI-T UT18E voltage and continuity tester is a practical tool for quick diagnostics of electrical installations. It allows you to measure AC/DC voltages
up to 1000 volts, test phase sequence, circuit continuity and operation of residual current circuit breakers. It is convenient to use and at the same
time provides a clear reading both on the LCD screen and with backlit LEDs.

Universal voltage measurement range

The UT18E supports up to 8 voltage levels: 6V, 12V, 24V, 50V, 120V, 230V, 400V, 690V and 1000V. It operates in both AC and DC modes, which
makes it suitable for various types of installations - from domestic to industrial. The automatic polarity recognition function further helps avoid errors
when diagnosing DC circuits.

Continuity measurement and RCD test

The tester allows you to check the continuity of a circuit in the range of 0 Ω to 60 kΩ, and the built-in audible signal and LED light indicate that the
current is flowing correctly. The UT18E also allows you to test residual current devices (RCDs) at 230 V and 50-400 Hz, which increases the safety of
the installation's use.

Additional functions to make work easier

PREKĖS KORTELĖ
MB Kompiuterių guru · Sugeneruota 2026-10-17 10:26

Pateikta prekės informacija yra orientacinio pobūdžio. Techninės savybės, nuotraukos, aprašymai ir kaina gali keistis be išankstinio perspėjimo. Gamintojas ir pardavėjas neatsako už
galimus duomenų neatitikimus ar tipografines klaidas. Prieš įsigyjant rekomenduojame pasitikrinti aktualią informaciją.
www.shopro.lt · info@shopro.lt · +370 693 39903

Psl. 1



LCD display indicates voltage in the range of 6-1000 V, and frequency in the range of 40-400 Hz. A built-in flashlight, audible signal, automatic shut-
off function and silent mode make the UT18E a convenient tool. The tester is IP65-rated, which means dust and splash resistance - it will work well in
construction and industrial conditions.

 

Manufacturer UNI-T

Model UT18E

Voltage range
(AC/DC)

6V ± (1.5%＋ 1); 12V ± (1.5%＋ 2); 24V ± (1.5%＋ 2); 50V ± (1.5%＋ 3); 120V ± (1.5%＋ 4); 230V ± (1.5%＋ 5); 400V ±
(1.5%＋ 5); 690V ± (1.5%＋ 5); 1000V ± (1.5%＋ 5)

Phase rotation test 100V ac～ 400V ac (3 phases); frequency 50/60 Hz

Continuity test Resistance: 0Ω~60kΩ; sound and light indicator

RCD test Operating voltage: 230V (50~400 Hz)

Polarity detection positive and negative

Self-verification LED or LCD

Power failure test 100~1000V

Standby current ＜ 10μA

Backlighting Yes

Silent mode Yes

Overvoltage
protection

Yes, 1100 V

Low battery
indicator

Yes (approx. 2.4V)

LCD display
(voltage)

6V~1000V

LCD display
(frequency)

40 Hz ~ 400 Hz

Waterproof IP65

Weight (with
batteries)

277 g

Dimensions 272 x 85 x 31 mm

GPSR Link: https://psr-assets.innpro.pl/tools/sg_tools_measuring_tools.pdf, Gross weight: 420, Net weight: 277, Box length: 33,00, Box width: 15,50,
Box height: 3,50

Techninė specifikacija

Specifications

Sandėlio grupė Tools/Measuring tools [+119][-130]

Matmenys ir svoris

Matmenys (I × P × A) 33,00cm × 15,00cm × 3,00cm

Svoris 0,42kg
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