A\ . .
PREKES KORTELE
S[H}@@ MB Kompiuteriy guru - Sugeneruota 2026-10-23 14:34

Zyxel NWA50BE 4324 Mbit/ai Balta Maitinimas per Eterneta (PoE)

Gamintojas: ZYXEL - Modelis: NWA5S0BE-EU0102F - EAN: 4718937648979 - Prekes kodas: 777775

89,90 €

Kaina su PVM

Be PVM: 74,30 €

Sandélyje

Preké internetu

Nuskenuokite koda arba apsilankykite www.shopro.It

Pagrindinés savybés

v 2,4 GHz 688 Mbit/ai v WPA, WPA2, WPA3
v 5 GHz v/ Maitinimas per Eterneta (PoE)
v DidzZiausias duomeny perdavimo greitis: 4324 Mbit/ai v Vidinis

v |EEE 802.11a, IEEE 802.11ac, IEEE 802.11ax, |IEEE 802.11b, IEEE
802.11be, IEEE 802.119g, IEEE 802.11k, IEEE 802.11n, IEEE 802.11r,
IEEE 802.11v, IEEE 802.3at, IEEE 802.3bt
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Aprasymas

Powerful. Secure. Wireless.

Smart WiFi 7 for Small Spaces- Easy Setup, Big Performance.

Smart WiFi 7 for Small Spaces

The Zyxel NWASO0BE is a WiFi 7 access point designed to provide an ideal feature set for small businesses, SoHo users, and small spaces seeking an
affordable upgrade to WiFi 7. Built for home offices, compact workplaces, and homes, it offers an effortless path to WiFi 7 with faster speeds and

reliable, wide-area coverage.

NWASO0BE - Easy Setup, Big Performance

Powered by a Qualcomm quad-core CPU, the BE5100 (2.4GHz: 2x2:2, 5GHz: 2x2:2) dual-radio access point delivers ultra-fast WiFi 7 speeds of up to
5.1Gbps, ensuring enterprise-grade performance in a compact design. Its 2.5GbE uplink unlocks the full potential of WiFi 7 for high-speed

connectivity.

With a straightforward setup via Nebula Cloud Networking, you can quickly configure the access point, set up separate networks for work and family

use, and start enjoying ultra-fast WiFi 7 speeds.

Smart Mesh MLO: More Bandwidth, Less Hassle

Smart Mesh MLO (Multiple Link Operation) technology automatically establishes dynamic wireless links, eliminating the need for complex,

inconvenient cabling in WiFi deployments.

Unlike traditional mesh networks that rely on a single radio for data transmission, the NWA50BE utilizes dual-radio backhaul, delivering superior

bandwidth, enhanced interference resistance, and ultra-low latency for seamless, high-performance connectivity.

Connected - In Just a Few Clicks!

You can be connected in minutes with just a few simple clicks on the Nebula mobile app. The easy step-by-step wizard guides you through the entire

installation process, and the intuitive app makes it easy to change settings as needed.

Nebula, The Intelligent Cloud Management

Nebula offers comprehensive monitoring and reporting capabilities, including real-time notifications for critical events via email or the mobile app.

With Nebula, you can enjoy a streamlined experience for network installation and management without the need for additional costs for software or

hardware controllers.

Techniné specifikacija

Savybés

2,4 GHz Taip

5 GHz Taip

6 GHz Ne

Didziausias duomeny perdavimo greitis 4324 Mbit/ai
Maksimalus duomeny perdavimo greitis (2,4 GHz) 688 Mbit/ai
Eterneto LAN duomeny perdavimo norma 1000,2500 Mbit/ai

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Tinklo standartai

MIMO

MIMO tipas

,Wi-Fi* multimedijos (WMM) / (WME)
Greitas tarptinklinis rysys
Saugumas

Apsaugos algoritmy palaikymas
MAC adresy filtravimas

Automatiné belaidZio paskirstymo sistema (WDS)

Valdymo funkcijos
Duomenys perduodami | debesies platforma
RysSys

Ethernet LAN (RJ-45) porty kiekis
USB 2.0 porty kiekis

DC jejimo lizdas

Energijos valdymas
Maitinimas per Eterneta (PoE)
AC jéjimo jtampa

AC {éjimo daznis

DC jtampos stiprumo intervalas
|vesties srové

ISéjimo srove

Konstrukcija

Talpinimo

Produkto spalva

Antena

Antenos tipas

Antenos stiprinimo lygis (max)
Svoris ir matmenys

Plotis

llgis

Aukstis

Svoris

IEEE 802.11a, IEEE 802.11ac, IEEE 802.11ax, IEEE 802.11b, IEEE 802.11be, IEEE
802.11g, IEEE 802.11k, IEEE 802.11n, IEEE 802.11r, IEEE 802.11v, |IEEE 802.3at, IEEE
802.3bt

Taip
Multi User MIMO
Taip

Taip

WPA, WPA2, WPA3
Taip

Taip

Taip

Taip

Taip

100 - 240V
50/60 Hz
12V

0.3A

Lubos

Balta

Vidinis

3 dBi

150 mm
150 mm
35 mm

412 g

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Pakuotés duomenys
Pakuoteés plotis
Pakuotes gylis
Pakuotés aukstis

Paketo svoris

Pakuotés turinys

Kintamosios sroves adapteris
Montavimo rinkinys

Aplinkos salygos

Darbo santykinés drégmés diapazonas
Darbo temperaturos diapazonas (TT)
Sandéliavimo temperattros norma (T-T)

Sandéliavimo santykinis drégmés diapazonas

Matmenys ir svoris

Matmenys (I x P x A)

Gamintojo ir saugos informacija

GAMINTOJAS

Zyxel Networks Corporation

Industry East RD. IX, Hsinchu Science Park 2,
30076 Hsinchu, TW

zyxel.com

244 mm
168 mm
60 mm

785 g

Taip

Taip

10-95%
0-50°C
-40-70 °C

10 - 90%

24,00cm x 17,00cm x 6,00cm

ATSAKINGAS ASMUO ES
Zyxel Networks A/S
AdenauerstraBe 20/A3, 52146 Wirselen, DE

zyxel.com

PLATINTOJAS

MB KOMPIUTERIU GURU

V. Nageviciaus g. 3, LT-08237 Vilnius
info@shopro.It

Pateikta prekés informacija yra orientacinio pobldzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardaveéjas neatsako uz Ps|, 4

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903


https://www.zyxel.com/global/en/contact
https://www.zyxel.com/de/de/impressum

