
InLine 57885E KVM jungiklis Stovo montavimas Juoda
Gamintojas: INLINE  ·  Modelis: 57885E  ·  EAN: 4043718344284  ·  Prekės kodas: 810407

117,90 €
Kaina su PVM

Be PVM: 97,44 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

Stovo montavimas Juoda✓

Kompiuterių skaičius: 2✓

Vaizdo prievado tipas: HDMI/USB✓

4K Ultra HD 3840 x 2160 pikseliai✓

Korpuso medžiaga: Metalas✓

DC 12 W Išorinio maitinimo adapteris✓

Aprašymas

Two devices – one workspace:Switch easily between an HDMI and a USB-C device with just one display, keyboard and mouse.
Excellent image quality:Supports 4K@60Hz with 4:4:4 colour sampling and Dolby Vision – crystal-clear images for professional demands.
Flexible control:Switch via hotkey, IR remote control, front button or RS-232 – ideal for individual setups or automation.
Universal compatibility:Works with Windows, macOS and Linux – no driver installation required.
Additional functionality:USB-C devices can be charged simultaneously and USB peripherals can be used at up to 5 Gb/s.
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The InLine® KVM switch with 2-way switching via HDMI and USB-C offers a convenient way to operate two computers with just one monitor, one
keyboard and one mouse. Video output is in brilliant 4K resolution at 60 Hz with full support for modern HDR formats such as Dolby Vision or
HDR10+.
Thanks to four USB 3.2 Gen.1 ports, a mouse, keyboard and other peripherals such as external drives or webcams can be used centrally. Particularly
practical: the integrated charging function with USB-C Power Delivery (PD 3.0) allows a connected end device to be powered simultaneously.
Switching is flexible via front button, IR remote control, hotkeys or RS-232 interface – also ideal for professional IT setups or automated applications.
The switch is completely driver-free and can be used immediately with Windows, macOS or Linux.
The robust metal housing, comprehensive signal support and ESD protection round off the professional appearance.
The InLine® KVM switch is therefore the ideal solution for home offices, training courses, system integration and demanding workstation
environments.

HDMI input: 1 × HDMI (type A, 19-pin)
USB-C input: 1 × USB-C (AV signal), 1 × USB-C (charging function, PD 3.0)
HDMI output: 1 × HDMI (type A, 19-pin)
USB ports: 4 × USB 3.2 Gen.1 (USB-A), 1 × USB host (USB-B)
RS-232: 3-pin terminal connection
IR EXT: 3.5 mm stereo jack (38 kHz)
Audio output: 3.5 mm stereo jack (PCM 2.0CH)
Resolution: up to 4K@60Hz, 2K@144Hz
Colour depth: 8 / 10 / 12 bits
Colour spaces: RGB 4:4:4, YCbCr 4:4:4, 4:2:2, 4:2:0
HDR support: HDR, HDR10, HDR10+, Dolby Vision, HLG
HDMI version: HDMI 2.0
DP compatibility: DP 1.4 (for USB-C input)
HDCP compatibility: HDCP 2.3
Supported audio formats HDMI IN/OUT: LPCM, Dolby Digital/Plus/EX, Dolby TrueHD, Dolby Atmos, DTS, DTS-EX, DTS-96/24, DTS High Res, DTS-HD
Master Audio, DTS:X, DSD
Latency: no video or audio delay
CEC support: yes
ESD protection: ±8 kV air / ±4 kV contact
Housing: metal, black
Dimensions: 175 × 100 × 30 mm
Weight: 505 g
Operating temperature: 0–40 °C
Storage temperature: –20–60 °C
Humidity: 20–90% (non-condensing)

Recommended cable lengths

HDMI: up to 5 m (4K@60Hz), up to 10 m (1080p)
USB-C: up to 1.5 m
Note: Use of ‘Premium High Speed HDMI’ or ‘USB-C’ cables recommended

External power supply (power adapter)

Type: External plug-in power adapter with lock
Input voltage: 100–240 V AC, 50/60 Hz
Output voltage: 12.0 V DC
Output current: max. 1.0 A
Output power: 12.0 W
Average operating efficiency: 85.23%
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Efficiency at low load (10%): 78.53%
Power consumption at zero load: 0.09 W

Scope of delivery

1 × InLine® KVM switch, 2-port, HDMI, USB-C, 4K60Hz
1 × IR remote control
1 × IR receiver cable (1.5 m, 38 kHz)
1 × HDMI cable (1.5 m)
1 × USB cable (USB 3.2 Gen.1, USB-A to USB-B, 1.8 m)
1 × USB-C cable (USB 3.2 Gen.2, male on both sides, 1 m)
1 × 12 V/1 A power supply with lock
1 × 3-pin terminal connection plug
2 × mounting brackets
4 × screws (KM3×4)
1 × user manual in German/English

Techninė specifikacija

Ryšys

Kompiuterių skaičius 2

Vaizdo prievado tipas HDMI/USB

HDMI portų kiekis 2

HDMI versija 2.1

USB 3.2 (3.1 1 kart.) B tipo prievadų skaičius 1

USB 3.2 2 kart. (3.1 2 kart.) C tipo prievadų skaičius 1

USB 3.2 2 kart. (3.1 2 kart.) A tipo prievadų skaičius 4

USB jungtis USB A tipo, B tipo USB, C tipo USB

Nuosekliojo prievado tipas RS-232

Serijinių portų kiekis 1

Audio jungtys Taip

DC įėjimo lizdas Taip

Veikimo charakteristikos

HD tipas 4K Ultra HD

Maksimali rezoliucija 3840 x 2160 pikseliai

Duomenų perdavimo sparta (maks.) 5 Gbit/s

Palaikoma HDR Taip

HDCP Taip

Maksimalus atnaujinimo dažnis 144 Hz

HDCP versija 2.3
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Garso dekodavimo technologijos DTS-HD, DTS-HD Master Audio, DTS:X, Dolby Atmos, Dolby Digital, Dolby Digital EX,
Dolby Digital Plus, Dolby TrueHD

Palaikomas buitinės elektronikos valdymas (CEC) Taip

Konstrukcija

Stovo montavimas Taip

Produkto spalva Juoda

Korpuso medžiaga Metalas

LED indikatoriai Taip

Ekranas

Įmontuotas ekranas Ne

Energijos valdymas

Maitinimo šaltinis DC

Įėjimo įtampa 100 - 240 V

AC įėjimo dažnis 50/60 Hz

Išėjimo įtampa 12 V

Išėjimo srovė 1 A

Energijos suvartojimas 12 W

Išorinio maitinimo adapteris Taip

„USB Power Delivery“ Taip

USB maitinimo šaltinio peržiūra 3.0

Tvarumas

Atitikties sertifikatai TÜV mark

Aplinkos sąlygos

Darbo temperatūros diapazonas (TT) 0 - 40 °C

Sandėliavimo temperatūros norma (T-T) -20 - 60 °C

Darbo santykinės drėgmės diapazonas 20 - 90%

Svoris ir matmenys

Plotis 100 mm

Ilgis 175 mm

Aukštis 30 mm

Svoris 503 g

Pakuotės duomenys

Pakuotės tūris 14600 cm³

Pakuotės tipas „Box“
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Pakuotės plotis 265 mm

Pakuotės gylis 200 mm

Pakuotės aukštis 90 mm

Paketo svoris 1,14 kg

Pakuotės turinys

Pridėti kabeliai HDMI, IR, Iš A tipo USB į B tipo USB

Instrukcija Taip

Kintamosios srovės adapteris Taip

Stovo montavimo rinkinys Taip

Pridedamas nuotolinio valdymo pultelis Taip

Kitos savybės

Matmenys (WxDxH) 100 x 175 x 30 mm

Spalvų gylis 12 bitai

Logistikos duomenys

Kilmės šalis Taivanas

Matmenys ir svoris

Svoris 1,14kg

Gamintojo ir saugos informacija

GAMINTOJAS

Intos Electronic AG
Siemensstraße 11, D-35394 Gießen, DE
service@inline-info.com
intos.de

PLATINTOJAS

MB KOMPIUTERIŲ GURU
V. Nagevičiaus g. 3, LT-08237 Vilnius
info@shopro.lt
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