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XPG LANCER BLADE RGB DDR5 atminties modulis 16 GB 1 x 16 GB
6000 MT/s 288-pin DIMM

Gamintojas: ADATA - Modelis: AX5U6000C3016G-SLABRWH - EAN: 4711085944894 - Prekes kodas: 83422

371,91 €

Kaina su PVM

Be PVM: 307,36 €

Neturime

Prekeé internetu

Nuskenuokite koda arba apsilankykite www.shopro.lt

Pagrindinés savybés

v PC 16 GB DDR5 6000 MT/s v Foninis apSvietimas Multi spalvos

v 288-pin DIMM 1 x 16 GB v/, Intel® Extreme Memory Profile“ (XMP) 3.0

v CAS latencija: 30 v AMD spartos didinimo iSpléstiniai profiliai (EXPO)
v 135,14V

Aprasymas
SLEEK EFFICIENCY, COMPACT POWER

Compact Low-Profile Heatsink Design

The LANCER BLADE RGB boasts a low-profile heatsink that fits perfectly in smaller PC cases and avoids interfering with tower CPU coolers. Its sleek

geometric lines add versatility and visual appeal to any case design.

RGB Your Way
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Set the RGB lighting the way you want it. Choose from different effects (static, breathing, and comet) or sync the lights with your favorite jams via

Music Mode. All this can be done through RGB control software from all the major motherboard brands.

Create Personalized Lightshow with XPG Prime

XPG Prime lighting control software not only allows you to set unique DRAM lighting effects, you can also sync all Prime supported XPG RGB products

to create imaginative light shows and shape your own Prime ecosystem.

*After selecting Prime as your lighting control software, please be sure to close all other lighting control software from manufactures such as

ASUS/ASRock/Gigabyte/MSI. Conflicts may occur when using Prime with motherboard RGB software. For details, please refer to the FAQ.

*¥|f you wish to use Prime after installing MSI lighting control software, you must uninstall MSI software, turn off the power, and then reboot before

installing and enabling Prime.

Enhanced Power Management

The XPG LANCER BLADE RGB DDRS5 features a built-in Power Management IC (PMIC) that enhance power supply stability. It's lower operating voltage
also make LANCER more power-efficient than DDR4.

Stability and Reliability

With On-die error correcting code (ECC), this DDR5 memory module can correct errors in real-time to provide increased stability and reliability.
Made with High-Quality Materials

High-quality ICs and PCBs ensure uncompromised performance and reliable overclocking, ideal for discerning gamers and overclockers.

AMD EXPO

Support for AMD EXPO (EXtended Profiles for Overclocking) and compatibility with the latest platforms for reliability and stability.

Overclocking Made Easy

With support for Intel XMP 3.0, get overclocking easily without the need to hassle with BIOS settings. There is no need to repeatedly adjust and fine-

tune overclocking parameters.

Techniné specifikacija

Savybés

Vidiné atmintis 16 GB
Atminties iSdéstymas (moduliai x dydis) 1x16 GB
Vidinés atminties tipas DDR5
Atminties duomeny perkélimo greitis 6000 MT/s
Taikoma PC

Atminties formos koeficientas 288-pin DIMM
ECC Ne

,On-Die” ECC Taip

CAS latencija 30

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 2
galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903
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Atminties laikrodZio greitis

Buferinés atminties tipas

Atminties kategorija

Atminties jtampa

,Intel® Extreme Memory Profile” (XMP)

.Intel Extreme Memory Profile” (XMP) versija
AMD spartos didinimo iSpléstiniai profiliai (EXPO)
Produkto spalva

Ausinimo tipas

Foninis apsvietimas

Apsvietimo spalva

Aplinkos salygos
Darbo temperaturos diapazonas (TT)

Sandéliavimo temperatlros norma (T-T)

Svoris ir matmenys
Plotis

llgis

Aukstis

Svoris

Pakuotés duomenys
Pakuotes plotis
Pakuotés gylis
Pakuotés aukstis
Paketo svoris

Pakuotés tipas

6000 MHz

Unregistered (unbuffered)

1.35,14V
Taip

3.0

Taip

Balta
Ausintuvas
Taip

Multi spalvos

0-85°C

-20-65°C

40 mm
133,3 mm
78,6 mm

41,119

70 mm
170 mm
12,2 mm
60,02 g

Lizdiné pakuoté

Pateikta prekés informacija yra orientacinio pobtdzio. Techninés savybés, nuotraukos, aprasymai ir kaina gali keistis be iSankstinio perspéjimo. Gamintojas ir pardavéjas neatsako uz Ps|, 3

galimus duomeny neatitikimus ar tipografines klaidas. Pries jsigyjant rekomenduojame pasitikrinti aktualig informacija.

www.shopro.lt - info@shopro.lt - +370 693 39903



