
ADATA SU650 2 TB 2.5" „Serial ATA III“ 3D NAND
Gamintojas: ADATA  ·  Modelis: ASU650SS-2TT-R  ·  EAN: 4711085945884  ·  Prekės kodas: 83793

348,90 €
Kaina su PVM

Be PVM: 288,35 €

Neturime

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

2 TB 2.5" „Serial ATA III“✓

Skaitymo laikas: 520 MB/s✓

Rašymo laikas: 450 MB/s✓

3D NAND✓

ECC✓

Taikoma: Kompiuteris / knyginis kompiuteris✓

Aprašymas

The Ultimate SU650 solid state drive implements 3D NAND Flash and a high speed controller, offering capacities up to 2TB. It delivers read/write
performance up to 520/450MB/s and greater reliability than 2D NAND SSDs. The SU650 features SLC caching and advanced error correction
technologies to ensure optimized data performance and integrity. For those who want to experience a clear PC upgrade, the SU650 is an excellent
choice with a great cost-performance ratio.

3D NAND in an easy PC upgrade

With 3D NAND Flash, the SU650 features higher efficiency and increased reliability compared to 2D NAND SSDs with an improved cost-performance
ratio.

Faster performance
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The intelligent SLC caching algorithm allows NAND Flash memory to operate in single-level cell mode and boosts performance, helping sustain peak
SU650 read/write speeds up to 520/450MB per second for smoother and faster boot, file transfers, and downloads.

Advanced error correction code

With the support for ECC (error correction code) technology, the SU650 can detect and fix errors to ensure data integrity and help to extend SSD
lifespan Its MTBF (mean time between failures) is up to 2 million hours, or 25% more than 2D NAND SSDs.

Tougher , quieter , and more reliable

There's no mechanical component inside SSDs, so they outperform traditional HDDs with higher resistance to shock, vibration (1500G/0.5ms) and
extreme temperatures (0°C-70°C). They are also completely silent and consume very little power, all while better protecting your data.

Proprietary software - SSD Toolbox and Migration Utility

Every SU650 purchase qualifies for free downloads of ADATA SSD Toolbox and Migration Utility. SSD Toolbox allows users to monitor and manage
the SU650, with drive status, wear level, and lifespan information. The Migration Utility is especially helpful for users making the move from HDD to
SSD, as it is designed for simple and quick backup and migration of the contents of entire drives, including the operating system.

SSD Toolbox

SSD ToolBox automatically ensures you have the latest firmware for optimal performance and allows for the monitoring of drive health and
remaining life through Self-Monitoring, Analysis, and Reporting Technology (S.M.A.R.T.) attributes. It also lets you keep track of the current operating
temperature, capacity, and total space used.

Techninė specifikacija

Savybės

SSD disko talpa 2 TB

SSD formos koeficientas 2.5"

Sąsaja „Serial ATA III“

Atminties tipas 3D NAND

Taikoma Kompiuteris / knyginis kompiuteris

Duomenų perdavimo sparta 6 Gbit/s

Skaitymo laikas 520 MB/s

Rašymo laikas 450 MB/s

ECC Taip

Vidutinis laikas tarp trikčių (MTBF) 2000000 h

TBW kategorija 1120

Sertifikavimas CE, FCC, BSMI, KC, EAC, RCM, morocco, UKCA, VCCI

Svoris ir matmenys

Plotis 69,8 mm

Ilgis 100,5 mm
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Aukštis 7 mm

Svoris 50,8 g

Aplinkos sąlygos

Darbo temperatūros diapazonas (TT) 0 - 70 °C

Sandėliavimo temperatūros norma (T-T) -40 - 85 °C

Minimali darbinė temperatūra 0 °C

Maksimali veikimo temperatūra 70 °C

Veiklos šokas 1500 G

Kitos savybės

Atitikties sertifikatai RoHS

Tvarumas

Tvarumo reikalavimų laikymasis Taip

Matmenys ir svoris

Matmenys (I × P × A) 10,00cm × 7,00cm × 1,00cm

Svoris 0,06kg

PREKĖS KORTELĖ
MB Kompiuterių guru · Sugeneruota 2026-10-18 02:58

Pateikta prekės informacija yra orientacinio pobūdžio. Techninės savybės, nuotraukos, aprašymai ir kaina gali keistis be išankstinio perspėjimo. Gamintojas ir pardavėjas neatsako už
galimus duomenų neatitikimus ar tipografines klaidas. Prieš įsigyjant rekomenduojame pasitikrinti aktualią informaciją.
www.shopro.lt · info@shopro.lt · +370 693 39903

Psl. 3


