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213,90 €
Kaina su PVM

Be PVM: 176,78 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Aprašymas

GL.iNet Comet Pro KVM Switch (GL-RM10)

The GL.iNet Comet Pro (GL-RM10) is an advanced KVM switch that provides full remote access to computers, workstations, and servers from
anywhere in the world. The device combines remote control functionality with support for Wi-Fi 6, Gigabit Ethernet, 4K@30 FPS video, and two-way
audio communication. With its compact design, touchscreen, and the ability to be managed via an app or web browser, the Comet Pro provides
convenient access to your equipment without the need to be physically present at the device.

Remote Access via Wi-Fi 6 and Ethernet

Comet Pro is GL.iNet’s first desktop KVM device to simultaneously support both the 2.4 GHz and 5 GHz Wi-Fi 6 bands. This allows for remote access
without the need to connect an Ethernet cable. The router also supports Gigabit Ethernet, and the ability to operate via both Wi-Fi and a wired
network enhances reliability thanks to automatic connection switching in the event of a failure on one of the links.

4K Video and Smooth Real-Time Performance

The device supports 4K@30 FPS video with HD Passthrough, enabling simultaneous local and remote video display. Hardware-based H.264 encoding
maintains a low latency of 30–60 ms, ensuring smooth operation during system configuration, server management, BIOS setup, and troubleshooting.

Two-Way Audio and Convenient Management

Built-in two-way audio support enables voice communication between local and remote users. This is particularly useful during remote technical
support, training sessions, or online conferences. Additionally, the device features a 2.22-inch touchscreen that allows for quick management of
basic functions, such as Wi-Fi configuration and cloud service management.

Access via App, Browser, and Tailscale
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The Comet Pro can be controlled using a dedicated app available for Windows, macOS, Android, and iOS, or via a web browser through the GLKVM
platform. Built-in integration with Tailscale allows for secure access to the device via a private virtual network without the need for complicated
configuration. This enables users to manage the device from virtually anywhere with Internet access.

Advanced Security and Self-Hosting

The device supports two-factor authentication (2FA), enhancing the security of access to managed devices. An additional security measure is the
touchscreen lock, which uses a 4-digit code. Comet Pro also supports self-hosting on Linux and Ubuntu systems, allowing you to run your own
remote access server and maintain full control over your data and infrastructure.

Remote Power Management and Full Hardware Control

Comet Pro works with remote power management accessories, such as the ATX Power Control Board and Fingerbot. This allows you to remotely
power on, power off, and restart computers even when the device does not have an active Internet connection. The built-in Wake on LAN feature
also enables remote wake-up of computers over the network, which significantly simplifies hardware administration and maintenance.

Compact Design and Extensive Features

With dimensions of 93 × 84 × 47 mm and a weight of 170 g, the Comet Pro fits easily on a desk, in a server room, or in a travel bag. The device is
equipped with a Gigabit Ethernet port, HDMI input and output, a USB Type-C port for connecting a keyboard and mouse, and a USB 2.0 Type-A port.
It runs on Linux 6.1 and offers 32 GB of eMMC storage, ensuring stable operation and providing space for data and configuration.

Included in the package

Comet Pro KVM Switch (GL-RM10)
5V/2A AC power adapter
USB Type-A to Type-C cable
USB Type-C to Type-C cable
HDMI cable (x2)
Ethernet cable
Regional power adapter
User manual

 

Manufacturer GL.iNet

Model GL-RM10 Comet Pro

Operating System Linux 6.1

Processor 4-core ARM Cortex-A53

RAM 1 GB DDR3L

Internal Storage 32 GB eMMC

Display 2.22" touchscreen

Wi-Fi Standard Wi-Fi 6 (802.11ax)

Supported Standards IEEE 802.11 a/b/g/n/ac/ax

Operating bands 2.4 GHz and 5 GHz

Wi-Fi speed (2.4 GHz) 286 Mb/s

Wi-Fi speed (5 GHz) 286 Mb/s
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Supported protocols IPv4, IPv6

Maximum resolution 4K@30 FPS

Latency 30–60 ms

Video input/output HDMI

Ethernet port 1 × Gigabit Ethernet

Ethernet speed 10/100/1000 Mb/s

USB-C Port 1 × USB Type-C (keyboard/mouse)

USB Port 1 × USB 2.0 Type-A

Antenna 1 × internal Wi-Fi antenna

Power USB Type-C 5 V / 2 A (PD)

Power Consumption < 8 W

Operating Temperature 0°C to 40°C

Storage Temperature -20°C to 70°C

Dimensions 93 × 84 × 47 mm

Weight 170 g

Charging function: Yes, GPSR Link: https://psr-assets.innpro.pl/it_accessories/sg_it_accessories_network_devices.pdf, Informacje o gromadzeniu
danych: https://dataact.innpro.pl/GL.iNet/6971131385110, Gross weight: 530, Net weight: 170, Box length: 15,50, Box width: 10,50, Box height:
9,50, PPWR: https://ppwr.innpro.pl/gl.inet

Techninė specifikacija

Matmenys ir svoris

Matmenys (I × P × A) 15,00cm × 10,00cm × 9,00cm

Svoris 0,53kg
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