
InLine 57885B vaizdo signalo jungiklis HDMI
Gamintojas: INLINE  ·  Modelis: 57885B  ·  EAN: 4043718344253  ·  Prekės kodas: 907654

92,90 €
Kaina su PVM

Be PVM: 76,78 €

Sandėlyje

Prekė internetu
Nuskenuokite kodą arba apsilankykite www.shopro.lt

Pagrindinės savybės

Vaizdo prievado tipas: HDMI✓

7680 x 4320 pikseliai✓

Juoda✓

Aprašymas

Universal input diversity:Connects up to three HDMI sources and one USB-C device to a display – perfect for mixed setups.
8K & HDR support:HDMI up to 8K@60Hz, USB-C up to 8K@30Hz – including HDR10+, Dolby Vision and Dolby Atmos for the best picture and sound
quality.
EDID controllable via DIP switch:Eight modes offer professional control options for AV environments and conference rooms.
USB-C with DisplayPort 1.4:Supports modern notebooks without HDMI output – no adapter required.
Convenient control & auto switching:Controllable via IR remote control, buttons or automatically – adapts flexibly to use.
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The InLine HDMI Switch with USB-C combines four video sources – three HDMI devices and one USB-C device – on a single HDMI output. This makes
the device ideal for home theatres, presentation environments or professional AV installations where modern laptops and media players are used.
The HDMI inputs support resolutions up to 8K@60Hz (4:2:0, 12-bit), 8K@30Hz (4:4:4, 12-bit) and 4K@120Hz (4:4:4, 12-bit). The USB-C input
processes DisplayPort 1.4 signals up to 8K@30Hz (4:2:2, 10 bits) and 4K@120Hz (4:2:2, 10 bits). This makes the switch the ideal control centre for
high-resolution content and professional presentations.
For audio output, the device supports common formats such as Dolby Digital, Dolby Atmos, DTS-HD and DSD. It can be conveniently controlled via IR
remote control, the integrated keypad or fully automatically via auto-switching. The eight EDID modes can be set via DIP switches – particularly
practical in professional applications where fixed audio/video configurations are required. Thanks to HDMI 2.1, HDCP 2.3, CEC and DisplayPort 1.4,
the switch is future-proof. A USB-C service port allows firmware updates. The compact metal housing, high bandwidth up to 48 Gbps (HDMI) and
comprehensive ESD protection ensure reliable operation in any environment.

Inputs: HDMI IN (Type A, 19-pin)
– 1 × USB-C IN (24-pin)
Output:
– 1 × HDMI OUT (Type A, 19-pin)
Service port:
– 1 × USB-C (firmware update) Video resolutions: HDMI: up to 8K@60Hz 4:2:0 12-bit, 8K@30Hz 4:4:4 12-bit, 4K@120Hz 4:4:4 12-bit USB-C: up to
8K@30Hz 4:2:2 10-bit, 4K@120Hz 4:2:2 10-bit
Video bandwidth:
– HDMI: up to 48 Gbps FRL / 18 Gbps TMDS
– USB-C: up to 32 Gbps
HDR support: HDR, HDR10, HDR10+, Dolby Vision, HLG
HDMI protocols: HDMI 2.1, HDCP 2.3, CEC
DP protocol (USB-C): DisplayPort 1.4 Supported colour spaces: RGB, YCbCr 4:4:4 / 4:2:2 / 4:2:0 Colour depth: 8 / 10 / 12 bits Audio formats: LPCM,
Dolby Digital/Plus/EX, Dolby TrueHD, Dolby Atmos, DTS, DTS-EX, DTS-96/24, DTS High Res, DTS-HD Master, DSD
EDID control: via 3-pin DIP switch, 8 modes
Dimensions: 145 × 68 × 18 mm
Weight: 258 g
Housing: metal, black
Operating temperature: 0–4 °C
Storage temperature: –20–60 °C C
Humidity: 20–90% (non-condensing)
ESD protection: ±8 kV air / ±4 kV contact

Recommended cable lengths

up to 2 m: 8K / 4K@60 Hz
up to 8 m: Ultra HDMI 2.1
up to 12 m: 1080p
up to 15 m: 720p

External power supply (power adapter)

Type: External plug-in power supply with lock
Input voltage: 100–240 V AC, 50/60 Hz
Output voltage: 5.0 V DC
Output current: max. 1.0 A
Output power: 5.0 W
Average operating efficiency: 79.70%
Efficiency at low load (10%): 76.78%
Power consumption at zero load: 0.092 W
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Content of delivery

1 × InLine® HDMI switch, 4-port, 48 Gb/s, 8K@60Hz, with USB-C
1 × IR remote control
1 × power supply (5 V/1 A)
1 × user manual in German/English

Techninė specifikacija

Ryšys

Vaizdo prievado tipas HDMI

HDMI portų kiekis 5

HDMI versija 2.1

HDMI įvestis 3

HDMI išvesčių skaičius 1

USB prievado tipas C tipo USB

Skaitmeninis garso optinis išėjimas 1

3,5 mm išvestis Taip

DC įėjimo lizdas Taip

Savybės

Medžiaga Metalas

Produkto spalva Juoda

Palaikomas buitinės elektronikos valdymas (CEC) Taip

Išplėstiniai ekrano identifikacijos duomenys (EDID) Taip

Apsauga nuo elektrostatinės iškrovos (ESD; oras) 8 kV

Apsauga nuo elektrostatinės iškrovos (ESD; kontaktas) 4 kV

Palaikoma HDR Taip

Didelio dinaminio diapazono (HDR) technologija Dolby Vision, High Dynamic Range 10 (HDR10), High Dynamic Range 10+ (HDR10
Plus), Hybrid Log-Gamma (HLG)

HDCP Taip

Maksimalus atnaujinimo dažnis 120 Hz

Palaikomos grafikos rezoliucijos 1280 x 720 (HD 720), 1920 x 1080 (HD 1080), 3840 x 2160, 7680 x 4320

Palaikomi vaizdo režimai 720p, 1080p

Pralaidumas 48 Gbit/s

LED indikatoriai Taip

Maksimali rezoliucija 7680 x 4320 pikseliai

HD tipas 8K Ultra HD

Spalvų gylis 12 bitai
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Įstatyti audio dekoderiai DTS, DTS-HD, DTS:X, Dolby Atmos, Dolby Digital, Dolby Digital Plus, Dolby TrueHD

HDCP versija 2.3

Energijos valdymas

AC įėjimo įtampa 100 - 240 V

AC adapterio dažnis 50/60 Hz

AC adapterio išėjimo įtampa 5 V

AC adapterio išėjimo srovė 1 A

Energijos suvartojimas 5 W

Svoris ir matmenys

Plotis 68 mm

Ilgis 144 mm

Aukštis 15 mm

Svoris 256 g

Matmenys (WxDxH) 68 x 144 x 15 mm

Pakuotės duomenys

Pakuotės tūris 14600 cm³

Pakuotės plotis 115 mm

Pakuotės gylis 200 mm

Pakuotės aukštis 65 mm

Paketo svoris 499 g

Pakuotės turinys

Pridedamas nuotolinio valdymo pultelis Taip

Instrukcija Taip

Kintamosios srovės adapteris Taip

Aplinkos sąlygos

Darbo temperatūros diapazonas (TT) 0 - 40 °C

Sandėliavimo temperatūros norma (T-T) -20 - 60 °C

Darbo santykinės drėgmės diapazonas 20 - 80%

Sandėliavimo santykinis drėgmės diapazonas 10 - 90%

Techninė informacija

Atitikties sertifikatai TÜV mark

Logistikos duomenys

Kilmės šalis Taivanas
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Gamintojo ir saugos informacija

GAMINTOJAS

Intos Electronic AG
Siemensstraße 11, D-35394 Gießen, DE
service@inline-info.com
intos.de

PLATINTOJAS

MB KOMPIUTERIŲ GURU
V. Nagevičiaus g. 3, LT-08237 Vilnius
info@shopro.lt
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